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Datamaster PLUS

ihanks Scaled - Model Datamaster Plus < SFwW-9700"

for the World

4039
WELCOME SCREEN

Section 1, Setup and Planning :
1.1 Requirements

1. Windows 3.11 or 95

2. 4865X, 66Mhz ’

3. | 8 MB of RAM

4. 120 MB of free space on a hard drive .
5. 3.5" disk drive

6. Platform and indicator interfaced to the computer

7. Fairbanks registered software protection key, installed on LPT 1.

8. VGA Monitor

1.2 Recommendations

1. PENTIUM 100

2. 16 MB

3. 1 GIG of free space on a hard drive

4. CD ROM

5. Super VGA Monitor

The datamaster Plus program is supplied on 3.5" diskettes, standard, and is optionaily available on GD.
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1.3 Default Programs
1. Build Your Own

2. Quarry

- 3. Landfill

4. Grain
1.4 Installing the Program
Place the disk marked “1" in the disk.drive.
Windows 3.1

'With the Windows Program Manager displayed:
Select File '
Select Run and press ENTER
Type “A: SETUP” on the cohMand line and click on OK.
Follow the instructions as they appear on the screen.

After the third disk have been copied, the message “Installation is now complete” will appear. Remove the disk that is
in the drive and click on “OK”. The screen will return to Program Manager. A new icon “Datamaster Plus” will be
available.

Windows 95

Select "My Computer” or select START

Select PROGRAMS

Select Add or Delete Programs

Press ENTER

Type “A:SETUP” on the command line and click on OK. Do not put a space between the *:” and “SETUP”,
Follow the instructions as they appear on the screen.

Startup

- Install the Datamaster key in LPT1 of the PC.

To start the Datamaster Plus program, double click on the Datamaster Plus icon. The display will show the Welcome
screen.

The screen displays three options that can be selected, “Build My Qwn” template, “Quarry” template, "Landfill” template
or “Grain” template. The fourth choice “Cancel” will take the operater out of Datamaster Plus and back to the Program
Manager screen. “Quarry” “Landfill” and “Grain” are default configurations. The default configuration can be modified
to fit a wide variety of applications. The “Build My Own" tempiate has no defaults and requires that the configuration be
constructed completely.

The directory that is selected for Datamaster Plus should he added to the autoexec.bat path statement. This can be
done automatically by responding “YES” to the “AUTOLOAD" query. Inany case, itis necessary to re- boot the computer
before running the newly installed application. .
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Before Proceeding

Datamaster Plus is a data management system. It is recommended that some time be spent deciding on the design of
- the system to fit the specific application. The design should include what data will be used and how the data will be
- presented in various tables. Data can be presented as numeric, alpha-numeric, calculated, or alphabetic. The basic

system capacities are: )

1. Upto 19 tables can be defined, 20 if no calculated fields are used.
. Each table can contain up to 40 fields.

2
3. Each field can contain up to 30 characters.

P

The field name can contain up to 15 characters.
. Fields may be links. Up 1o 40 links can be defined.

. Up to three fields can be made into a catenated field to make up a link.

~N & O

- Up to 40 calculated fields can be created.
B. Up to 100 fields can be displayed on the weigh screen.
9. Up to 999 days of transaction history can be retained.

The system can be operated in one of two modes, Attended or Unattended. In the Attended mode, an operator must
be present and some of the tasks involved in a weighment and print will be done manually. In the Unattended mode, all
of the tasks will be done automatically. The system can be configured to operate in both modes. :

It is recommended that a plan be made before system is initialized. The plan should show the data field names, data
format, data locations, table definitions, and calculation formulas. In the plan, consider:

1. Field names wil appear as the headings on the weigh screen and on printed tickets.
2. Duplicate field names may be used, once per table,
3. The first field fine defined in each table will be the table key .
4. Any field in one table can be linked to the first, or key field in any succeeding table.
5. Alink can consist of one or more concatenated fields, up to a total of ;three.
Once the plan has been made and agreed on by the customer, the initilizing of the system can begin.

Before the Datamaster Plus program can be operated, it must be configured. The following section guides the user
through the configuration format for the “QUARRY” application. The “LANDFILL" and “GRAIN" applications are basically
the same. The “BUILD YOUR OWN" application is done from “scratch”. [t is recommended that only experienced
Fairbanks personnel use the “BUILD YOUR OWN?” option.

NOTE , .
.Once an option has been selected and loaded, it can .
not be deselected. To select another option, the
Datamaster Plus program must be reinstalled.

The basic procedure is to configure the system, select the weigh operation that is going to be conducted, and then print
. reports.
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Section 2, Configuration

2.1 Quarry Format Selection

NOTE

While this section explains how to configure the
Quarry option, Grain, Landfill and Build-My-Own
are configured in much the same way.

1. Click on the “Quarry” button on the Welcome screen.
2. The display will prompt “Proceed With Initialization” Click on “OK”.

3. The Quarry files will now be loaded. When the file loading is complete, the display will show “File Load Complete™.
' Click on “OK”. :

4. The prompt will ask for a login name. Enter the login script and click on “OK”.

5. At the top of the screen are displayed the program options:
Weigh, Report, Configure, Edit, and Help.
2.2 Quarry Configuration, The Hardware

= Model Datamaster Plus ~ SPwW-97807
(iF i i

403%a

in the following drop down menus, an arrow, , symbol beside an item means there is a second drop down menu that will
be display when the item is click on. Three dots “..” beside an item means a screen with choices will be displayed. No
symbol beside an item means item can be turned ON or OFF, enabled or disabled.

in the initial setup, the hardware must be configured before the system can operate. After the initial configuration, the
system will operate and medifications to the configuration can be made. To configure the system:

1. Click on the Configure button and a drop down menu will appear. It is recommended that each item in the dro;ﬂ down
menu be configured, in order, in the initial setup. The items in the configure menu set the conditions on when and
how a ticket will be printed.

2. Click on Options and a second drop down menu will appear. Click on PC Type. A third drop down menu will appear
with the choices “Master” or “Slave”.

g Equipmen

the World
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fthe PC’s are part of a network, one PC will be the Master and the others will be Slaves. If only one PC is involved,
it will be designated as a Master. Each PC will require a licensed copy of the software.

. Master - This defines the PC drive location where the ASCI! transaction files, tables, and database files will be stored.
Slave - This defines a PC as a terminal that accesses and updates the Master PC’s database.
Click on the appropriate choice. The display will return to the welcome screen.

3. Click in Configure, click on Options, and then click on Network Path. The prompt will ask for the Network Path. If
no path is designated, the ASCII data files will be stored on the locai PC in the subdirectory ASCFILES,

This option is used if a PC is designated as a “Slave” unit and a path is reqmred to get the data to and from a directory
in the Master Unit. A slave unit may map the path to the master drive through Windows. Once the Network Path is
entered, click on QK. The display will return to the welcome screen.

If the PC is designated as the "Master” unit, the network path is the location to ‘which all ASCIt data files will be
transmitted. If left empty, these files will be stored locally.

4. Click in Configure, click on Optxons, and then click on History Length. This is the number of days transaction files
are held before they are deleted. The counter can be set to “999". An entry of "0" indicates no files will be deleted.
A setting of less than 365 will hold records for less than one year. Ali files older than the set date are deleted. Enter
the number of days through the keyboard and click OK. The display will return to the welcome screen.

5. Click in Configure, click on Options, and then click on “Reset Loop Number”, The display will ask “Reset Loop #
to'001™. Click on OK to reset the number of click on Cancel to keep the present loop number. The display will return
to the welcome screen.

6. Click in Configure, click on Options, and then click on “Recall Stored Data By ..”. The present option will be
displayed. Click on the arrow and all of the available options will be listed.. Click on the appropriate choice and then
click on OK. The display will return to the welcome screen. Inbound transaction database files will be recalled by
this selection of system loop number, or any other available key field ilsted Selections can be the key field of each
table or foop number.

4152

Additional information may be added to the “Show” window by using the Format button and further configuring the
“Show” window layout.

Format the Show Window
From the Configure/Options/Recall Stored Data By window, click on the Format button. A list of zll fields that may
be displayed in the Show Window are made available to add to the field selected to recall stored inbound and partial
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records. Use this option to build a window that more clearly defines the stored records. The Current fields list box

‘contains those fields to display for each inbound or partial record (see box at top of Format Show Window dialog

box.) The Show Window refers to the window that appears when the Show Button is used to recall records in the
Weigh Menu. ' :

Loop# Customer No Customer Hame

4151

Add item
If a selection is highlighted in the Available list, it is moved to the end of the Current List and appended to the Show
Window Data Format. ‘

Remove ltem
If a selection is highlighted in the Current List, it is moved to the end of the Available List and removed from the Show
Window Data Format.

Cancel ,
Cancel any changes and returns the user to the previous screen.

Save and Exit . ‘
Saves changes to the Show Window Format and returns the user to previous screen.

Ciick in Configure, click on Options, and then click on “Consecutive Ticket No’s™. This option can be turned OFF
or ON. If this option is OFF, ticket numbers will have to be manually entered in the Attended Mode, and will be
consecutively number in the Unattended Mode. If this option is ON, tickets will be consecutively numbered in both
modes. If there is a “check mark” beside the legend, it is ON or enabled. If there is no “check mark” the option is
OFF or disabled. Clicking on the legend will change it to the opposite configuration and return the display to the
welcome screen.

Click in Configure, click on Options, and then click on “Set Ticket Number”. In the unattended mode, this is the
next ticket number that will be printed. Each additicnal ticket printed will be indexed by one from this number. 1f
Consecutive Ticket No's is furn on, this is the next ticket number to be printed and each new ticket will be indexed by
one. Enter the ticket number through the key board and click on OK. The display will return to the welcome screen.

Click in Configure, click on Options, and then click on “Increment Ticket No’s”. This option sets the times the
ticket numbers will be incremented. The choices are “All Weighments”, “Net Weighments” and “Gross in & In/Out
Net”. Click on the appropriate choice. That item will be enabled and the screen will return to the Welcome display.

10. Click in Configure, click on Options, and then click on “Reprint Prompts”. This option can be enabled or disabled

by clicking on the item. If a ticket printer is in use, a prompt will occur after each weighment to reprint the ticket.
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11, Clickin Configure, click on Options, and then click on “Export Files”. This option can be enabled or disabled by

clicking on the item. This option, if used, results in ASCII transmission files being created (comma delimited or no
delimiters) for each weighment. The selection and order of data elements to be sent in the ASCII text file may be
madified by selecting “EXPORT FILES”; and then selecting “ReCOrder ASCIl Output”.

2.3 Device Port

1.

This option is used to select the communications port, the device that will use that port and the communications
parameters for the device. Click on the option “Device Ports” and a drop down menu will appear. Click on the port
to be configured. COM 1,2,3, and 4 are serial ports, Lpt1 and Lpt2 are parallel parts, and Expanded are serial ports
COM 5, 6,7, and 8. '

From the drop down menu:,:._c!ick on the communications port to be configured. The display will prompt for additional

information.

4114
a. Click on the device that will be connected to the port, indicator, printer, remote display or traffic light.

b. Then select the specific device in the “Type” section. Click on the arrow and a list of specific devices will be shown.
Click on the appropriate device.

¢. On the right side of the display, select the usage and parameters for the selected device.

Attended and Unattended - Click on the mode that will be used with the selected device. When anitems is selected,
the circle beside the item will be “filed in”. Both Aitended and Unattended may be selected if the device is to operate
in both modes.

Click on the appropriate Baud rate, Parity, Bits, and Stop Bits. See the device manual for the appropriate setting.

Address - This is the base I/0 address for the selected port. This information can be found in the Windows program.
In Windows 3.1, select Control Panel and then Ports. The base /O address can be found in the display.

Options - This is when the selected device is going to operate. If there are no operation options for the device selected,
this section will not appear in the display. If options are presented, click on the appropriate selection.

- When all of the choices have been made, click on OK and the display ask for verification of the changes. Click on

OK and the display will return fo the Welcome screen.

. This process can be repeated for each of the available communications poris and the devices that will be used.
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9. Printer Escape Codes may be modified/entered for existing or new printers by clicking on CUSTOM. The display will
‘show: : '

4111

2.4 Tables -

This option is used to select, or create the data tables that will be used by the system. |f modifying a default configurations

database or an existing design, any reports that access the “xxxYTD.DB" or “WORKING.DB” or a table that is modified :
(including calculated fields) must be opened using CRYSTAL REPORT WRITER and the reports database must be :
verified. :

1. Click on Configure, and then click on Tables. A drop down menu will appear. Select the option to be used:

New
This option allows a new table to be created.

Open .
This option is used to select one of the existing tables. If “Customer” is selected from the Table list, the display will show:

Cust Hamo
Address
ity Statae
Zip
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If “Product” is selected from the Table fist, the display will show: .

Doaaription
Ca=t/Ton
Tires §
Phite Goods §
Fotal Praduct

4118 ‘

v

Copy
This option allows and existing table to be copied from one location to another. This might be used to copy a data table

from the hard drive to a floppy disk.

Delete
- This option is used to delete a selected table and the data it contains.

’ § CAUTION
Before deleting tables, check all table links, report
configurations and calculated fields.
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Rename
This option allows a table to be given a new name.
2.5 Calculated Fields

This option is used to define fields that will be calculated in the data base. The field is given a name and a formula by )
which the calculation will be done.

WARNING

Access to this area requires the use of a unique
password that is already installed in the program
and cannot be changed. Fairbanks Technical

Service must be contacted for any changes to be
made.

1. Click on Configure and then click on Calculated Field. The operator will be prompted for the password.
2. Enter the password and click on OK.

3. Click on a field to he used from the list, or click on “Create New Field”. An editing screen will appear. If an existing
field was selected, it can be edited in this screen. If a new field is being created, it is defined in this screen. When
the edit is complete or the new field defined, click on OK. If changes have been made or a new filed created, the
operator will be asked to verify the changes. Click on OK and the display will return to the Welcome screen.

2.6 Screen Layout

This option is used to layout the screen as it will appear during normal operations. item that appear on the layout screen
may be moved around by “drag and drop” the item on the screen. To “drag and drop”, left click the mouse button on the
object to be move and holding the left button, drag it to the new location. Release the left mouse button and the object
will move to the nearest grid location, rows and columns, 1o the drop point.

R e il

§svswmscaleu
i

HISYSTEM. Laop#t o
| SYSTEM. Date ZEi=

To add item to the screen from the list in the lower left section of the screen, double left click on the item. It will appear
on the screen. Then drag and drop the item to the appropriate location.

To delete an item from the layout, double click on the item in the List Box and respond to the legend “Remove this field”.
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The tocation of each of the items in the layout is shown at the bottom of the screen by the ROWS and COLUMNS
coordinates. When an item is dragged to a new location the coordinates are updated for the new location. An item can
. be relocated by repeatedly clicking on the UP or DOWN arrows beside the location coordinate. As the coordinate is
“ changed, the location of the ftem will change on the screen,

When the screen layout is appropriate, click on OK. The operator will be asked to verify the changes. Click on OK and
the display will return to the Welcome screen. :

2.7 Ticket Layout

This option is used to fayout the ticket that will be printed. The ticket that is going to be printed should be planned to
“create a ticket format: : ‘

1. Click on Cenfigure, then click on Ticket Layout. The ticket Iayoui screen will be displayed.

2. Six Ticket Format options are listed in the lower left part of the screen. Click on the option under Ticket Format that
describes the ticket to be created. The default format for that ticket will be displayed.

- FAIRBRNES SCALE CO.
711 E. St. Jehnsbury Rd.
St. Johnshury, ¥t. 05819

{802) 748-1115

Tickath X0OXOOCCC
Truck No. XOCOOOODIX

Owmnar POt b s it st ittty
Drivar FOCOTR 0T OO OO KR

Outbound (A} [l

SY¥STEM->Tioketf
Y STEM->T1 In
T -

FAIRBANKS SCALE CO.
711 E. st. Johnshury Rd,
St. Johnshury, Vt. 05819

{802) 748-1113

‘ifickntﬁ possdssed Date pesasisesd

Truck Ho,
Owmner Gross pressesesed
Driver Tare posssssssey
Rat petoiisieod

Cu=t Ho.
Cust Hame Hat TIns Passasessed

SYSTEM->Sealelf
SYSTEM->Looph
SYSTEM->Date
SYSTFM->Ticke b#
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TAIRDANKS SCALE CO.
711 E. St. Johnrzbuxy Rd.
St. Johnshury, Vi. 03819

{802) 748-1115

Ticketd XCCTOOOC Date o isessd

Truck Ho,
Omner
Drivar

Cust Ho.
Cust Hamn

|SYSTEN->Scalef
ASTEM->Looph

SYSTEM->TicketH
XSTEM->Tima In

Hama of Company
Addrass of Company
City, State Zip

Ticketh XOTOOCOU
Data poorseead

i
N B0 A B A A B O N B R A AR 4 e W T TR S D A M T e TS

4107

HNama of Company
Rddreas of Company
City, Stata Zip

Ticketh COCOTEX
Date paescveny

Gross  JOCOOOTOOX
Tara possisansed
porosavrendd

SYSTEM->Scalel

12
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Hama of Company
Address of Company
City, State Zip

TickatH Y0DOLOOCK
Data porociend

4105

There are three receipt formats. Click on the option under Receipt Format that describes the receipt to be created.
The default format for that receipt will be displayed.

Hame of Company
Addrasx of Company
City, State Zip

SRRk ot

Loop# XXX Tickath YCOOOOOXK
Tima In XOXXXX Pata pese'sssey

Gros= prossvssssy

A

SYSTEM->Scalel

SYSTEM->LoopH M

SISTEM->Data
¥STEM->Ticketl

Hame of Company
-Address of Company
City, Stata Zip

Loopl X Tickath 00000000

Tima In XXXXX Date pacss vy
Tima Out XOOOOL

Gros= pretasssesd
Tare pressvesosd
Het poossuvisesd

SYSTEM->Scalal
SYSTEM->Luopi
SYSTEM->Date
SYSTEM->Ticketh
SYSTEM->Time In
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--‘:--Wzlgh Tickci Layaul D

Hama of Company
i\_dd:qsn of Company
City, State iip

XK Tickath OOODOOOK

Pate possssvsd

poesissessd
possssiseiy
WOOD0000K

Inbound (B) ESTEM~>Soaled

[outbound {(B) IS TEM-~>Loopht

InQutHet {B) ISTEM->Pata
YSTEM->Tickath

4102

The available printer format types are Ticket A, Ticket B, In/Out Net A, In/Out Net B, and Receipts. Ticket A and
Ticket B formats may be used by any report or ticket printer as selected in the Device Port Menu. Receipt printer
formats are reserved for use by Remote Terminal Printers. If a tag printer is selected it will use Ticket Format In/Out
Net B.

3. Set the ticket size using the Page Width and Page Length boxes. The page widih is set in the NUMBER OF

-5,

CHARACTERS across the ticket. The Page Length is set in the NUMBER OF INCHES in the ticket length. Click on
the arrow beside the Page Width box to increase or decrease the ticket width. A vertical, dashed, white line will move
on the screen to show the edge of the ticket.

If the ticket to be used is a pre-printed form with field legends already printed, the offset feature will prevent re-printing -
the legend. Set the offset to zero to prevent printint.

If the ticket to be used has no header, a header can be prmted using the text fields. A customer name and address
can be added to the ticket as text fields.

To edit the TEXT FIELDS at the top of the ticket format:

a. Cllck on “TEXT - Field 1" in the Configuration Fields box. The line of print in fﬂed 1 will appear in-the box just

below the ticket format
b. To edit or delete text, h:ghhght the field text. Press the DELETE key and the fine of text is erased.
c. Type the new line of\.print 10 be displayed on the ticket.
d. When the line is complete, click on the TEXT FIELD key and the line will appear as field 1 on the ticket.
e. Repeat this process for each of the filed lines on the ticket.
To add new fields to the ticket format: _
a. From the configured Fields list, click on the field to be added o the ticket

b. Below the list, set the ROW, COLUMN and OFFSET parameters by repeatedly clicking on the arrows beside each
legend. The offset is the number of spaces from the start of the field to the beginning of the data. If the field
legend is to be shown on the ticket, the offset must be at least the number of letters in the field legend. If no field
legend is to be printed, set the offset to “0", If the parameters for a configure field are all set to "0, the field will
not appear on the ticket. '
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Section 3, Weigh Options

i Faitbanks Scales’™~ Model Datamaster Plus - SFW-9700
Beport Configure Edit Maintenance Hel

4039b

The weigh option is selected when weighments are going 1o be made, tickets printed and the data placed in the data
base. The system will operate in one of two modes, ATTENDED or UNATTENDED.

3.1 Attended

The ATTENDED mode is used when there is an operator present. The operator will enter the data in the fields shown
on the screen. The “light” fields are filled in by the operator and the “dark” field are fill with data automatically when a
weighment is done.

4116
3.2 Unattended

The UNATTENDED mode is used when no operator is present on the system is to operate in an “automatic” mode. The
driver on the scale, using a badge, card, or other device, sends data to the computer. The driver information as well as
the weight information is automatically processed by the computer. A ticket is printed and the information entered into
the computer data base.

3.3 Login

This option allows the user to add or modify the current login name,

3.4 Background Colors

The choice BACKGROUND allows the operator to change the background color of the screens as well as the text fields.
This allows for the quick identification of the operating mode by the background screen color. One color background
can he selected for the Attended mode and ancther for the Unattended mode.

To select the colors, click on the appropriate legend. A screen for selecting colors will appear. Click on the color and
then click on GK. This can be done for both screen backgrounds as well as the text fields.
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- Section 4, Reports

AR Falrhanks Scales - Model Datamaster Plus. - SPw/-9700 .

4.1 Report

The REPORT option allows for a variety of reports to be printed. The data from the data base is automatically entered
into the report format. Three formats, Open, Closed, and Partiat have been defined. Up to nine more formats may be
defined to meet the customers needs. Additional reports must be run from “Crystal Report Writer”.

At the bottom of the screen are the tools that can be used with the report. The tools are:

ARROWS
move from one page to the next, forward or back. -

(@ Allows the report on the screen to be viewed at 100% {full scréen), 50%, or “full page”.

This selection prints the report on the selected printer.

l% Moves the displayed data to a destination such as disk file, éxchange folders, etc. The file format can be
selected from a drop-down list. :

OPEN

" This format displays the data for OPEN TRANSACTION FILES. With an IN/OUT weighing system, a complete
transaction is an inbound weighment and an outbound weighment. if only an inbound welghment was done, the file is
still open, and appears in this report.

.

CLOSED
" This format displays the data for CLOSED TRANSACTION FILES. With an IN/JOUT system, all of the welghment that
have been complete, both a inbound and an outbound weighment, would be listed.

PARTIAL
- This format is used when data, other then weight data, has been entered into the system. This can be done ahead of
time, and then when the inbound weight is taken, that weight and the partial data are transferred to the OPEN Report.
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Section 5, Edit

Weigh Report Configure B=s]

e

This option allow the operator to edit the DATA that has been added to the TABLES, TRANSACTION files or change the
PASSWORD. Click on EDIT and the drop-down menu will list the following three options.

5.1 Tables ,
When this option is selected, the EDIT TABLES MENU wili be displayed.

1. Click on Table List, and a new drop-down table list will be displayed. Click on the table title where the data to be
changed is located. :

2. The appropriate data table will be displayed. The data can be changed or deleted within the displayed table. When
the changes have been completed, click on Done and the display will return to the Welcome screen.

5.2 Transactions

The same procedure is used to edit the transactions screenas used for tables.

5.3 Password Menu

Highlight EDIT and then click on PASSWORD. The Password Menu will be displayed. Each of the items listed in the
drop-down menu MAY be password protected. Up to four passwords can be used, and each of the passwords can be
assigned to one or mare of the listed items. This system allows for general access to some items and restricted access
 to other items.- A password can be up to ten characters long, made up of letters or numbers. The passwords can be
changed through the Password Menu.

When an itemis assigned a password, all of the items in the drop down menus are also password protected. For example,
the item “Options* under Configure is password protected. If “Options” is selected in the Main Menu, the drop down
menu will appear. If any item in the drop down menu is selected, the password prompt will appear and the appropriate
password must be entered, then the item can be changed. '

4032

“ There is a special password used for service purposes only. This password is unique for each installation and can not
be changed. The service password allows entry into the service section of the menu, Calculated Fields and Tare
Configuration. ' '
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5.3.1 Passwords

As an overall plan, the LEVEL 1 password might bie for general use. The items that can be accessed by-all operators

would be assigned this password. The LEVEL 2 password would be assigned to items where a limited number of people =

would have access. LEVEL 3 would be for items with fewer people with access, and LEVEL 4 for access only by the
supervisor. For example, LEVEL 4 might be assigned to “Password” so that the passwords being used in the system
can only be changed by the Supervisor. Each person who is 1o have access to an item in the system that is password
protected must be given the password/s to use.

5.3.2 Create Password

1. Click on the LEVEL number in the PASSWORD section of the screen.

M

The display will show “NEW PASSWORD". Enter a password of up to ten letters and/or numbers and press ENTER.
3. The cursor will move to the line, “VERIFY PASSWORD". Enter the SAME password again.

NOTE

The passwords are case sensitive. If upper case
letters are used to define a password, they will not
be accepted as lower case letters when the pass-
word is entered.

4. If the password entered is acceptable, click on OK. if the password is not acceptable, click on cancel. The dlspiay
will return fo the Password Menu.

5. Create each of the remaining three password in the same way.

53.3 Assign' Passwords

Each of the items listed in the Password Menﬁ can be password protected. To assign a password to an item:
1. Click on the box next to the item. A drop down menu wilt appear below the item box.

2. Click on the password level that is to be assigned fo the item. If NONE is selecled, the item IS NOT protected by a
password.

3. Click on each of the items and assign the appropriate password.

NOTE

Calculated Fields and Tare Configuration are al-
ready protected by a special password that can
NOT be changed. Access to the Calculated Fields
item or the Tare Configuration item is limited to
Fairbanks Technicians. Call local Fairbanks
Service for support.

4. When all of the items have been assigned passwords, click on OK. The display will ask “Save Any Changes™. Ii the
changes are appropriate, click on YES. If NO is click, the changes will not be saved. The display will return to the
Menu screen :

5.3.4 Change Password

-

. Click on the LEVEL number of the password to be changed. The screen will show “New Password”.
2. Enter the new password and press the ENTER key.

3. Enter the new password again in the verify box.
4

. Click on OK,
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Section 6, Maintenance

We|gh Repor’[ Conflgure Edlt Ma

4039f

MAINTENANCE

This selection provides the utifities for building a single ASC file from all individual transaction files and for deleting old
history files.

6.1 Build ASC File

Use this utility to take all individual ASCH transaction records and place them into a single .ASC file. The file name wil} -
be MMDDYYYY.ASC where MM is the current month, DD is the current day, ‘and YYYY is the current year. All
XXX TXT files found in the ASCI file directory will be removed and placed in the “.ASC” file.

6.2 Delete Old History Files

This utility prompts the user to delete old history files up to but not including the current days history.

Section 7, Help

4039

HELP :
This selection provides “on-screen” help. Click on HELP and a drop-down menu will appear. The choices are
CONTENTS, USING, and ABOUT. : .

7.1 Contents

This list the contents of the HELP directory. Click cn any of the underlined items for more information,

7.2 Using
This option describes how to use the HELP option.

7.3 About

This option displays the version of the Datamaster Plus program that is operating.
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Section 8, Weighing Operations

8.1 Cycle of Operation

This is a typical cycle of operation using the Quarry defaults.

1.

With the “ATTENDED WEIGH SCREEN" displayed on the computer, drive the inbound truck onto the scale platform
and stop.

Select the platform the truck is on by pressing the SCALE button at the bottom of the computer screen.

Enterthe TRUCK NUMBER and other data for product, customer and contract. If the entered data is found in memory,
the stored information will automatically be shown,

Press the INBOUND button at the bottom of the computer screen.

Press the PRINT key at the bottom of the computer. The data will be stored for future reference.

. When the truck returns, it drives onto the scale. With the “ATTENDED WEIGH SCREEN”dlsplayed on the computer,

enter the TRUCK NUMBER.

Press the OUTBOUND key at the bottom of the computer screen. The computer will find the inbound information that
was stored in memory, and use it to complete the transaction. The computer will enter the weight data to complete
the transaction record.

. Press the PRINT key at the bottom of the computer screen and a ticket showing the complete transaction will be

printed and the all of the information will be entered into the computer memory as a completed transaction.

8.2 Weigh Screen

4125

FIGURE 1

NOTE
Click on the “?7 icon for access to online help.

Weigh Screen Buttons :

Figure 1 depicts a weigh screen layout based on the default Quarry application. The buttons shown are avaitable for all
applications.
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Scale 1: Pressing the Scale x button will Step through all selected Scale Indicators. The gross weight of the currently
selected Scale will be used when processing a vehicle weighment. (If only one scale is in use, this button will remain as
Scale 1 and will not change when pressed.)

Inbound : Press the Inbound button to initiate an Inbound Gross or Inbound Net weighment. If no stored tare or keyed -

tare weight is used the Inbound weighment is stored as an incomplete (Open) transaction, otherwise it is stored as a
complete (Closed) transaction when the Print buiton is pressed.

Open records may be recalled at a later time for Outbound processing using the Show Inbound button. When recalhng
stored data by a Database Field other than the System -Loop# you may enter the data for the field you are recalling
stored data by and pressing the Outbound button.

Use the Save button to store the transaction as an incomplete Inbound (Partial) transaction. A partial transaction must
be recalled via the Show Partial button and completed as an Inbound transaction before it can be processed Outbound.

Outbound : Press the Outbound button to initiate an Qutbound Gross or Outbound Net weighment. if attempting an
Outbound Gross weighment, a valid entry for the Database field you are recalling stored data by must be found.

Tare : This is an optional button, enabled in the Edit/Password/Tare Configuration. This option is password protected
and may only be enabled by certified Fairbanks Scale Technician.Press the Tare button to initiate entry of a manual tare.
The entered tare is subtracted from the gross weight to calculate the net weight of an In/Out Net transaction.

Repeat : The Repeat button initiates the recall of the last weighments data entry fields. (It does not recall the last
weighments weights. }

Partial/Save : One of these legends will appear at the bottom of the screen.

Partial : Use the Fartial buiton to store the transaction as an incomplete Inbound (Partial) transaction. A partial
transaction must be recalled via the Show/Partiaf button and completed as an inbound transaction before it can be
processed Qutbound.

NOTE
The Save option is only available after recalling an
inbound transaction.

Save : Use the Save button, after recalling and editing an active inbound record to return the record to the inbound
file.. This allows for further editing of inbound data at points between the inbound and outbound weighments. Saving
an inbound file does not alter the original inbound weight.

8.3 Show Inbound/Show Partial Screens

Test Customer #1
Test Customer #3

A

T

3

e

4121
FIGURE 2
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Show Inbound : Use the Shew Inboundbutton to display all current Open transactions. Each line of the Active Inbound
list represents one record and the data shown is that of the field designated as the “Recall Stored Data By” field. (See
Configure / Options / Recall Stored Data By.)

Select the record to recall by double-clicking on the line desired or éingle—ciick on the line and use the OK button.
Show Partial : Use the Show Fartial button to display all current Partial transactions. Each line of the Active Partial list
represents one record and the data shown is that of the field designated as the “Recal[ Stored Data By” field. (See
Configure / Options / Recall Stored Data By.)

Delete : To delete an inbound or partial record, select the record to be deleted from the appropriate inbound or partial
list and click on the Delete button. Respond to the prompt “Yes or No”.

Select the record to recall by double-clicking on the line desired or single-click on the line and use the OK button.

Exit: Use the Exit button to leave the Weigh menu and petform other tasks.

8.4 Search Screen

14444
{5
i

FIGURE 3

For help in searching tables for a particular record, 7AB to the data entry location for a “key” field and press “ALT/F"
simultaneously or move the mouse button over the “key” field and press the right mouse button. A box similar to Figure
3 will appear. Select the record to recall by double-clicking on the line desired or single-click on the line and use the OK
‘button. The data for the record selected will be placed on the Weigh Screen.
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8.5 Inbound Screen

Hended Weigh Scisen. -

4123
FIGURE 4 :

Inbound Screen Buitons :

The Save button is not available and the Partial button is displayed. Some of the buttons found on the Inbound Screen
are described above as part of the Weigh Screen.Only the buttons specific to the Inbound Screen are described below.

GTN : Use the GTN button to print a Gross/Tare/Net Ticket, The information entered for this ticket is not stored. It can
not be recalled for outbound processing and wilf not be found in reports.

'Cancel: Clears the entered data and returns you to the Weigh Screen.

Print : Initiates all printer outputs, stores the data as either an Open record (inbound Gross - no tare used) or as a
Closed Record (inbound Net - stored or keyed tare used to calculate the net weight) and creates an Ascll Fite if exporting
data. See Configure/Options/Export Files. , -

Partial : Use the Partial button to store the transaction as an incomplete Inbound (Partial) transaction. A partial
transaction must be recallfed V|a the Show/Partial button and compfeted as-an inbound transaction before it can be
.processecl Qutbound.

Outbound Screen :

'~ See Inbound Screen Figure 4. The Partial button is not avaiiable on the Outbound Screen and is replaced by the Save
button.

Save : Use the Save button, after recalling and editing an active inbound record to return the record to the inbound file.

This allows for further editing of inbound data at points between the inbound and outbound weighments. Saving an
inbound file does not alter the original inbound weight.
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8.6 Expired Tare Message

4122

FIGURE 5

This message box appears if using '“the-ﬁXe_d or random tare expii‘atiojri option. This option is selected in the Edit/Pass-
word/Tare Configuration menu. A certified Fairbanks Scales Technician is required to enable this option.

Ignore : Ignores the message allowing procesing of a vehicle without updaﬁhg the tare. This message will occur
whenever the vehicle passes uniil the tare is updated by selecting either the Auto Update or Edit Tare buttons or by
editing the tare in the Edit/Table menu,

Auto Update : This button updates the file tare using the weight on the scale. For this particular weighment the new
file tare is ignored and the vehicle must be processed Inbound Gross.

EditTare: Prompts the operator fora new vehicle tare weight. The vehicle file is updated and vehicle may be processed
as a Net Weighment,
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APPENDIX I:

REFERENCE CHARTS
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Configuration Menu
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Configure Menu - continued

{options) - {device port) (tables)

| Recall . | Lpti Rename
*1  Stored
Data By

Y

Consecutive - Lpt 2
Ticket No.

Y
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Ticket No's » Trouble CO_M 6

Reprint COM 7
™  Prompts

Export COM 8
> Files
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Edit Menu

Edit

Y ] v

Tables Transactions : Password
Y . y S |
Edit Tables | - Edit - System
Screen Hransactions Password
Screen Screen

Maintenance Menu

MAINTENANCE

A
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FILES , HISTORY
. FILES
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Help

Help Menu
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