
Introduction: Display Stand 20301 allows counter-top mounting, and eye-level viewing of the

Ultegra remote display 

●  Old --15851.  

●  New -- 24532 & 24570.

Description: When mounted to a firm, level surface, the display stand can be easily rotated, then

'locked' to maintain optimal viewing position. The 20301 stand is shipped fully assembled.

Installation: Remove the assembly from the shipping carton and set the base mounting plate down

on a firm, level surface. Fasten the bottom plate to the surface with suitable hardware (1/4"-20 bolts

minimum size). Feed the display cable (with phone type plug) into the back side of the pillar. Mount

the remote display to the display mounting plate using the two (2) screws provided (do NOT

overtighten). Connect the phone type plug into the receptacle labeled "DISPLAY" in the back of the

Ultegra scale base. Loosen the knob screw, then turn the pillar until the display is at the best viewing

angle. Tighten the knob (hand tight only) to keep the display in the current position.

Parts :

Fig Description Part #

1 Plate, Base 29125

2 Pillar 29126

3 Knob 20324

4 Ph. Screw, 6-32 x 3/8” 10895

5 Lag Screw, 25 x 1.0 20725

N/S Manual 50587

11/08 1 50587    Issue # 2

50587    Issue #2

Remote Display Stand  for Ultegra
Bulletin   50587

4

3

1

2

5

50587-1a

New Model (as of 11/08)



Parts :

Fig Description Part #

1 Plate, Mounting, display 20316

2 Plate, Base 20327

3 Pillar 20328

4 Pin 20320

5 Knob 20324

6 Plug, Hole 12366

8 Screw, 6-32 x 3/8” 10895

9 Screw, 1/4” 20 x .63 10955

10 Screw, 8-32 x .38 20406
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