
A. Introduction:

This kit allows the Ultegra™ scale to be placed into an insert 'pan', that is
set in a hole cut into a surface. It positions the scale platform at about ½" above
a counter-top surface for easy weighing. 

Note: A Remote Display, 29595, will be needed for display purposes. 

Accessories:

• Remote Display 29595- 5"L x 2"W x ¾", 8' cable with connector 
and 2 function buttons

• Remote Display Stand 20301 - A 18 1/4” stand that bolts to a 
surface

B. Description:

The kit consists of  an insert 'pan', 4 countersunk head screws with
hardware, and a 1:2 phone plug splitter (allows for two 29595 remote displays).
There are 4 studs installed in the 'pan' that keep the Ultegra™ scale centered in
place. 

C. Installation:

Install Kit 21100 using the drawing. The suggested cut-out size is 15" x
15" so plan with the customer exactly where the hole will be. There must be
room below the surface for the pan, and work space underneath for tightening
the screws and routing the cables. Also, a 29595 remote display will be needed
so plan where and how it will be mounted. 

1. Tools needed: Square
Pencil
Measuring tape
Scroll or Jig saw
Drill
Hand Tools

05/11 1 50642      Rev.  2

Bulletin  50642   Rev . 2

Ultegra™ Counter Insert  
Kit # 21100

Instructional Bulletin 05/11  

11



2. Mark the 15" x 15" cutout with a pencil, making certain it is in the 
correct location, square, and where there is at least 3" of space 
below the hole for the pan as well as workspace for managing the 
cables and tightening the screws.

3. Cut the surface material out 

4. Place the pan or insert bracket in the cut-out and drill the 4 holes 
required through the surface

5. Use the supplied countersunk fasteners to hold the bracket in place

6. Run all connectors though the 1 ¼" holes in the bottom and plug in 
before setting the scale into the bracket

7. Set the Ultegra™ into the insert assembly paying attention to the 
cable(s) and the 4 locating studs that line up with the 4 spaces in the 
bottom of the scale. Plug in the power cord and check the scale display 
for a "0.00" reading. Press the ZERO key on the remote display to set if it 
reads anything else. Press on the scale top a few times and confirm that 
the display reading returns to 0.00 each time. If NOT, check clearances on
the sides.

Top View of Insert:
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Side View - When Installed

General Layout - With remote
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