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Copyright © 2025, Fairbanks Scales Inc.
All Rights Reserved

THE FAIRBANKS SCALES COMPANY DEVELOPED SOFTWARE IS PROVIDED BY THE COPYRIGHT HOLDERS AND
CONTRIBUTORS "AS IS" AND ANY EXPRESS OR IMPLIED WARRANTIES, INCLUDING, BUT NOT LIMITED TO, THE IMPLIED
WARRANTIES OF MERCHANTABILITY, FITNESS FOR A PARTICULAR PURPOSE AND NON-INFRINGEMENT ARE
DISCLAIMED. IN NO EVENT SHALL THE COPYRIGHT HOLDER OR CONTRIBUTORS BE LIABLE FOR ANY DIRECT,
INDIRECT, INCIDENTAL, SPECIAL, EXEMPLARY, OR CONSEQUENTIAL DAMAGES (INCLUDING, BUT NOT LIMITED TO,
PROCUREMENT OF SUBSTITUTE GOODS OR SERVICES; LOSS OF USE, DATA, OR PROFITS; OR BUSINESS
INTERRUPTION) HOWEVER CAUSED AND ON ANY THEORY OF LIABILITY, WHETHER IN CONTRACT, STRICT LIABILITY,
OR TORT (INCLUDING NEGLIGENCE OR OTHERWISE) ARISING IN ANY WAY OUT OF THE USE OF THIS SOFTWARE,
EVEN IF ADVISED OF THE POSSIBILITY OF SUCH DAMAGE.

The software included in this Fairbanks Scales, Inc. product includes one or more open source software components. This product
includes software developed by the OpenSSL Project for use in the OpenSSL Toolkit (http://www.openssl.org). This product also
includes software licensed under the Apache License and you may not use any of these files except in compliance with the Apache
License. A copy of the Apache License may be obtained at http://www.apache.org/licenses. This product may also include the
applications governed by the Zlib license, LibPNG license, and the MIT license. For a listing of the open source software
applications included in the product that are governed by any one of the above identified licenses, please contact Fairbanks Scales,
Inc. at the address provided below.

To the extent applicable, Fairbanks Scales, Inc. will comply with the required disclosure conditions set forth in each of the open
source software licenses identified below.

GNU PUBLIC LICENSE:

This Fairbanks Scales, Inc. product includes open source software components governed by the GNU Public License. To the
extent applicable, the person in possession of this product may request a copy of the source code of the software included in the
product that is covered by the GNU Public License. The possessor of this product may request such a copy by contacting
Fairbanks Scales, Inc. at the address set forth below. A copy of the GNU Public License may be found at
http://www.gnu.org/licenses/gpl.html.

GNU LESSER GENERAL PUBLIC LICENSE (LGPL):

This Fairbanks Scales, Inc. product includes open source software libraries governed by the LGPL. The use of the open source
libraries is governed by the LGPL and copies of the source code of these libraries may be obtained by contacting Fairbanks Scales,
Inc. at the address set forth below. A copy of the LGPL license may be found at http://www.gnu.org/copyleft/lesser.html_and a copy
of the GNU Public License incorporated into the LGPL is found at the link provided above.

BSD LICENSE:

This Fairbanks Scales, Inc. product includes open source software governed by the BSD open source license. Your own
redistribution and use in source and binary forms of these Applications, with or without modification, are permitted provided that the
following conditions set forth in the BSD license are met, including:

Redistributions of source code must retain the above copyright notice, this list of conditions and the following disclaimer.

Redistributions in binary form must reproduce the above copyright notice, this list of conditions and the following disclaimer in the
documentation and/or other materials provided with the distribution.

A copy of the BSD license may be found at http://opensource.org/licenses/BSD-2-Clause_or http://opensource.org/licenses/BSD-3-
Clause.

ARTISTIC LICENSE:

This Fairbanks Scales, Inc. product includes open source software governed by the Artistic License. To the extent applicable, the
person in possession of this product may request a copy of the source code of the portions of the product software that are covered
by the Artistic License or you may find copies of these open source code applications at [www.cpan.org][Fairbanks to verify location
at which user can download source code]. To request a list of the applications and copy of the source code by contacting Fairbanks
Scales, Inc. at the address set forth below. A copy of the Artistic License can be found at http://opensource.org/licenses/artistic-
license-2.0.

Any Open Source Software inquiries to Fairbanks Scales, Inc. shall be sent to: [Fairbanks to provide contact (either person or the
title) and the mailing address.] Any request for copies of the source code will only be provided as required by the license under
which the open source component was used. For any copies of source code provided, a small processing fee of $15.00 may apply
to cover the cost of the storage medium and the time required for reproduction.
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section 1: General Information

This manual details the FB6005/6/7 Instruments.

1.1. Instrument Description

The FB6005/6/7 Instrument is a Basic, Inbound, Outbound, and GTN instrument.

— The Instrument may be enhanced by adding either a 4-20mA or a Relay Module
to the unit.

— Only one (1) module may be added to provide either a 4-20mA output or a Relay
Module interface to control traffic lights.

The FB6005/6/7 Instrument is designed for a wide variety of truck, floor, hopper, and
tank scale applications.

e The load cells interface with the Instrument through the Analog Interface Card.

e An RS-232 interface allows for the transfer of data from the Instrument to a computer
and vice versa.

e The three FB6000 Series instrument models are the NEMA 4X Desktop
(FB6005), Panel Mount (FB6006) and the Rack Mount (FB6007).

1.1.1. Standard Features

¢ 1.8” LED alphanumeric display e Three (3) RS232 serial ports

¢ One (1) Ethernet Port ¢ Capable of formatting tickets

e Two (2) USB Ports ¢ Keypad Buttons, including the following:

¢ Choice up to four (4) Accessory Cards ¢ 0-9 keys, Enter, Red (stop), Green (go), Tare, In,

e 20 mA COM Port 4 Out, Units, B/G/Net, Zero, Start, Trim, Stop, ID,
Function

05/25 8 Rev.7 51427



Section 1: General Information

1.1.2. Accessories

PART NO. DESCRIPTION

35278 ACC 165 | RELAY BOX*

36161 ACC 166 | RELAY EXPANSION PACK

36234 ACC 167 | PASS-THROUGH GLAND NUT

36240 ACC 168 | EXTERNAL ETHERNET (RJ45) CONNECTOR,
NEMA 4

36241 ACC 169 | EXTERNAL USB CONNECTOR, NEMA 4

36755 ACC 164 | WALL MOUNT PLATES (KIT OF 2)

17216 ACC 1160 | INSTRUMENT TO RELAY BOX (ACC 165)
INTERFACE CABLE

30919 4-20 MA PASSIVE 4-20 MA, 16 BIT **

33258 4-20 MA [ ACTIVE 4-20 MA, 16 BIT **

30920 RELAY INTERFACE CARD FOR ACC 703

* See also Appendix IV: ACC 165 Part List

** Only one or the other of these accessories may be used in the FB6005/06/07 series instrument.

1.2. Technical Specifications

PARAMETER SPECIFICATION

Model

FB6005 NEMA 4x Desktop
FB6006 NEMA 12 Panel Mount
FB6007 NEMA 12 Rack Mount

Load Cell Interface

Up to 16 ~ 1000Q) load cells max,
Or up to 8 ~ 350Q load cells max

Sensitivity 1 pV/d (microvolt per division)
Cell Capacity 1 thru 999,999

Load Cell Excitation 5VDC

Cell Units Ibs, kgs, tons, tonne

No. of Scales One (1) only

Resolution 10000d commercial
20000d non-commercial

Scale Capacity 100-999,999

Division Size 0.0001 thru 50

Units Ibs, kgs, tons, tonne

Serial Input/ Output

Three (3) RS232 COM Ports, one (1) Console Port, two (2) USB
Ports

Storage Up to 100,000 transactions
Auto Zero Tracking Selectable — Off, 0.5d, 1.0d, 3.0d
Motion Band Selectable — Off, 0.5d, 1.0d, 3.0d
Zero Range Selectable — 2%, 100%

05/25
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date Section 1: General Information

ENVIRONMENTAL SPECIFICATION

Enclosure Desk wall mount; Panel mount; Rack Mount
Operating Temperature 14°F to 104°F, (=10°C to 40°C).
Operating Humidity NEMA 12 non-condensing, not suitable for wash-down conditions

NEMA 4X, non-condensing, suitable for wash-down conditions

POWER REQUIREMENTS | SPECIFICATION

Incoming Voltage Instrument has an Auto-switching power supply.
Requirement 100 VAC to 130 VAC, 50Hz\ 60Hz

200 VAC to 260 VAC, 50Hz\ 60Hz

It is recommended to install a separate circuit from the circuit

panel to the outlet used.

There must not be more than 0.2VAC between AC neutral and

ground

Ground Requirements For proper performance, the ground should have no more than
3.0 Q resistance to true earth ground.

Power Consumption Less than (<) 40 watts

ETL Listed Conforms to UL STD 60950-1.
CAN/CSA C 22.2 NO.60950-1-03.

Approvals CC# 12-099
MC# AM-5878

1.3. Levels of Security

There are three security levels for accessing the FB6005/6/7 programs.

« Security Levels One thru Three (1 — 3) configures the hierarchy of the
management functions, and limits privilege accesses from unauthorized employees.

¢ When making the employee hierarchy, employee duties should determine their
security level.

e Each access level includes all of the rights of any access level(s) below it.

FIRST LEVEL: OPERATOR ACCESS
— Accesses the Operator Menu and the Audit Trail Menu.

— No Password is necessary for this level of instrument access.

SECOND LEVEL: SUPERVISOR ACCESS
All of the Operator Access privileges.

Supervisor Password is required.

The default first time use password for the Supervisor Access is “1”.

= |tis strongly recommended to change this password.

Second Level Users can also access the Configuration Menu.

05/25 10 Rev.7 51427
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THIRD LEVEL: SERVICE TECHNICIAN ACCESS

— Service Technician privileges to install and program the instrument.

14. Users’ Responsibility

v" All electronic and mechanical calibrations and/or adjustments
required for making this equipment perform to accuracy and
operational specifications should be performed by trained
service personnel.

v Absolutely no physical, electrical or program modifications
other than selection of standard options and accessories are to
be made to this equipment.

4 Electrical connections other than those specified may not be
performed, and physical alterations (holes, etc.) are not allowed.

Please call your local

FAIRBANKS SCALES REPRESENTATIVE

For any question, problems, or comments.
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section 2: User Operations

2.1. Front Panel Key Functions

RED & GREEN « Activates the Traffic Light function, if one is installed.
LIGHT e When in the Programming Mode, pressing the RED button returns to the
Weight Display,
— Except when modifying an entry.
ID ¢ Up to a 6-digit product ID for printer/computer printout, not maintained at power
loss.
TARE e Performs an AutoTare function.

IN & OUT BUTTONS

e Manually selects the INBOUND or OUTBOUND mode.
e When programming, the OUT key sends a script to the printer.

UP & Down Arrows

¢ Navigates through the menu selections.

MENU

e The basic HOME button.

e Initiates the programming process into the different menus.

e Backs up one level on the Menu Tree.

« If the actions are not saved, pressing the MENU button voids this input.

Numeric Keys

¢ Enters values for passwords, weight amounts, and configuration inputs.
e These keys can shortcut to desired entries in a selection.

ENTER e Activates and saves data input.
FUNC « Press FUNC key and then one of the number keys (1,2 or 3) to enter one of the
configuration modes for Setpoint, 4-20 mA or Serial /0.
UNITS « Toggles and sets the unit types for the weight displayed.
e When programming, it inserts one line before the current one.
B/G/NET « Toggles active display between Gross and Tare, in the GTN mode.
¢ When programming, it inserts one line after the current one.
ZERO o ZEROs the scale.
¢ When editing numbers or text, this clears the data.
PRINT

e Initiates a print cycle.
¢ Toggles between editing and showing the name of the current menu choice.
e Prints a sample ticket while in the Layout Menu.

* When configured with the BASIC Format, the IN key becomes the GROSS / PRINT button, and
the OUT key becomes the TARE / PRINT button. The TARE and PRINT keys become non-

functional.

05/25
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2.1.1. Special Functions (FUNC key)

Press FUNC (+) any number key to perform one of the following special
functions:

FUNC + 1: Setpoint key will access setpoint setup mode.

FUNC + 2: 4-20 ma key will access the Smart 4-20 ma current
loop calibration mode.

FUNC + 3: I/O key access the serial 1/0 setup mode.

2.2. Startup Procedures

1. Plug the unit in. The following sequence should occur.

a. FBHUDY will scroll across the display, followed by the display driver and
revision number.
b. B00T * will appear

LORD % will appear

d. START % will appear

e. The current weight on the scale will display.
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2.3. Gross Weighing
The truck drives on the scale and the operator prints the result.
1. Press the ZERO key.
2. Drive the vehicle to be weighed on the platform.
3. Once the display stabilizes, press the PRINT key.
— A GTN ticket prints with the Gross Weight.

2.4. Basic Weighing

BASIC MODE weighs the vehicle, then prints a ticket displaying the Time, Date and
Weight Amount (either Tare or Gross). This is its only function.

— This mode does not have In/Out or Tare functions, (including storing Tares).
— This mode requires specialized keypad overlay stickers.

 With a loaded vehicle on the scale, press the GROSS / PRINT key

— This is the IN key, before the template sticker was added.

 With an empty vehicle on the scale, press the TARE / PRINT key.

— This is the Out key, before the template sticker was added.

s3offo

[=]
=
=

BEA6
H]-]-]-

FB600Gusmumen

This FB6005/06/07 Front Panel image has the BASIC Mode stickers applied.
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2.9. Gross-Tare-Net Weighing

1a. Press the ZERO key.

b. Drive the empty vehicle to be weighed on the NET B
platform. B \

c. Press the TARE button.
— The weight is the captured Tare Weight.

d. Exit the scale and load the vehicle with product.
e. Drive back onto the scale.

NOLwoA®

f. Once the display stabilizes, press the PRINT key and
a Gross-Tare-Net Ticket will be printed. -

ma»-

The Net Weight (product only) is
OR... the Gross Weight (all) minus the
TARE WEIGHT (container only).

2a. With the scale unloaded, press the ZERO key.
b. Drive the loaded vehicle to be weighed on the platform.
c. When the display stabilizes, press the PRINT key.
d. When HEY IN THRE HND PRESS ENTER displays, enter a known TARE
amount from an earlier weighment using the numeric keypad, then press ENTER.
— A GTN Ticket will be printed.

NOTE: For printing only Gross Weight, enter ZERO (0) when prompted to enter a
Tare amount.

3 O DO

Z =) 006
out sTOP v ;][;J :
- ] o JE

FB600Gemumenr
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N Section 2: User Operations

2.6. Inbound/Outhound Weighing

Noted below are a few tips for the Inbound/Outbound Weighing Mode.

e The Loop ID input varies depending on the installed software:
Revision 2.2.0 software and lower, Loop ID is limited to 3 numeric characters.
Revision 2.4.2 software and higher, supports up to 15 alphanumeric characters

e The Loop ID is replaced by saving a new tare, or a saving a new keyboard tare ID.

1a. Press the ZERO key.
b. Drive the vehicle onto the platform, whether it is either full or empty.
c. Once the display stabilizes, press the IN (Inbound) key.

d. When the Loop ID legend text displays, enter the Loop ID number using the
QWERTY keyboard or keypad, then press ENTER.

OR...

2a. Press ENTER to have the FB6005 auto-assign a Loop ID number.
b. Drive off the scale and process the trailer, by either filling or emptying it.
c. The same vehicle returns to the scale, either full or empty.
d. Once the display stabilizes, press the OUT (Outbound) key.

e. When the Loop ID legend text displays, enter the LOOP ID Number from an
Inbound Transaction or saved TARE ID number, then press ENTER.

OR...

we (A) HEAD

@EE 08
sTOP u ;]
1

FB600Gsmume
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3a. With the scale unloaded, press the ZERO key.
b. Drive the loaded vehicle to be weighed on the platform.
c. When the display stabilizes, press the PRINT key.

d. When HEY IN THRE HAND PRESS ENTER display, using the enter a known
TARE amount from an earlier weighment, then press ENTER.

— A GTN Ticket will print.

NOTE: For Gross Weight only to be printed, enter ZERO (0) when prompted to
enter a Tare amount.

OR...

4a. With the scale unloaded, press the ZERO key.
b. Drive the loaded vehicle to be weighed on the platform.

c. When the display stabilizes, press the IN or OUT key.

d. When the Loop ID legend text displays, enter a Tare ID number from a stored
NEW TARE or stored NEW KEYBOARD TARE, then press ENTER.

The transaction is processed and an Outbound ticket prints
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section 3: Programming Overview
3.1. Login

1. Press the MENU button to toggle between Weight Display and Menu System.

My

ey,

FBGO0Gemuen

2. To enter the MENU System, when LOGIN displays, press the ENTER button.
— The display will be blank.

3. Input the Service Password, then press
ENTER.

v' Supervisor Password = 1 a B O SBaa

3 B @0 %%D
R i o - our sToP v L
OH displays first, then AUTI T TRAIL follows. Y Do=

FB6000emmen

4. Press the DOWN ARROW to navigate through the following main menus.

e Audit Trail
e Operator Menu
e Configuration Menu

5. Press ENTER to accept the option.

3.2. Defining the Programming Menus

The six (6) programming menus are briefly defined below.

Identifies how many times and when changes have been made to the scale’s Calibration
AUDIT TRAIL or Configuration settings. NO Password required

Programs the Time/Date, Ticket Number, Load Cell Diagnostics, Tare Functions, Display

(0] =39 0] 78 /[ [UJ8 |ntensity and Keypad Sounds. NO Password required

Programs Customer Passwords, Communications Programming and Functions, Ticket
Formats, Programmable Prompts and Legends, Device Input/Outputs, Weight Threshold,
Report Configuration, Network Configuration, and Transaction Files Operations.

CONFIGURATION
MENU Default Password = 1
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Section 3: Programming Overview

SETPOINT MENU

Turn on Setpoints and choose a Setpoint Mode. See Setpoint Information for a
list of modes and explanations of each setpoint.

05/25
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section 4: Weh Interface

The configuration of all FB6015 series scales can now be performed through the
instrument OR through the Web Interface.

The Web Interface can be accessed through most browsers (Internet Explorer, Firefox,
Google Chrome) that is connected to a TCP/IP network OR by using a crossover cable
connected to a PC or tablet.

The first step in connecting remotely is to determine the connection address (IP
address) of the instrument.

4.1. How to Connect Remotely to the FB6015 Series:

There are two (2) connection types used with the FB6015.

« DHCP (Dynamic Host Configuration Protocol) — Automatically addresses
each node the first time it connects to the company’s Intranet. A DHCP connection
may change every few weeks so if you are not able to connect, re-verify the IP
address on the instrument (see, “To obtain the current IP address of the
FB6015”)

e STATIC - Dedicated addresses assigned by the IT Department that are specific to
each node, and do not change.

4.1.1. To obtain the current IP address of the FB6015:

1. Login to the FB6015
2. Scroll down to LONF IGURHT ION, press ENTER
3. Scroll up to NE TWORH | press ENTER

4. Scroll down to IHL 10NS, press ENTER

5. MY 1P is displayed, press ENTER
6. The FB6015 IP address is displayed (XXX XXX XXX.XXX)
7. Write down the IP address.

(g

co -

P op

8. Press the RED Traffic light button twice to return to the weigh screen

Follow these steps to display, or to enter the Static addresses in the NETWORK
option.
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FAIRBANKS

4.2. Logging In to the Weh Interface
1. Locate the IP Address of the FB6015 Series Instrument
(See also 4.1.1. To obtain the current IP address of the FB6015)

NOTE: In order to login to the Web Interface, you MUST logout of the FB6015

instrument. If you are NOT logged out, you will receive the message “Front Panel in
Use” until you log out.

2. Input the correct IP Address of the FB6015 into the Address Bar of the web browser,
then press ENTER on the remote computer.

Fairbanks Scales

3. Click on the LOGIN link. o -
—— AR
FAIRBANKS
CALEW b L4
ac";‘.’_"

4. Input the Default Service Password,
then press the LOG IN button.

Operator Password = 1.

The Web Interface Home screen

Fairbanks Scales
appears.
N |-t . Fﬂ?;ék?(é
After you are logged in semmm e
successfully, the message — )
“Remote Config in SCALE DIAGNOSTICS

Process” will appear on the
screen of the instrument.
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4.3. Navigating the Weh Interface

After successfully logging into the FB6015 Web Interface, the additional options of
Configuration Menu, Service Menu and Expansion Cards will appear in the left-hand
navigation. Additional options also will appear under Operator Menu and Power
Supply.

4.3.1. Audit Trail

The following options will appear in the Web Interface under Audit Trail:

MAIN MENU | Audit Trail
Home
Logaut Audit Trail @
Help
Print
OPERATOR MENU
NJ Jumper State

CONFIGURATION MENU P
SW Revisions

SETPOINT MENU

SCALE WEIGHT

SCALE DIAGNOSTICS

Display: Displays all configuration changes made to each scale with drop-down
menus for Audit Report, number of items per page and an available Search.

Print: Print the records from the Audit Report with options for number of items to print
and a drop-down menu of available printers.

NJ Jumper State: Lets you know if this feature is active or inactive. See also section
5.3. NJ Jumper State

SW Revisions: Provides Image, Model, Main, Drivers, Interpreter, Webconfig
information.
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MAIN MENU | Operator Menu

Home

Logout Operator Menu @&
Help
AUDIT TRAIL New Tare
New Keyboard Tare
OPERATOR MENU
Tare Delete
CONFIGURATION MENU Tare RGDOH
SETFOINT MENU Time And Date
SCALE WEIGHT T‘Ckets
Load Cell Diagnostics
SCALE DIAGNOSTICS .
Utility

Options (Operator)

New Tare: Add a new tare from the scale.
New Keyboard Tare: Manually enter a new tare.

Tare Delete: Provides the same options of New Tare, New Keyboard Tare and
deleting a tare. A drop-down menu of all the existing tares and a Search is available.

Tare Report: Provides the same options as Tare Delete and a Print option with a
drop-down list of available printers.

Time And Date: Provides the options of Format Time and Date and Set Time and
Date.

Tickets: Set the starting value of tickets under Number, print the last created ticket
under Print Last Ticket or add the ticket number of a ticket you wish to re-print under
Print Duplicate Ticket.

Load Cell Diagnostics: Provides a live count of the Cell Outputs and Errors.

Utility: Provides drop-down menus for Display Intensity, Keypad Beep, scale
Volume ranging from 10% (lowest volume) to 100% (highest volume) and Mute.

Options (Operator): When processing Inbound Loops, Outbound Auto Suggest
displays the next available. When processing Inbound Loops, Auto Instrument
Inbound ID automatically uses the next available (without displaying it). Show Looping
ID Text displays all the stated information about the Loop, including the ID number,
truck description, or any related text.
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4.3.3. Configuration Menu
The following options will appear in the Web Interface under Configuration Menu:

MAIN MENU ‘ Configuration Menu

Home

oot Configuration Menu @
Help
AUDIT TRAIL Customer Password
Prompts
Legends

[OPERATOR MENU

[CONFIGURATION MENU Ticket Formats

SETPOINT MENU Remote Display
Com Ports
Threshold Weights
Traffic Light Control
Reports

Network
Transaction Files

SCALE WEIGHT

SCALE DIAGNOSTICS

Remote Switches
nstrument ID
Autoprint

Serial Input Codes

Customer Password (Configuration Menu Password): Change the login
password of the instrument. This is highly recommended.

Prompts: Messages to the Operator that ask a question, offer a choice, or relay an
instruction. The Name field is a text entry field for naming a prompt. “Prompt 1” is the
name used by the system to identify the prompt. GTN, Inbound, Outbound, Basic In,
and Basic Out are all drop-down menu items that may be enabled or disabled.

Legends: Allows you to change the Loop ID field to a custom prompt.

Ticket Formats: The connected printer displays in the Printer field. The Mode drop-
down menu lets tickets print in GTN, Inbound, Outbound, Basicln, or Basic Out
formats.

NOTE: Iif a printer does not display in the Printer field, no printer has been added to a
COM port. See, 9.2. COM Ports fo connect to an available printer.

Remote Display: Provides a drop-down menu to adjust Display Mode to continuous
or print, Type (Output) to display by ticket number, Active Gross or Net Wt. Enable
1605T set to Yes or No.

Com Ports: Provides options for configuring the three input com ports and the single
outgoing port. See section 9.2. COM Ports for further details.

Threshold Weights: Initial Weight option provides up and DOWN arrows to set
the minimum amount the truck must weigh to initiate a weighment.
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Traffic Light Control: Control (Traffic Light) either Automatic or Manual. The
Event to Signal option lets the operator add a time to delay between 1-10 seconds to
the signal. “Scale ID 1” is the name used by the system to identify the setting.

Reports: Provides options for displaying a report. Type provides an option for
choosing Completed or Incomplete transactions. Media only shows “Jump Drive” in the
drop-down menu. Reports must be generated to an inserted jump drive. Sort By
provides the option of the report being sorted by Loop ID or Date/Time. Delimeter
provides the option of generating a report in CSV or Tab format. See section 6.9.
Reports

Network: DHCP Options shows the network connectivity details of the instrument, IP,
Netmask, Gateway and DNS. The Network Output provides an option for the Type
output, of either Off or PC Continuous. The Format provides a choice of scale
company output data. See also Appendix 1 Data String Outputs The Local Port
provides up and DOWN arrows to choose the correct port number on the outgoing PC.

e Network section under the CONFIGURATION MENU controls all network settings.
e Options include DHCP or STATIC IP (See TIP2015-03, for initial Network Setup)

e DHCP OPTIONS or* STATIC IP : Reports the IP address, Netmask, Gateway,
Primary DNS

* Displayed value dependent on selected option of DHCP or

STATIC. Network Output

Type:  PC Continuous |«
Network Output: If configured, will sesnd NETWORK continuous Format: | Fairbanks |+
SCALE output.

Local Port: 5001

Type is either OFF or PC Continuous.

Format: Select from 5 factory DEFINED formats: Network Output
Fairbanks, Toledo, Cardinal, Weigh-Tronix, Condec. Speed: | AUTO
Local Port: default 5001, change only if requested by site.

10/HALF
10/FULL
100/HALF
100/FULL

Speed: This controls the speed and if full or half duplex is used on the
network device. Default is AUTO and, in most cases, is sufficient.

Transaction Files: This option allows for file deletion by five different options: All
Transactions, By Ticket Number, By Date Range, By Ticket Range and
Incompletes.
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Remote Switches: If a remote switch is added, up to 4 switches may be configured
using the drop-down menu. Available options are: Zero, Units, B/G Net, Print, Tare, In
and Out.

Instrument ID: Number can be assigned to print on tickets.

Autoprint: Tickets can be automatically printed by adding values the Print Weight
and Reset Weight fields and clicking Submit.

Serial Input Codes: Selected buttons on the front interface panel may be set using
Serial Input Codes.

4.3.4. Setpoint Menu

Select the correct Mode under Target. Select: OFF, Setpoint, Checkweigh, Batch,
Auto Batch and Auto Repeat.

Target options change after a Mode is selected.

SETPOINT CHECKWEIGH BATCH AUTO BATCH AUTO REPEAT
Polarity X X X X X
Ingredients X X X X
Dribble X X X X
Preact X X X X X
Discharge X X X X X
Zero Band X X X X X
Product ID X X X X X
Auto Print X X X
Delay X X
Delay2 X
Auto Zero X X
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4.3.5. Scale Weight

Shows the current Gross Weight, Date and Time

MAIN MENU [ Scale Weight

Home

Logout Scale Weight @

Help
AUDIT TRAIL

OPERATOR MENU Gross We|gh‘[ 0 Ib
CONFIGURATION MENU
SETPOINT MENU Date: April 16, 2018
Time: 09:37 PM

SCALE WEIGHT

SCALE DIAGNOSTIC S

4.3.6. Scale Diagnostics

Scale Diagnostics: Provides real-time data of the load cell counts and weight. The
following screens are available:

Scale Diagnostics —Weights

MAIN MENU [ Scale Diagnostics

Home

Logout Scale Diagnostics i

Help
OPERATOR MENU Zero Zero

Weights Counts Cell Scale Cell Counts Weights
CONFIGURATION MENU
(]

SETPOINT MENU 0lb

SCALE WEIGHT

Gross Weight: 0 Ib
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Scale Diagnostics shown with a single Load Cell (analog) and the Cell Counts Selected.
Provides the following data:

e Cell number and zero Counts it was calibrated to
e Cell number and current counts with weight on it
e Live Gross Weight of the scale

Scale Diagnostics — Cell Counts

MAIN MENU | Scale Diagnostics

Home

Logout Scale Diagnostics @@
Help
OPERATOR MENU Current Zero Zero Current
Counts Counts Cell Scale Cell Counts Counts
CONFIGURATION MENU
0
SETPOINT MENU 0lb

SCALE WEIGHT

Gross Weight: 0 Ib

Scale Diagnostics shown with a single Load Cell (analog) and the Cell COUNTS
Selected.

Provides the following data:

e Cell number and zero Counts it was calibrated to

e Cell number and current counts with no weight on it, comparable to the
calibrated zero counts

e Live Gross Weight of the scale shows 00
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section 9: Audit Trail

The AUDIT TRALIL report displays all the configuration and calibration activities that

were changed within the Instrument.

— Provided for Weights and Measures Officials.

9.1. Display

Filters the Audit Trail Events displayed, based on the selected option, after the

ENTER button is pressed.

— This option is limited to view only access.

The example below defines the Audit Trail report message.

MO TMOOIMT / AT RO M E
(RIRRT LNOUUING / UU Y BUUIND .

s YA R E -

nemnnn
MODE - INSTR

LIMOMT
e

e The unit is in the INBOUND/OUTBOUND MODE (Inbound/Outbound, GTN or Basic Mode).
e The UNIT is currently in the INSTRUMENT MODE (Instrument, Scale or Complete).
e There have been 28 “log-able” events performed on this instrument.
e The DATE and TIME of the last recorded event (#28, in this case).

9.2. Print

Sets up the print output for the Audit Report, then prints all Configuration and
Calibration activities that were changed within the Instrument.

— Offers a choice of the available printers configured to a COM Port.

— Prints some or all of the records.

— The PRINT OUT function activates the printer according to the settings.
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Follow these steps to print an AUDIT TRAIL report.
1. Prepare the printer.

2. Open the AUDIT TRAIL menu, then select the correct printer.

e TM-U295 e TM-U230 ¢ SP-700 ¢ SP-2000
¢ IDP-2550 e TM-U590 e SP-298 e SP-2200
e DemandPC e TM-U220

NOTE: The printer must be correctly configured before completing this option.

3. Select the NUMBER OR RECORDS to include on the report.

e Last (record) 10 ¢ 50 e All (records)
4. Select PRINT OUT, then press ENTER.

This feature prevents unauthorized users from accessing certain programming menus.
1. In the AUDIT TRAIL menu, select the NJ JUMPER STATE.

2. Select either NO JUMPER or JUMPER ON.

9.4. SW Revision

This option displays all the current revision information, used for troubleshooting.

1. In the AUDIT TRAIL menu, select the SW REVISION.
2. Open any of the following options to view the revision number.

¢ IMAGE - Displays the Software Image revision number and software part
number.

e MODEL - Displays which model is selected during the last software installation.
e MAIN - Displays the current revision level of the Main Software Program..

e DRIVERS - Displays the current revision level of the software driver program.

o INTERPRETER - Displays the current revision level of the software interpreter.

« WEBCONFIG - Displays the current revision level of the Web Configuration
software.
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6.1. New Tare

Follow these steps to store a New Tare, using the weight on the scale platform, then
recalled later as a saved Tare Weight.

NOTE: The supervisor password is required to complete this task. See Section 3.1.
Levels of Security for more information.

1. In the Operator Menu, press the DOWN arrow until NEi THRE displays, then
press ENTER.

2.When L1 (THRE) displays, Press ENTER.

3. When the last stored Tare ID number displays, input the new tare number, then press
ENTER.

4. When WEIGHT (THRE displays, press ENTER.

5. The current weight on the platform is displayed with annunciator on front panel lit to

identify active units; press ENTER to capture the weight.
TTMAM
LN

- PLERSE

— If there is motion on the platform at that time; 11U
HaTT
writae

displays until the scale settles, and then the weight can be captured.
6. WhenVEHICLE TESCRIPTION displays, press ENTER.
7. When the current Vehicle Description displays. input the new Vehicle Description ,
then press ENTER.

— This can be the truck drivers’ plate number, the

vendor ID, or another designated identifying

number. _

GROSS WEIGHT - TARE WEIGHT = NET WEIGHT

m»a>»-

NONOoOAT®

8. When 5MVE displays, press ENTER.
9. Using the DOWN ARROW, select either Y£ 5 or NU, then press ENTER.
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— YES saves the captured TARE Weight Value, ID, and Vehicle Description.

— NO does not save the Tare Data.

NOTE: If the Tare ID entered in Step 3 is a duplicate of an existing Stored Tare, then
OVERWRITERY - NO will display.
e To abort saving the tare, press ENTER.

e To overwrite the existing tare data with the new tare data, press the DOWN
arrow until OVERWRITE R - YED displays, then press ENTER

-

HHE displays

6.2. New Keyhoard Tare

Follow these steps to store a New Tare, using the keyboard, to be recalled later as a
saved tare weight.

NOTE: The supervisor password is required to complete this task. See Section 3.1.
Levels of Security for more information.

. In the Operator Menu, press the DOWN arrow until NEV HEYBOHRT THRE
displays, then press ENTER.

. When I5 {(THRE) displays, press ENTER.

3. The last stored Tare ID number is displayed, input the new tare number, then press
ENTER.

4. When Wt IGHT {THRE! displays, press ENTER.

5. The last tare entry weight is displayed; enter a new tare value via the keyboard, then
press ENTER.

6. When UNI TS displays, press ENTER.

7. When the current Units setting displays, use the UP/DOWN arrows to select the
correct one, then press ENTER.

_ LB, KG, TON, OR TONNE.
8. WhenVEHICLE DESCRIPTION displays, press ENTER.

9. When the current Vehicle Description displays; input the new Vehicle Description,
then press ENTER.

— This can be the truck drivers’ plate number, the vendor ID, or another designated
identifying number.

—

N
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10. When 5V E displays, press ENTER.
11. Using the DOWN arrow, select either £ 5 or ND, then press ENTER.
— Selecting YES saves the Tare.

— Selecting NO does not save the Tare.

NOTE: If the Tare ID entered in Step 3 is a duplicate of an existing Stored Tare, then
OVERWRITER - NO will display.
12. To abort saving the tare, press ENTER.

13. To overwrite the existing tare, press the DOWN ARROW until OV ERWRITE R
displays, then press ENTER when £ 5 displays.

6.3. Tare Delete

This option displays a list of all the stored New Tare and New Keyboard Tare entries.

Follow these steps to delete a stored Tare.

1. While in the OPERATOR MENU, press the DOWN arrow and select the | AL
JELETE, then press ENTER.

2. Press the DOWN/UP arrows to scroll through the stored tares.
3. To delete a tare, press the ZERO key.

6.4. Tare Report

This option displays the stored New Tares and New Keyboard Tares, then prints a
Report as selected by the operator.

Follow these steps to set the Tare Report.

1. While in the OPERATOR MENU, press the DOWN arrow and select the | AL
REFPORT, then press ENTER.

2a. When 111 5FPLHY appears, press ENTER.

— This shows the Stored Tares, listing the Tare ID Number, Weight, Date, and
the Tare Description.

b. Use the UP/DOWN arrows to scroll through the list.
c. Press MENU to return to the Tare Menu.
OR...
2a.Use the DOWN arrows to select PRINT, then press ENTER.
b. Press ENTER when PRINTER displays.
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c. Select an available PRINTER.

d. Press ENTER when PRINT OUT displays for the Tare Report.
e. Press MENU when PRINTING COMPLET -~ MENU TO CONTINUE
displays.
6.9. Time & Date

6.5.1. Format Time & Date

Use the UP/DOWN Arrows, Numeric keys, MENU and ENTER buttons to
format the Time and Date.

1. While in the OPERATOR MENU, select the ' {1ME HN
press ENTER.

2. When FORMHT TIME HND DHTE display, press ENTER twice. Use the
UP/Down Arrow keys to select one of the following options, then press ENTER.

==

HTE option, then

o H -M oH-M-5
o HH-MM o HH-MM-55
3. When A"/ P! display, press ENTER.

4. Using the DOWN arrow, select ¢ HOUR or 24 HOUR format, then press
ENTER.

5.When IRTE FORMAT displays, Press ENTER.

6. Using the UP/DOWN arrows, select the best formate for the customer’s needs,
then press ENTER.

7.When IRTE SEPERATOR displays, press ENTER.

8. Using the DOWN arrow, select one of the available formats, (which include a
SPHCEY, /,and ), then press ENTER.
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6.5.2. Set Time & Date

Use the Arrow, Numeric and ENTER Keys to set the time and date.

1. While in the TIME and DATE MENU, select the 5£ 1 TIME HN
option, then press ENTER.

e Input the YEHR, then press ENTER.

e Input the MUNTH, then press ENTER.

e Input the IHY, then press ENTER.

e Input the HOUR, then press ENTER.

e Input the MINUTE, then press ENTER.

e When SAVE TIME ANI IRTE displays, press ENTER.

=)
=
]
-
™M

NOTE: To set a PM time in the 12 hour format, enter it using the 24 hour format.
« i.e. Enter 13 to set the Instrument for 1PM.

6.6. Tickets

Follow these steps to access a specific ticket by entering the Ticket Number.

1. While in the OPERATOR MENU, selectthe | LLHET  NUMBER option, then press
ENTER.

2a. When NUMBER  displays press ENTER.

b. Using the numeric keypad, in the Ticket Number, press ENTER.
— Allows a maximum entry of six (6) digits.

— This sets the value for the Ticket Number to be used in the next printing
transaction.

c. Press the DOWN arrow until the LA5T TICHET - PRINT option displays,
then press ENTER.

— This prints a duplicate of the last ticket transaction.

OR...

2a. Press the DOWN arrow until the JUPLICHTE -~ PRINT option displays, then
press ENTER.
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b.When ENTER TICHET NUMBER appears, enter the desired ticket number, then
press ENTER.

— This option prints a duplicate ticket for the number as input by the operator.)

6.1. Load Cell Diagnostics

Load Cell Diagnostics gives a quick snapshot of how each load cell is performing,
used for easier troubleshooting capabilities.

1. While in the OPERATOR MENU, select the LOREL CELL DIRGNOSTICS option,
then press ENTER.
2. When I 1 displays, press ENTER.

l_llll

L OUTPUTYS displays, press ENTER.
4a. When 1 5FPLHY appears, press ENTER.
b. When COUNT 5 displays, press ENTER.

c. Using the DOWN/UP arrows, select the desired load cell (CELL1 thru CELL 16),
then press ENTER.

— The counts for the selected load cell will be displayed.
d. Press ENTER to return to Cell Selection.
e. Press MENU to return to 51 5PLHY MENU.
f. Press DOWN arrow until ERRORYS  displays, then press ENTER.

— If NONE appears, then there are no errors to display.

e. If errors do occur, use the DOWN arrow to select one of the listed Cell numbers that
have recorded an error, then press ENTER.

— The ERROR TYPE, IRTE, and GHUST STHTUS for the recorded error will
be displayed.

— Press ENTER three times to return to Cell Outputs Menu.

OR...
4a. Press the DOWN arrow until PR INT displays, then press ENTER.
b. When PRINTER displays, press ENTER.

c. Press the DOWN arrow to select a printer if multiple printers are configured, then
press ENTER.

d. When COUNT S displays, press ENTER to print the Cell Counts.
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The following categories are noted on the COUNTS print-out.
CELL NUM - Identifies the load cell in the scale platform.
CAL COUNTS - the zero load cell count stored at calibration.
CURRENT - the current load cell counts.

WEIGHT - the current weight value.

6.8. Utility

6.8.1. Set Display Intensity

1. While in the OPERATOR MENU, press the DOWN arrow and select the UTIL I TV
option, then press ENTER.

2. Press ENTER when 5E7 TISPLAY INTENSITY appears.
3.Select LW, METIUM orHIGH, then press ENTER.

6.8.2. Key Pad Beep, Set Volume, Mute
KEY PAD BEEP

1. In the UTILITY MENU, press the DOWN arrow and select the HEY PHIT BEEF
option, then press ENTER.

2. Select O or UFf, then press ENTER.

SET VOLUME

3. In the UTILITY MENU, press the DOWN arrow and select the 5£ T V' OLUME
option, then press ENTER.

4. Adjust the BEEP volume to the desired level.

MUTE

5. In the UTILITY MENU, press the DOWN arrow and select the MU TE option, then
press ENTER.

— This silences the Key Pad Beep until it is reversed.
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1. While in the OPERATOR MENU, press the DOWN arrow and select U T L10NS
{OPERHTOR) | then press ENTER.

2. Press the DOWN arrow and press ENTER to select one of these options.
« OUTBOUND AUTO SUGGEST — When processing Inbound Loops, this
selection displays the next available one.

« AUTO INCREMENT INBOUND ID - If enabled, the instrument will suggest a

Loop ID one value higher than the last Inbound ID used. Otherwise, it will use the
lowest available ID.

« SHOW LOOPING ID TEXT — This selection displays all the stated information
about the Loop, including the ID number, truck description, or any related text.
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1.1. Change Customer PW

1. In the Configuration Menu, press ENTER.

2. When CHANGE CUSTOMER PRSSWORT displays, press ENTER.
3. When ENTER PASSWORT displays, ENTER.

4. Present Customer Password displays.

c) o2

5. Input the new Customer Password, then press ENTER.
6. When CONFTRM Pl displays, press ENTER again.

— If the password in entered incorrectly, £ RO displays, then the instrument
returns to the previous step.

1.2. Prompts - Programmabhle

PROMPTS are messages to the Operator that ask a question, offer a choice, or relay
an instruction.

1. In the Configuration Menu, press the DOWN ARROW until PROMP TS
PROGRAMMABLE displays.

2. Press ENTER when PROMPT 1 displays.
3. When NAME displays, press ENTER to prompt the required text.
4. Enter the desired Entry Prompt 1 text heading.

— The operator can enter alphanumeric text by either using the UP and DOWN
arrows of the keypad, or using the external keyboard.

— When ENABLED, this feature displays a Programmable Prompt text box.

— Some examples for this field include “Truck type”, “Driver’s last name”,
“Special Notes”, etc.

5. Press ENTER to save the Prompt 1 text, which then can be printed on the ticket.
— This print command is activated with <write (Prompt 1 Text)>.

6. Press the DOWN arrow and choose GTN, INBOUND, OUTBOUND, BASICIN
or BASICOUT, then press ENTER.

7. Press the DOWN arrow to select either DISABLED or ENABLED, then press
ENTER to confirm this selection.

— Selecting ENABLED initiates the prompt during the weighment transaction
when that operating mode is used.

05/25 39 Rev.7 51427



PN Section 7: Configuration Menu

1.3. Legends - Programmable
Activating this option displays a LOOP ID for the operator to enter.

1. In the Configuration Menu, press the DOWN arrow until LELENTS -

PROGRAMMABLE displays.
2. Press ENTER when LOUP 11 displays to edit this LEGENDS text.
3. Enter the desired LOOP ID text, then press ENTER to save it.

— The Operator can enter alphanumeric text using the up/DOWN arrows on the
keypad, or using an external Keyboard..

— This print command is activated with <write (Loop ID Text)>.

14. Ticket Formats

For complete descriptions and procedures, see SECTION 9: FORMATTING
TICKETS.

IMPORTANT NOTE: Always configure the COM Ports first before formatting tickets

1.5. COM Ports

For complete descriptions and procedures, see 8.2. COM PORTS.

1.6. Threshold Weights

THRESHOLD WEIGHT sets the minimum amount the truck must weigh to initiate a
weighment.

— This feature is not used when the Traffic Light Control is set to MANUAL.
v"  Valid values = 0 to 99,999
v Default setting = 1000
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Follow these steps to set the THRESHOLD WEIGHT.

1. In the CONFIGURATION MENU, press the DOWN arrow until I HRE SHHOL §
WE IGHTS displays. Press ENTER.

2.When INITIAL WEIGHT displays, press ENTER.

3. Enter the desired Threshold Weights value, then press ENTER.
4. When Maximum Weights displays, press ENTER.

5. Enter the desired weight, then press ENTER.

6. Allow OVERWEIGHT TRANSRCTIONS APPEARS, press ENTER and select
Y& 5 or NU using the arrow keys. Press ENTER.

1.1. Traffic Light Control

NOTE: See SECTION 8.4. Traffic Light Control for complete instructions on
programming the traffic light.

1.8. Reports

Follow these steps to setup and generate the TRANSACTION REPORTS.

1. In the CONFIGURATION MENU, press the DOWN arrow until /£ PO T5 displays,
then press ENTER.

2. When T%¥PE displays, press ENTER.

3. Using the DOWN arrow, select either COMPLE TED TRHNSHCTIONS or
INCOMPLETE TRANSRCTIONS, then press ENTER.

4. When METIH TYPE displays, press ENTER.

5. When JUMP IRIVE displays, press ENTER.
— A Jump Drive must be inserted into a USB port for a report to be generated.

— The Jump Drive must then be inserted into a printer or PC to print the document
or process it further.

6. When 50 T BY displays, use the UP/DOWN arrows to select the LOOP ID,
DATE/TIME or the TICKET# for the desired method of sorting the data, then
press ENTER.

7.When BEL IMTER displays, using the DOWN arrow, select one of these options,
then press ENTER.

— CSV (Comma Separated Value) — Commas separate data items in the
Transaction Report.
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— TAB - Tabs are used to separate data items in the Transaction Report.
8. When GENERHTE displays, press ENTER to store the Report to the Jump Drive.
— SUCCESS TYPE_YYYWY-M-DBDTHM X5V SHVED - MENU 70 £XIV
displays with the data file name information when the report is stored.

«  Where T YPL is either Completed or Incomplete.

« YYYY s the year; ! is the month; H is the hour; Il is the minute; and ! is either
L forCSVor | for TAB.

- NO USE IRIVE FOUND - MENU TO EXIT wil display if the USB drive
is not installed.

9. Press MENU to exit.

NOTE: Reports also are available to be downloaded through the Web Utility option.

1.9. Network

The NETWORK option displays and/or configures the connection addresses.
— These addresses are used for remotely creating ticket formats.

There are two (2) connection types used with the FB6005.

« DHCP (Dynamic Host Configuration Protocol) — Automatically addresses each
node the first time it connects to the company’s Intranet.

e STATIC - Dedicated addresses assigned by the IT Department that are specific to
each node, and do not change.

Follow these steps to display, or to enter the Static addresses in the NETWORK
option.

1. In the CONFIGURATION MENU, press the DOWN arrow until NE TWORH displays,
then press ENTER.

2 a. When USE  THCP? displays, either press ENTER.
b. When SHLF displays, press ENTER.
c. When BHCFP OPTIONS displays, press ENTER.
d. Open and record the MY 1P, MY NETMASH, MY GRTEWAY, and MY I5N

addresses.

OR...

a. When USE  BHLUP R displays, either press ENTER.
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b. When BHLF displays, press the DOWN arrow and select 5 T A

1L, then. press

c. Input the STATIC Address given from the company’s IT Department, then press
ENTER.

1.10. Transaction Files
Follow these steps to delete unneeded TRANSACTION FILES.

FILED displays, then press ENTER.
2. Press the DOWN arrow to select one of the following options, then press ENTER.

« DELETE ALL TRANSACTIONS removes every transactions.

« DELETE BY TICKET removes one specific transaction.

« DELETE BY DATE RANGE removes all transactions within a date range

« DELETE BY TICKET RANGE removes all transactions within a ticket range.
e« DELETE INCOMPLETE removes all the Inbound transactions.

« DELETE INCOMPLETE BY LOOP ID removes specific transactions by the
Loop ID.

N

Performing any of these TRANSACTION FILES functions will
erase some or all of the current transaction data records.
W

2
2
/
%

05/25 43 Rev.7 51427



Section 8: Serial Input / Output

8.1. Printers

8.1.1. Printer Switch Settings
ROLL TAPE

SW 1

SW 2

SW 3 SWITCH SETTINGS

PRINTER
iDP3550 (28810)

o]\
21 31 4!

o]\

ON
9600 Baud, No Parity, 8 Data and 1 Stop Bit.

TICKET

SWITCH SETTINGS

PRINTER

TM-U590 (24740) | 1,3,7 | AllOFF — 9600 Baud, No Parity, 8 Data and 1 Stop Bit.
TM-U295 (24741) 1,3 All OFF — 9600 Baud, No Parity, 8 Data and 1 Stop Bit.
SP298 All OFF 3 1,5 9600 Baud, No Parity, 8 Data and 1 Stop Bit.
SP700 1thru7 | 1thru6 1,5 9600 Baud, No Parity, 8 Data and 1 Stop Bit.
SP2000 All OFF 3 1,5 2400 Baud, Even Parity, 7 Data and 2 Stop Bit.
SP2200 2,3,8 | AIOFF | AllOFF | 2400 Baud, No Parity, 7 Data and 2 Stop Bit.
TM-U230 (30954) | All OFF 2,5,8 — 9600 Baud, No Parity, 8 Data and 1 Stop Bit.
GC420D 9600 Baud, No Parity, 8 Data and 1 Stop Bit.

— No switch bank present inside the printer.

NOTE: The Fairbanks Scales standard default COM Port settings for all the printers is
9600 Baud, No Parity, 8 Bits, and 1 Stop Bit.

8.1.2. Printer Cabling

The chart below shows the connections for the two cable types used with the printers.
20483 CABLE KIT *

v’ Used only with the GC420d Printer.

WIRE COM PORT COLOR DB-9 PRINTER
J18/ J19/ J20
1 1-RX w 2-TX
2 2-TX R 3-RX
3 5-GND G 5-G

*Remove the female end of the cable in the field.

15599 CABLE KIT

WIRE COM PORT COLOR DB-25 PRINTER
J18/ J19/ J20
1 1-RX R 2-TX-
2 2-TX w 3-RX
3 5-GND G 7-GND

05/25
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DS2 | ON | OFF | [DS1]ON | OFF AU 9600
1] X 1 X PARITY No
2 | X 2 | X DATA BITS 8
3 | x 3 | x
2 X 7 1 x STOP BIT 1
5 | X 5 X
6 | X 6 X
7 X 7 X
8 X 8 | x
9 X
10 X
8.1.4. TM-U590 Ticket Printer Settings
e For FB6005/6/7 Instrument Desktop and NEMA 4X BAUD 9600
SERIAL communications, use cable 15597. PARITY No
DATA BITS 8
STOP BIT

Set the printer dip switches as listed below.
DSW1:1,3,and7 = ON only.
DSW 2: All Switches = OFF

NOTE: For wiring table, see Section 8.1.2. Printer Cabling — 15597 Cable
Kit
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8.1.5. TM-U220 Tape Printer Settings

— Uses SERIAL communication.
— Use cable 15597.

BAUD 9600
PARITY No
DATA BITS 8
STOP BIT 1

NOTE: For wiring table, see Section 8.1.2. Printer Cabling — 15597 Cable
Kit

DIP SWITCH 1 (Serial Interface)

SWITCH ‘ FUNCTION ON OFF
1 Data receive error Ignored Prints “?”
2 Receive buffer capacity 40 byes 4KB
3 Handshaking XON/XOFF DTR/DSR
4 Work length 7 bits 8 bits
5 Parity check Yes No
6 Parity selection Even Odd
7 Transmission speed 4800 bps 9600 bps
8 BUSY condition Receive buffer full Receive buffer full or Offline

Default settings are in bold.

DIP SWITCH 2 (Serial Interface)

SWITCH FUNCTION ON OFF
1 Print Column 42/35 40/33
&) For internal use only (auto-cutter)  (do not change) Enabled Disabled
3 Pin 6 reset signal Used Not used
4 Pin 25 reset signal Used Not used
5 Undefined -- --
6 Internal use only (flash memory rewriting) (Do not Enabled Disabled
change)
7 Undefined -- --
8 Serial Interface section Memory Switch | Dip Switch
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Default settings are in bold.

* The TM-U220 Tape Printer DAT (dk gray case, w/cutter) will have DSW2 switch #2 set
to ON. TM-U220 Tape Printer (white case, no cutter) will have DSW2 switch #2 set to

=

OFF. All other switch settings are identical
between printers. Q)
c
HEHERE [© '

5 (asannnel

[ o
 — fcﬁ

Access the Dip Switches by unfastening the
screw and removing the cover plate, found on the
bottom of the printer.

CC

a0

 ~eanra
DSWH1 DSW2
For standard use, dip switches are factory-set
correctly

8.1.6. TM-U295 Ticket Printer Settings

e For FB6005/6/7 Instrument Desktop and NEMA 4X SERIAL communications,
use cable 15597.

Set the printer dip switches as listed below.
SW1: 1and3 = ON
OFF

Remainder

BAUD 9600
PARITY No
DATABITS 8
STOP BIT 1

NOTE: For wiring table, see Section 8.1.2. Printer Cabling — 15597 Cable
Kit
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8.1.7. SP298 Printer Settings

e For FB6005/6/7 Instrument Desktop and NEMA 4X BAUD 9600
SERIAL communications, use cable 15597 . PARITY No
DATA BITS 8
STOP BIT 1

NOTE: For wiring table, see Section 8.1.2. Printer Cabling — 15597 Cable
Kit

ACCESSING THE DIP SWITCHES

1. Remove all power from the printer, as well as all Network cables from between the
printer and the Instrument.

2. Remove the Printer Cover.

3. Press down with a screwdriver at Location “A” marked in the illustration below,
and carefully slide the Document Table in the direction indicated by the arrow until it
is out of the way.

— It is not necessary to remove the document table completely. Just move it
enough to access the DIP Switches inside.

4. Set the DIP Switches into their correct positions.
5. Slide the Document Table back into place while pressing down at Location “A”.
6. Replace the Print Cover.

zzzzzzzzzz

LRI

OFF
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DIP Switch Settings (SERIAL INTERFACE)

SWITCH | FUNCTION ~ ON OFF
1
> Baud Rate See table below.
3 Data Length 8 bits 7 bits
4 Parity Check Disabled Enabled
5 Parity Odd Even
6 Handshake DTR/DSR XON/XOFF
7
5 Command Emulation See table below
9 Pin #6 (DSR) reset signal Enabled Disabled
10 Pin #25 (INIT) reset signal Enabled Disabled

Baud Rate Settings Table

BAUD RATE SWITCH 1 SWITCH 2-2
4800 bps OFF ON
9600 bps ON ON
1920 bps ON OFF
3840 bps OFF OFF

Command Emulation Table

COMMAND SWITCH 7 SWITCH 8
EMULATION
Star Mode ON ON
ESC/POS (TM-295) ON OFF
ESC/POS (TM-290) OFF OFF
Not used (*) OFF ON

* Never set Switch 7 to OFF at the same time that Switch 8 is set to ON.
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8.1.8. SP700 Printer Settings

BAUD 9600
e For FB6005/6/7 Instrument Desktop and NEMA 4X SERIAL
o PARITY No
communications, use cable 15597.
DATA BITS 8
STOP BIT 1

NOTE: For wiring table, see Section 8.1.2. Printer Cabling — 15597 Cable

Kit

There are two (2) dip switch locations on the Star SP700 Printer.
— Underneath the printer, behind a protective cover is DIP Switch 1.
— DIP Switch 2 is on the Serial Interface Board.

[

Power OFF

ELLIITEE

ON ¢# OFF DIP Switch 1

SWITCH | FUNCTION ~_ON OFF
1-1 Always ON Should be set ON
1-2 Auto Cutter * Invalid ‘ Valid
1-3 Always ON Should be set ON
1-4 Command Emulation Star ESC/POS
1-5 USB mode ** Printer Class | Vendor Class
1-6 2 Colors Printing Valid Invalid
1-7 Reserved
1-8 Print head model *** 18-pin wire ‘ 9-pin wire

The factory settings for enabling/disabling the Auto Cutter are as listed below.
— Models without Auto Cutter: Invalid (Switch 1-2 = ON).
— Models with Auto Cutter: Valid (Switch 1-2 = OFF).

NOTE: Only program the Auto Cutter function with models that have the Auto
Cutter Accessory installed.

— This is models with a tear bar.
— A mechanical error will occur.

05/25 50 Rev.7 51427




Section 8: Serial Input / Output

** USB Interface model only.

*** Do not change the default setting (Switch 1-8 = OFF).

DIP Switch 2
SWITCH | FUNCTION ~_ON OFF
g; Baud Rate See table below.
2-3 Data Length 8 bits 7 bits
2-4 Parity Check Disabled Enabled
2-5 Parity Odd Even
2-6 Handshake DTR/DSR XON/XOFF
2-7 Pin #6 (DSR) reset signal Valid Invalid
2-8 Pin #25 (INIT) reset signal Valid Invalid
Baud Rate Settings Table
BAUD RATE SWITCH 2-1 SWITCH 2-2
4800 bps OFF ON
9600 bps ON ON
1920 bps ON OFF
3840 bps OFF OFF

8.1.9. SP2000 Printer Settings

The SP2000 is a Dot Matrix ticket printer. The following switch settings and cable

requirements will work with the default format.

e For FB6005/6/7 Instrument Desktop and NEMA 4X

SERIAL communications, use cable 15597.

BAUD 2400

PARITY EVEN
DATA BITS 7
STOP BIT 1

NOTE: For wiring table, see Section 8.1.2. Printer Cabling — 15597 Cable

Kit
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Set the printer’s dip switches according to the following:

« DSW1: Al OFF. <

e DSW2: Three (3) ON only.
e DSW3: One (1)and five (5) ON only.

</

8.1.10. SP2200 Printer Settings

The SP2200 is a Dot Matrix ticket printer. The following switch settings and cable
requirements will work with the default format.

15597 BAUD 2400
e FB6005/6/7 Desktop and NEMA 4X use cable 15597. Sy NO
DATABITS 7
STOP BIT 2
Set the printer’s dip switches according to the following:
e DSW 1:Two (2), three (3), and eight (8) ON only.
e DSW 2 and 3: All OFF.
8.1.11. TM-U230 Printer Settings /17
e For FB6005/6/7 Instrument Desktop and NEMA 4X
SERIAL communications, use cable 15597.
BAUD 9600
PARITY No
DATABITS 8
STOP BIT 1
NOTE: For wiring table, see Section 8.1.2. Printer Cabling — 15597 Cable
Kit
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DIP Switch 1 Settings (SERIAL INTERFACE)

SWITCH | FUNCTION ~ ON OFF |

1 Data receive error Ignored Prints “?”

2 Receive buffer capacity 1KB 16KB

3 Handshaking XON/XOFF DTR/DSR

4 Work length 7 bits 8 bits

5 Parity check Yes No

6 Parity selection Even Odd

7 Transmission speed 4800 bps 9600 bps

8 BUSY condition Receive Receive buffer

buffer full full or Offline
DIP Switch 2 Settings (SERIAL INTERFACE)
SWITCH | FUNCTION ~ ON OFF |
L e e | ess | aoms
2 For internal use only (Auto-cutter) Enabled Disabled
(do not change)

3 Pin 6 reset signal Used Not used

4 Pin 25 reset signal Used Not used

5 PAPER OUT LED flashing pattern Flashes Lights on

6 For internal use only (flash memory Enabled Disabled
rewriting) (Do not change)

7 For internal use only (Internal Asynchronous Synchronous
synchronization) (Do not change) with clock

8 Internal buzzer Disabled Enabled

8.1.12. GC420d Printer Settings

e For FB6005/6/7 instrument desktop and Nema 4x Serial communications use

cable 20483.
BAUD 9600
PARITY NO
DATA BITS 8
STOP BITS 1

NOTE: For wiring table, see Section 8.1.2. Printer Cabling — 15597 Cable
Kit
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8.2. COM Ports

The FB6005/6/7 Instrument has numerous ports and outlets allowing different Input/
Output devices to be utilized.

e The back of the Instrument has a 120V outlet, but the unit also supports 220V Scale
Input.

e The FB6015/16/17 instrument has three (3) standard Serial Output COM Ports.
— These are configured for RS-232 communications.

— Serial Outputs can be customized to provide specific configured data string
protocols, configuration parameters, using output modes such as PC Polled, PC
Continuous, Demand PC, Off, Remote Display, and all printers.

e The Console Port is a RS232 Connection.

e There are (2) USB Ports used for different external components, such as a keyboard,
USB Flash Drive, etc.

e Up to four (4) accessory cards
e The Ethernet Port is used for the WEB FORMATTING.

8 Back of the FB6005

8.3. Programming COM PORTS

NOTE: Always configure the COM Port and select the Printer before formatting the
tickets.

Follow these steps to program the FIVE (5) COM PORTS.
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1. In the CONFIGURATION MENU, press the DOWN arrow until LOM PORTS
displays. Press ENTER.

.LOM displays. Press ENTER.

COM =1 will be displayed.

.Press ENTER.

. Using the DOWN arrow, select the desired UM FPURT to configure, then press
ENTER.

— COM Ports 1, 2 & 3 are RS232 ports.
— COM Port 4 is a dedicated RS422 / RS485 selectable port.
— COM Port 5 is a dedicated 20 mA Output, use for a Remote Display.

a A W N

NOTE: All the Ports are INTERNAL to the instrument. Access the port by using the
glands on the back of the enclosure.

8.3.1. Configuring the Remote Display Output
Follow these steps to program the REMOTE DISPLAY:

1. In the CONFIGURATION MENU, press the DOWN arrow until COM PORTS
displays.

2. LOM displays. Press ENTER.

3.L0M =1 will be displayed. Press ENTER.

4. Usmg the DOWN arrow, select LOM & -~ MH- then press ENTER.
— JEVICE HTTHIHED is displayed. Press ENTER

— Use the DOWN arrow to display REMOTE  DI5FPLHY, then press enter.
- L JEFRULT SETTINGS s displayed, press ENTER.

Use the UP/DOWN arrow to display yes, then press ENTER.

o This will load the default settings for Fairbanks 160x remote
displays.

— SETTINGD is displayed. If using a non-Fairbanks remote display or if the

settings otherwise require changes, press ENTER to enter the setting menu.
The available settings include: BHUT HHTE, PHRITY, 5T0P BITS

DRTH BITS, DELIMITED, INCLUDE LEGENDS, andEHE HS

5. Using the DOWN/UP arrows, select the proper communication settings for your
remote display, then press ENTER

6. Select the correct setting for your remote display, then press ENTER.
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"
SNV

7. After INCLUDE LEGENDS is displayed, 58 7T INGS is displayed again. Press
the red traffic light button once to return to the weigh screen.

NOTE: Reference section 8.5. PROGRAMMING THE REMOTE DISPLAY for
additional information.

8.3.2. Selecting the Printer

1. In the CONFIGURATION MENU, press the DOWN arrow until COM PORTS
displays.

2. LOM displays. Press ENTER.

3.L0M =1 will be displayed. Press ENTER.

4. Using the DOWN arrow, select the desired LU Port then press ENTER.

5.When 3£V ICE ATTHCHE D displays, press ENTER.

6. Using the DOWN/UP arrows, select the desired printer, then press ENTER.

° l'IFF * ° TM"UE‘BE ° SP"E‘Z@@

o 1M-U2HS o 1M-USNY o HP-22000

o 1IP-3550 o« HP-700 o 5HP-HH

o 1M-UZCY o OHI-H2D JEU-THIC
TM_L QM

o [ B | X

* Does not transmit weight amount.

7.When LORE DEFRUL TS display, press ENTER.

8. Using the UP/DOWN arrows, select YES or NO, then press ENTER.

9. When 5E TTINGS displays, press ENTER.

10. Using the DOWN/UP arrow, select the proper RS-232 Communication settings,

then press ENTER.
— The settings include BAUD RATE  PRARITY STOP BITS, IRTAH BITS,
CHECHSUM, BELIMITED and INCLUDE LEGENDS.

11. Choose the correct setting, then press ENTER.
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STVZE S
CALE

o FRIRBANKS . o TOLEID o CAHRDINAL
o WEIGHTRONIX . LONIEL

NOTE: The Fairbanks Scales standard default COM Port settings for all the printers is
9600 Baud, No Parity, 8 Bits, and 1 Stop Bit.

- The FORMAT option does not appear when programming the printers.

8.3.3. PC Data String Output
1.When 3£V ICE HTTHCHE D displays, press ENTER.

2. Pressing the DOWN arrow, select PL CONTINUOUS or PC POLLE D, then
press ENTER.

— PC CONTINUDUS - Sends displayed weight continuously.

— PC POLLE D - The external device sends out a polling request. To test the

output with a terminal program, press: “W” and [ENTER], and the instrument
responds with return data.

3. Press the DOWN arrow and select L 5N IGURE . Press ENTER.
4. Press ENTER when LU T displays.
5. Press the DOWN arrow to select the correct standardized data string format.
6. Press ENTER to confirm this selection.
7.When LOHE BEFHUL TS displays, press ENTER.
8. Using the DOWN/UP arrow, select YES or NO, then press ENTER.
9. When 5E TTINGS displays, press ENTER.
10. Using the DOWN/UP arrow, select the proper RS-232 communication settings,

then press ENTER.
— The settings include BRUDT RATE, PARITY STOP BITS, IRTA BITS,

CHECHSUM, BELIMITED and INCLUDE LEGENDS.

10 a. When the current setting is displayed, either press ENTER,

OR

b. Using the Numeric Keypad or DOWN arrow input the desired setting, then
press ENTER.

11. HUTOPRINT ENHBLE D will appear. Press ENTER.
12. Use the DOWN arrow to select Y£ 5 or L. Press ENTER to confirm selection.
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STVZE S
CALE

8.3.4. FB6005 Weight Output Via Ethernet

1. Press MENU and L OGN will show on screen. Press ENTER , (Login in with
1IMT

appropriate login) OH appears. Press ENTER and HULIT THHIL appears.

2. Press DOWN/UP arrows until CONFIGURRT ION appears. Press ENTER and
CHANGE CUSTOMER PRSSWORD appears.

3. Press DOWN/UP arrows until LOM PORTS appears. Press ENTER. UL UM =
appears.

4. Press DOWN/UP arrows to select the appropriate COM= 1,2,3 or 4. Press
ENTER. The selected comport, 1,2,3 or 4, is dedicated to the ethernet output
only. COM with the comport number you are using. (RS232) will show on the
screen. PRESS ENTER.

5. Press DOWN/UP arrows until 3£V ICE ATTACHED. appears. Press ENTER.
UFF appears.

6. Press DOWN/UP arrows until NE TWORH  appears. Press ENTER, LOCAL
PORT appears. Add the correct port number as determined by the customer.
5001 is the default. Press ENTER, UH appears and then CONF ILURE .

7. Press ENTER, LUH D appears. Press ENTER, f-HIR BHNH S appears. Press
UP/DOWN arrows on keypad to view a list of formats. Choose the one the
customer’s IT department wants the FB6005 to stream to the PC. Press ENTER,

UH appears and then LOR T,

8. To return to the weigh screen, press MENU several times OR press the RED
STOP LIGHT button twice.

8.3.5. DemandPC

This option transmits the weight data in the GTN format whenever a carriage return
is received.

— All data strings which have a NON-ZERO VALUE in the coordinates will be
transmitted.

— The order the data strings appear in the data transmission follows the order in
which the data is listed in the ticket format.

NOTE: DemandPC has a separate ticket format that must be enabled in the Ticket
Format menu.

Follow these steps to format the DemandPC option.
1.When 3£V ICE HTTHCHE D displays, press ENTER.
2. Pressing the ¥ | select the BEMANIPL CUTPUT, press ENTER.
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3. When LOHE BEFHUL TS displays, press ENTER.
4. Using the DOWN/UP arrow, select YES or NO, then press ENTER.
5.When 5£ T TINGS displays, press ENTER.

6. Using the DOWN/UP arrow, select the proper RS-232 communication settings,
then press ENTER.

— These settings include 8HUT RHTE, PH
-
[

HTOF BITJ, IRTH BITS

CHECHSUM, BELIMINRTED and IN 3.

7. When the current setting is displayed, either press ENTER.
OR

8. Using the numeric keypad or ¥ input the desired setting, then press ENTER.
9. HUTOPRINT ENHBLED appears, press ENTER.

10. Use the DOWN arrow to select £ 5 or U, press enter to confirm selection.

8.4. 4-20mA Expansion Card

The 4-20mA Expansion Card Accessory is a 16 bit, high resolution, analog output,
offering these two transmission options.

ACTIVE provides its own 18VDC power source for the analog output circuit.

— The dedicated output interfaces the Instrument with PLC’s, chart recorders, or
other control systems requiring a 4-20mA signal.

Active, FB6005-Supplied Power Source

4-20mA Specifications | 16 bit resolution +/- .01 integral linearity
Current Loop Voltage

Fairbanks Instrumentation provides the scale’s 18VDC power source.

Compliance
FuII_ScaIe Setting 8mSecs
Time
Output Impedance 25 Meg Ohms.

3.5 to 24mA (underload/overload conditions), Offset at 25°C; +/- .1% of full
scale. Offset drift; +/- 25 ppm of full scale per degree Celsius.

Total Output Error (20mA) at 25°C: +/- .2% of full scale max
Total Output Drift +/- 50 ppm of full scale per degree Celsius max

Alarm Current

PASSIVE requires the customer supply the external power source of 7VDC to 40VDC.

Passive, Customer-Supplied Power Source

4-20mA Specifications | 16 bit resolution +/- .01 integral linearity
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Current Loop Voltage The negative (-) power of the supply MUST be isolated from chassis ground.

Compliance A separate power supply must be furnished for each installed passive 4-20.
FuII.ScaIe Setting 8mSecs

Time
Output Impedance 25 Meg Ohms.

3.5 to 24mA (underload/overload conditions), Offset at 25°C; +/- .1% of full

Alarm Current scale. Offset drift; +/- 25 ppm of full scale per degree Celsius.

Total Output Error (20mA) at 25°C: +/- .2% of full scale max

Total Output Drift +/- 50 ppm of full scale per degree Celsius max

Requires minimum 100 Ohm resistance

7%

2 2
g Failure to use an ISOLATED POWER SUPPLY g
g WILL CAUSE 2
g CATASTROPHIC DAMAGE! g
A A S A A S A A A S A S A A A SIS SIS SIS SIS s

8.9. Traffic Light Control

The Traffic Light Control sets the operational modes of the traffic light. It is typically
controlled automatically by the instrument weighment cycle.

e Each I/O RELAY CARD supports two (2) sets of lights operated in parallel.

8.5.1. Control (Traffic Light)
Follow these steps to setup the TRAFFIC LIGHT CONTROL.

1. In the CONFIGURATION MENU, press the DOWN arrow until TRAFFIC
LIGHT CONTROL displays. Press ENTER.

(
—
2.When 5CHLE I 1 displays, press ENTER.
3. When CONTROL TRAFFIC LIGHT displays, press ENTER.
4. When HUTOMHT IC displays, either press ENTER to select it,

Or...

5. Press the DOWN arrow to enter the MAHNUML option, then press ENTER.

8.5.2. Event to Signal
Follow these steps to setup the EVENT TO SIGNAL OPTION.
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1. In the Configuration Menu, press the DOWN arrow until TRAFFIC LIGHT
LONTROL displays. Press ENTER

mn

2.When 5CHLE I3 1displays, press ENTER.
3. Press the DOWN arrow until CONTROL THHEFFID LIGHT displays, then
press ENTER.

4. Press the DOWN arrow until £3/ENT
ENTER.

5.When i SECOND TIME DELRY displays, where “X” is the delay setting, input
a value from 2 to 10 (seconds), then press ENTER.

T0 5IGNAHL displays, then press

0
v" Default = 6 Seconds

8.6. Programming the Remote Display

8.6.1. Display Mode
Follow these steps to setup the DISPLAY MODE.

1. In the CONFIGURATION MENU, press the DOWN arrow until REMOTE
JI5PLAHY appears. Press ENTER.
SPLHY MOULE appears, press ENTER.
I 5 displays, either press ENTER to select it, or press the
ON PRINT

viimng

DOWN arrow to enter
4. Press ENTER.

8.6.2. Type (Output)
This option formats what will appear on the REMOTE DISPLAY.

1. Inthe REMOTE  T15PLHY menu, press the DOWN arrow until | ¥t
DUTPUT displays, then press ENTER

2. Press the DOWN arrow to select Gross Wt, Net Wt, Ticket Number, Active Gross
or Net Wt.

3. Press ENTER.

IMPORTANT PROGRAMMING CONSIDERATIONS

e When Display mode is set to CONTINUOUS, and the Active Gross or NetWt is
also set, the remote display follows what appears on the instrument display.
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— The operator can toggle between Gross Wt and Net Wt by pressing the B/G
NET button.

— If the output type is set to Gross Wt, the instrument will only display the Gross
Weight, regardless of what appears on the instrument.

— This is the same for Net Wt. The remote display indicates the Net Weight.

e When display Type (Output) is set to TICKET NUMBER, the next Ticket Number
displays until a print occurs and the printed vehicle leaves the scale.

— The weight drops below a threshold, either the Initial Weight threshold entry or
25 divisions of zero, whichever is higher.

— At that point, the next new ticket number displays.

o If display Type (Output) is set to TICKET NUMBER; the 1601/5/5T Remote
Display must be configured first.

— Set the Annunciator (ANNUN) to SCALE 1.
— Set the Annunciator to NO.

8.6.3. Enable 1605T

%
M P O R T A NT

v Failure to complete these steps correctly
constitutes a NTEP violation.
LIS LTSS SS LT LT SIS LS SS LTSS SIS LSS ST LTS LTSS S LTSS IS S S S S S S SST SIS AL S S ST SIS

¢
?
?

Follow these steps to enable the 1605T Display Instrument.

1. In the CONFIGURATION MENU, press the DOWN arrow until REMOTE
J15PLAHY appears, then press ENTER.

ENTER.
3. Select Y£ 5 or NI, then press ENTER.

NOTE: For the Traffic Light function on the 1605T to work, the Display Mode must
be set to CONTINUOUS.
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8.1. Setpoint Information

Setpoint controls allow for filling in up-weighing and down-weighing applications. The
FB6005 features up to eight (8) relays which can be used as individual controls or as
four (4) paired relays.

The FB6005 has five (5) modes of Setpoint operation available. This instrument can be
used in Check Weighing mode, Setpoint mode (free running) Batch mode (manual),
Auto Batch mode (semi-automatic), or Auto Batch Repeat mode (automatic). Only
one (1) mode can be configured at a time. The relays are used to control alarms,
gate controls, valves, or other customer supplied devices. Setpoint operation is
dependent on Gross or Net weight.

% -f;g ‘

The Relay accessory (ACC 165) is packaged in a NEMA 4X enclosure. The standard
offering for the relay accessory is four relays. Four (4) additional relays can be added by
ordering ACC 167 (36161). Eight (8) is the maximum number of relays possible with
the FB6005.

Available Setpoint Modes of Operation
e OFF - Setpoint disabled
e Setpoint - Simple “dumb” setpoints
e Checkweigh - Under, accept, and over
e Batch - Simple filling operations controlled by operator
e Auto Batch - Simple filling operations requiring less operator interface

e Auto Repeat - Simple filling operations where the batch is automatically
restarted requiring the least amount of operator interface of all setpoint modes.
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NOTE: Setpoint functions are NOT available unless a Relay Box is connected.

8.7.1. Accessing the Setpoint MENU

1. From the WEIGH SCREEN, press the MENU key.
2. Using the DOWN arrow, scroll to SETPOINT MENU and press ENTER.
3. MODE will display.

a. When configuring the instrument initially, or when using the SETPOINT
MENU for the first time, MODE will be the only menu option available.
Other menu options in this section may be mode specific.

Press ENTER.

. The most recently used setpoint mode will appear. Factory default is for the mode
to be set to OFF.

. Use the DOWN arrow to select the desired setpoint mode and press ENTER to

confirm your selection.
The first menu choice of the selected mode will appear.

. Use the DOWN arrow to scroll through the settings, and press ENTER to view
the options.

. Use the DOWN arrow to scroll through the options, and press ENTER to
confirm selection.

S

»

®© N

(<]

Configuring Operations

The following table shows the settings available for each of the five modes.

SETPOINT CHECKWEIGH BATCH AUTO BATCH AUTO
REPEAT
Polarity X X X X X
Ingredients X X X X
Dribble X X X X
Preact X X X X X
Discharge X X X X
Zero Band X X X X X
Product ID X X X X X
Auto Print X X X
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FAIRBANKS
ey
Delay X X
Delay2 X
Auto Zero X X

POLARITY: Determines the default state of the relays during operation.

INGREDIENTS: The number of ingredients or setpoints to be used in the operation. The
FB6005 supports eight relays, allowing for up to eight individual setpoints or ingredients.
This number is reduced if dribble, discharge, or zero band is used.

DRIBBLE: A secondary feed of an ingredient that is slower than the primary. The
FB6005 can be programmed for SOLO mode or TANDEM mode. In solo mode, the fast
feed and dribble will operate independently, with the dribble feed activating once the
fast feed has deactivated. In TANDEM mode, both the dribble and fast feed will activate
until the dribble weight is met, when the fast feed will deactivate. The dribble setting
pairs setpoints 1-2, 3-4, 5-6, and 7-8, reducing the total number of ingredients to four.
To set the dribble, the first setpoint in a pair will be set to the total target weight of the
ingredient and the second setpoint in the pair will be set to the total target weight minus
the weight where the fast feed will deactivate.

PREACT: Preact accounts for the weight of the material between the valve controlling
the fill and the scale. Each ingredient has a preact value that can be set independently.
To set the preact, simply enter the weight of the material that is added after the valve is
closed. Preact can be found in the TARGETS menu.

DISCHARGE: An optional output used to dump a completed batch. On a four relay

system, the discharge feature will use the first available of relays 3 and 4, and on an
eight relay system, discharge will use the first available of relays 7 and 8. Using the

discharge feature reduces the number of ingredients possible by one.

ZERO BAND: An optional output that activates if the gross weight is within the zero
band setpoint. The zero band setpoint always uses setpoint 8 and relay 8 for the
accessory and cannot be used if discharge is using the last relay. Zero band can be
used simultaneously with discharge if discharge uses the second-to-last relay. Using
both together reduces the maximum number of ingredients by two.

PRODUCT ID: An identifier for the product being measured or batched.
AUTO PRINT: Turn on to automatically print a ticket when a batch completes.

DELAY: In auto-batching applications, delay is the time in seconds between the
completion of an ingredient fill and the beginning of the next ingredient fill. The delay
must be consistent for every step, so set this at the longest necessary time interval.

DELAY2: The delay in seconds between the end of filling one batch and the beginning
of the next. This can be used to give an operator time to maneuver the full container off
and an empty one into place or combined with the discharge function to clear the
container for a new batch.

AUTO ZERO: Enables or disables the auto zero between batches. The parameters of
the auto zero are determined in the service menu
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INTERLOCKS: This menu allows the operator to set up to four mechanical interlocks as
well as a software inhibit. The interlocks are enabled in this menu and hardwired into
the relay box. The software inhibit has two modes once enabled. LO will not allow a
cycle to begin if the gross weight on the scale is less than the inhibit value, while HI will
not allow a cycle to begin if the gross weight is equal or greater than the inhibit value.

Setting Target Weiqghts

Each mode has different requirements for what is entered into the target fields,
depending on your settings.

1. Inthe SETPOINT menu, use the DOWN arrow to scroll to TARGETS, then
press ENTER OR press FUNC then 1 to access the Targets directly from the
weigh screen. SP1 will appear.

2. Use the arrow keys to scroll through the setpoints, then press ENTER to select
the setpoint to change.

3. SPx WT will appear, where x is the selected setpoint.

4. Press ENTER, then use the keypad to enter the target weight for that setpoint,

confirm the setpoint by pressing ENTER.

5. If preact is enabled, SPx PREACT will appear. Press ENTER, then use the

keypad to enter the preact weight. Press ENTER to confirm.
6. Repeat steps 3-6 to program each desired setpoint.

Setpoint

If dribble is disabled, each setpoint can be set independently. Enter the target weight
into SPx WT for each relay. If preact is enabled, enter the weight of material that will still
move to the scale after filling is ended. If dribble is enabled, setpoints are paired 1-2, 3-
4, 5-6, 7-8. The odd number setpoints will be the target weight and the corresponding
even number will be the weight fed specifically by the dribble feed. Dribble and preact
can be used simultaneously.

Checkweigh

Checkweigh uses two setpoints and three relays, as well as optional discharge or zero
band setpoints and relays. SP1 is used to indicate the upper limit of the accept range
and when the weight is above this value it will activate relay 1. SP2 is used to set the
lower limit and weight values below SP2 will activate relay 3. Relay 2 will be active
when the weight is between the two setpoints.

Batch

This mode is designed to batch ingredients together through manual operator control.
The setpoint targets, preact, and dribble are set in the same manner as in Setpoint
operation. It is important to note that the scale does not perform a tare between steps.
The setpoint for any given ingredient should be the target weight of the ingredient plus
the weight of all previous ingredients.
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Auto Batch

Auto Batch mode is a batch fill that automatically proceeds from one ingredient to the
next until the batch is completed. The setpoint targets, preact, and dribble are set just
as in Setpoint and Batch modes. Unlike batch mode, the scale will perform a tare
between ingredients. The setpoint target for an ingredient should be the weight of that
ingredient ONLY.

Auto Repeat

The target weights, preact, and dribble are set in the same manner as Auto Batch. This
process is identical to Auto Batch, except in that it will repeat automatically after
conditions are met.

STOPPING A STARTED BATCH CYCLE:
THIS APPLIES TO BOTH BATCH AND AUTO BATCH
1. Press [STOP] to stop the current setpoint (ingredient).

2. Once stopped, pressing [FUNC] [START] resumes the current
setpoint.

3. Once stopped, pressing [START] auto tares the scale and resumes
the current setpoint.

4. Once stopped, pressing [STOP] again steps the next setpoint
(ingredient).

5. Once stopped, pressing [FUNC] [STOP] initiates a discharge cycle if
enabled, and ends the batch cycle.

8.7.2. Setpoint Mode without DRIBBLE

1. Press the FUNC key followed by the 1 key.
2. Press ENTER when 5 1 appears.

3. Press ENTER when 5F 1 W1 appears.
4

. Enter the desired target weight and press ENTER.
a. This is the weight of the entire mixture when the relay should change
states.
5.5 1 PRERCT will scroll across the screen.

a. If there is a need to change the PREACT, press ENTER then input the
new value and confirm with ENTER.
b. If there is no need to change, press MENU.
e PREACT is the amount of weight that will continue to flow to the
container after the relay is disengaged and the valve is closed.
Typically, the PREACT value is not changed once it has been dialed in.
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6. Use the DOWN arrow to select 3¢, press ENTER.

7. Press ENTER when 5P W1 appears.

8. Enter the desired target weight and press ENTER.

a. This is the weight of the entire mixture when the relay should change
states.

9. 5P PREACT  will scroll across the screen.

10. (optional) Repeat steps 5 through 9 as needed if you have additional materials.

11. Press the RED DOT key to return to the weigh screen.

12. 5 1 will be displayed to the left of the weight display.

13. Relay 1 and Relay 2 will engage.

14. Each relay will remain engaged until the weight on the scale reaches its target
minus its preact.

8.7.3. Batch Mode with DRIBBLE set to TANDEM

1. Press the FUNC key followed by the 1 key.
. Press ENTER when 5F | appears.
. Press ENTER when 57 1 W1 appears.

. Enter the desired target weight and press ENTER.

a. This is the weight of the entire mixture when the relay should change
states.

5.5 1 PRERCT  will scroll across the screen.
a. If there is a need to change the PREML T, press ENTER then input the
new value and confirm with ENTER.
b. If there is no need to change, press MENU.
e PREACT is the amount of weight that will continue to flow to the
container after the relay is disengaged and the valve is closed.
Typically, the PREACT value is not changed once it has been dialed in.
6. Use the DOWN arrow to select 5¢, press ENTER.
7. Press ENTER when 5F¢ W1 appears.
8. Enter the DRIBBLE weight and press ENTER.
a. The weight entered for SP 2 will be SP1 less the weight where the fast feed

shuts off (e.g. 10,000 Ib fill with 8,000 Ib filled during fast feed would have
2000 entered as SP2).

9. 5P PRERLT will scroll across the screen.

10. Use the DOWN arrow to select SP3, press ENTER.
11. Press ENTER when SP3 WT appears.

12. Enter the desired target weight and press ENTER.

A WON
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a. This is the weight of the entire mixture when the relay should change
states.

13. 5P 3 PRERTT will scroll across the screen.

14. Use the DOWN arrow to select 5F'1, press ENTER.
15. Press ENTER when 574 Ui T appears.

16. Enter the DRIBBLE weight and press ENTER.

17. The weight entered for SP4 will be SP3 less the weight where the fast feed shuts
off

18. 5P PRERL T will scroll across the screen.

19. (optional) Repeat steps 14 through 18 as needed if you have additional
materials.
20. Press RED DOT key to return to the weigh screen.

e 5 1 will be displayed to the left of the weight display.
¢ Relay 1 and Relay 3 will engage.

o If DRIBBLE is set to tandem, relay 2 will engage when relay 1 does.
Otherwise, relay 2 will engage when the weight on the scale is SP1 WT — SP1
PREACT — SP2 WT.

¢ In either case, relay 1 will disengage at SP1 WT — SP1 PREACE - SP2
WT.

¢ Relay 2 will remain engaged until the weight on the scale is SP1 WT — SP2
PREACT.

e If DRIBBLE is set to tandem, relay 4 will engage when relay 3 does.
Otherwise, relay 4 will engage when the weight on the scale is SP3 WT — SP3
PREACT - SP4 WT.

¢ In either case, relay 3 will disengage at SP3 WT — SP3 PREACE - SP4
WT.

¢ Relay 4 will remain engaged until the weight on the scale is SP3 WT — SP4
PREACT.

21. All relays will be inactive when the weight is above the highest setpoint.

8.7.4. Checkweigh Mode

1. Press the FUNC key followed by the 1 key.

2. Press ENTER when 5 1 appears.

3. Press ENTER when 5F 1 W T appears.

4. Enter the upper bound of the acceptable weight range, then press ENTER.
5. Scroll to 5, press ENTER.

6. Press ENTER when 5P¢ W1 appears.
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7. Enter the Lower bound of the acceptable weight range, press ENTER.
8. Press the red traffic light to return to weigh mode.

8.7.5. Batch Mode without DRIBBLE

. Press the FUNC key followed by the 1 key.

. Press ENTER when 5/ | appears.

. Press ENTER when 5P 1 W1 appears.

. Enter the desired target weight and press ENTER.

a. This is the weight of the entire mixture when the relay should change
states.

5. 5021 PREACT  will scroll across the screen.

a. If there is a need to change the PREML T, press ENTER then input the

new value and confirm with ENTER.
b. If there is no need to change, press MENU.
e PREACT is the amount of weight that will continue to flow to the
container after the relay is disengaged and the valve is closed.
Typically, the PREACT value is not changed once it has been dialed in.
6. Use the DOWN arrow to select 5¢, press ENTER.
7. Press ENTER when 5P 1 W1 appears.

8. Enter the desired target weight and press ENTER.

A WODN -

a. This is the weight of the desired amount of material 2 plus the weight of
material 1 and the container.

b. Press ENTER when 5P 1 W T appears.

5P PREHCT will scroll across the screen.
9. (optional) Repeat steps 6 through 9 as needed if you have additional materials.
10. Press the RED DOT key to return to the weigh screen.

5 1 will be displayed to the left of the weight display.

11. Press START to begin filling, relay 1 will engage. The relay will remain engaged
until the weight on the scale reaches SP1 WT — SP1 PREACT.

12. Press STOP, 5¢c will appear next to the display.
13. Press START. Relay 2 will engage.

14. Relay 2 will remain engaged until the weight on the scale reaches SP2 WT — SP2
PREACT.

The fill is now complete.
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8.7.6. Batch Mode with DRIBBLE set to TANDEM

1. Press the FUNC key followed by the 1 key.

. Press ENTER when 5F 1 appears.

. Press ENTER when 57 1 W1 appears.

. Enter the desired target weight and press ENTER.

a. This is the weight of the entire mixture when the relay should change
states.

5.5 1 PREMHCT will scroll across the screen.
a. If there is a need to change the PREHL T, press ENTER then input the
new value and confirm with ENTER.
b. If there is no need to change, press MENU.
e PREACT is the amount of weight that will continue to flow to the

container after the relay is disengaged and the valve is closed.
Typically, the PREACT value is not changed once it has been dialed in.

. Use the DOWN arrow to select 5, press ENTER.

. Press ENTER when 5F¢ Wi T appears.

. Enter the DRIBBLE weight and press ENTER.

. The weight entered for SP 2 will be SP1 less the weight where the fast feed shuts

off (e.g. 10,000 Ib fill with 8,000 Ib filled during fast feed would have 2000 entered
as SP2).

10. 5P PRERC T will scroll across the screen.

11. Use the DOWN arrow to select 5 3, press ENTER.
12. Press ENTER when 5P 3 W7 appears.

13. Enter the desired target weight and press ENTER.

a. This is the weight of the desired amount of material 2 plus the weight of
material 1 and the container.

14. 5P 3 PRERCT will scroll across the screen.

15. Use the DOWN arrow to select SP4, press ENTER.
16. Press ENTER when 574 Wi T appears.

17. Enter the DRIBBLE weight and press ENTER.

18. The weight entered for SP4 will be SP3 less the weight where the fast feed shuts
off.

19. 5PY PRERCT will scroll across the screen.

20. (optional) Repeat steps 15 through 20 as needed if you have additional
materials.

21. Press RED DOT key to return to the weigh screen.

22. 5 1 will be displayed to the left of the weight display.

A WODN
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23. Press START to begin filling, relay 1 will engage.

24. If DRIBBLE is set to tandem, relay 2 will engage when relay 1 does. Otherwise,
relay 2 will engage when the weight on the scale is SP1 WT — SP1 PREACT -
SP2 WT.

25. In either case, relay 1 will disengage at SP1 WT — SP1 PREACE - SP2 WT.

26. Relay 2 will remain engaged until the weight on the scale is SP1 WT — SP2
PREACT.

27. Press STOP, 5¢ will display.
5 1 will be displayed to the left of the weight display.
28. Press START to begin filling, relay 3 will engage.

o If DRIBBLE is set to tandem, relay 4 will engage when relay 3 does.
Otherwise, relay 4 will engage when the weight on the scale is SP3 WT — SP3
PREACT - SP4 WT.

e In either case, relay 3 will disengage at SP3 WT — SP3 PREACE - SP4 WT.
e Relay 4 will remain engaged until the weight on the scale is SP3 WT — SP4
PREACT.

Fill is now complete.

8.7.7. Auto Batch Mode without Dribble

. Press the MENU key.
. Login appears, press ENTER.

. Log in with the supervisor or service password.
. Scroll to SETPOINT MENU.

. Scroll to 1E LAY, press ENTER.
. Enter the desired delay in seconds between ingredients. Press ENTER.

. Press the red light key to return to the weigh screen.
. Press the FUNC key followed by the 1 key.

9. Press ENTER when SP1 appears.
10. Press ENTER when SP1 WT appears.
11. Enter the desired target weight and press ENTER.

a.This is the weight of the container plus the weight of the amount of material
one desired.

0 N OO 0o B~ WODN -

12. 5P 1 PREACT will scroll across the screen.
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a. If there is a need to change the PREACT, press ENTER then input the new
value and confirm with ENTER.

b. If there is no need to change, press MENU.

e PREACT is the amount of weight that will continue to flow to the container
after the relay is disengaged and the valve is closed. Typically, the
PREACT value is not changed once it has been dialed in.

13. Use the DOWN arrow to select 5Fc’, press ENTER.
14. Press ENTER when 5FP¢ W1 appears.
15. Enter the desired target weight and press ENTER.

e This is the weight of the desired amount of material 2 plus the weight of
material 1 and the container.

e 5P PREAMCT will scroll across the screen.

16. (optional) Repeat steps 13 through 17 as needed if you have additional
materials.

17. Press the RED DOT key to return to the weigh screen.
18. 5 1 will be displayed to the left of the weight display.
19. Press START to begin filling, relay 1 will engage.

20. The relay will remain engaged until the weight on the scale reaches SP1 WT —
SP1 PREACT.

e 1 " will appear next to the weight display and the delay timer will begin.

e 5¢ will appear next to the display. Relay 2 will engage.

21. Relay 2 will remain engaged until the weight on the scale reaches SP2 WT —
SP2 PREACT.

The fill is now complete.

8.7.8. Auto Batch Mode with DRIBBLE set to SOLO

. Press the MENU key.

. Login appears, press ENTER.

. Log in with the supervisor or service password.

. Scroll to SETPOINT MENU.

. Scroll to BELAY, press ENTER.

. Enter the desired delay in seconds between ingredients. Press ENTER.

. Press the red light key to return to the weigh screen.
. Press the FUNC key followed by the 1 key.

0o N o o B~ 0N -
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9. Press ENTER when SP1 appears.

10.
11.

12.

13.
14.
15.

16. 5
17.
18.

19.
20.

Press ENTER when SP1 WT appears.

Enter the desired target weight and press ENTER.

a. This is the weight of the container plus the weight of the amount of material
one desired.

S 1 PRERLT will scroll across the screen.

a. If there is a need to change the PREACT, press ENTER then input the new
value and confirm with ENTER.

b. If there is no need to change, press MENU.

e PREACT is the amount of weight that will continue to flow to the container
after the relay is disengaged and the valve is closed. Typically, the
PREACT value is not changed once it has been dialed in.

Use the DOWN arrow to select 5, press ENTER.
Press ENTER when 5F¢ W1 appears.

Enter the DRIBBLE weight and press ENTER.

a. The weight entered for SP 2 will be SP1 less the weight where the fast feed
shuts off (e.g. 10,000 Ib fill with 8,000 Ib filled during fast feed would have
2000 entered as SP2).

P PRERCT will scroll across the screen.
Use the DOWN arrow to select 5 3, press ENTER.
Press ENTER when 5/ 3 W1 appears.

Enter the desired target weight and press ENTER.
This is the weight of the desired amount of material 2 plus the weight of material

1 and the container.

21.
22.
23.
24.
25.

503 PRERTT will scroll across the screen.

Use the DOWN arrow to select 51, press ENTER.
Press ENTER when 5P W1 appears.

Enter the DRIBBLE weight and press ENTER.

The weight entered for 5 will be 5F 3 less the weight where the fast feed

shuts off.

26.
27.

504 PRERCT will scroll across the screen.
(optional) Repeat steps 21 through 26 as needed if you have additional

materials.

28.

Press RED DOT key to return to the weigh screen.
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29. 5 1 will be displayed to the left of the weight display.
30. Press START to begin filling, relay 1 will engage.

31. If DRIBBLE is set to tandem, relay 2 will engage when relay 1 does. Otherwise,
relay 2 will engage when the weight on the scale is SP1 WT — SP1 PREACT -
SP2 WT.

32. In either case, relay 1 will disengage at SP1 WT — SP1 PREACE - SP2 WT.

33. Relay 2 will remain engaged until the weight on the scale is SP1 WT — SP2
PREACT.

34. D1 will display and the delay will begin.
35. After the timer has run down, S2 will be displayed next to the weight.
36. Relay 3 will engage.

37. If DRIBBLE is set to tandem, relay 4 will engage when relay 3 does. Otherwise,
relay 4 will engage when the weight on the scale is SP3 WT — SP3 PREACT -
SP4 WT.

38. In either case, relay 3 will disengage at SP3 WT — SP3 PREACE - SP4 WT.

39. Relay 4 will remain engaged until the weight on the scale is SP3 WT — SP4
PREACT.

Fill is now complete.

8.7.9. Auto Repeat Mode without Dribble

1. Press the MENU key.

Login appears, press ENTER.

Log in with the supervisor or service password.

Scroll to SE TPOINT MENU.

Scroll to 5ELHY, press ENTER.

. Enter the desired delay in seconds between ingredients. Press ENTER. Scroll
to JELAHY 2.

7. Enter the desired time between batch fills in seconds. Press ENTER.

R

8. Press the red light key to return to the weigh screen.
9. Press the FUNC key followed by the 1 key.

10. Press ENTER when 5F 1 appears.
11. Press ENTER when 57 1 W1 appears.
12. Enter the desired target weight and press ENTER.
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a. This is the weight of the container plus the weight of the amount of material
one desired.

13. 5P 1 PREALCT will scroll across the screen.

14. If there is a need to change the PREACT, press ENTER then input the new
value and confirm with ENTER.

15. If there is no need to change, press MENU.

16. PREACT is the amount of weight that will continue to flow to the container after
the relay is disengaged and the valve is closed. Typically, the PREACT value
is not changed once it has been dialed in.

17. Use the DOWN arrow to select 5Fc’, press ENTER.
18. Press ENTER when 5P¢ W1 appears.
19. Enter the desired target weight and press ENTER.

20. This is the weight of the desired amount of material 2 plus the weight of material
1 and the container.

21. 5P PREMRLCT will scroll across the screen.

22. (optional) Repeat steps 18 through 22 as needed if you have additional
materials. Press the RED DOT key to return to the weigh screen.

23. 5 1 will be displayed to the left of the weight display.
24. Press START to begin filling, relay 1 will engage.

25. The relay will remain engaged until the weight on the scale reaches SP1 WT —
SP1 PREACT.

26. 5 1 will appear next to the weight display and the delay timer will begin.

27. 5¢ will appear next to the display. Relay 2 will engage. Relay 2 will remain
engaged until the weight on the scale reaches SP2 WT — SP2 PREACT.

The fill is now complete.

28. D2 will display and the timer will begin. Remove the container and replace with
an empty one.

Once the timer runs down, the entire fill will repeat.

8.7.10. Auto Repeat Mode with DRIBBLE set to SOLO.

1. Press the MENU key.
2. Login appears, press ENTER.
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3. Log in with the supervisor or service password.

4. Scroll to SETPOINT MENU.

5. Scroll to BELHY, press ENTER.

6. Enter the desired delay in seconds between ingredients. Press ENTER.
7. Scroll to BELAHY .

8. Enter the desired time between batch fills, in seconds. Press ENTER.

9. Press the red light key to return to the weigh screen.
10. Press the FUNC key followed by the 1 key.

11. Press ENTER when 5 1 appears.
12. Press ENTER when 5P 1 W1 appears.

13. Enter the desired target weight and press ENTER.

a. This is the weight of the container plus the weight of the amount of material
one desired.

14. 50 1 PRERCT will scroll across the screen.
a. If there is a need to change the PREACT, press ENTER then input the new
value and confirm with ENTER.
b. If there is no need to change, press MENU.
e PREACT is the amount of weight that will continue to flow to the container

after the relay is disengaged and the valve is closed. Typically, the
PREACT value is not changed once it has been dialed in.

15. Use the DOWN arrow to select 5, press ENTER.
16. Press ENTER when 5P W1 appears.

17. Enter the DRIBBLE weight and press ENTER.
a. The weight entered for SP 2 will be SP1 less the weight where the fast feed
shuts off (e.g. 10,000 Ib fill with 8,000 Ib filled during fast feed would have
2000 entered as SP2).

18. 5P PRERCT will scroll across the screen.

19. Use the DOWN arrow to select 5 3, press ENTER.
20. Press ENTER when 5P 3 W1 appears.

21. Enter the desired target weight and press ENTER.

a. This is the weight of the desired amount of material 2 plus the weight of
material 1 and the container.

22. 5P 3 PREAHCT will scroll across the screen.
23. Use the DOWN arrow to select 571, press ENTER.
24. Press ENTER when 574 W1 appears.

25. Enter the DRIBBLE weight and press ENTER.
26. The weight entered for SP4 will be SP3 less the weight where the fast feed
shuts off.

05/25

77 Rev.7 51427



PN S Section 8: Serial Input / Output

27. 5P4 PRERCT will scroll across the screen.

28. (optional) Repeat steps 22 through 27 as needed if you have additional

materials.

29. Press the RED DOT key to return to the weigh screen.

30. 5 1 will be displayed to the left of the weight display.

31. Press START to begin filling, relay 1 will engage.

32. If DRIBBLE is set to tandem, relay 2 will engage when relay 1 does.
Otherwise, relay 2 will engage when the weight on the scale is SP1 WT - SP1
PREACT - SP2 WT.

33. In either case, relay 1 will disengage at SP1 WT — SP1 PREACE - SP2 WT.

34. Relay 2 will remain engaged until the weight on the scale is SP1 WT — SP2
PREACT.

35. I 1 will display and the delay will begin.

36. After the timer has run down, 5¢ will be displayed next to the weight. Relay 3
will engage.

37. If DRIBBLE is set to tandem, relay 4 will engage when relay 3 does.
Otherwise, relay 4 will engage when the weight on the scale is SP3 WT — SP3
PREACT - SP4 WT.

38. In either case, relay 3 will disengage at SP3 WT — SP3 PREACE — SP4 WT.

39. Relay 4 will remain engaged until the weight on the scale is SP3 WT — SP4
PREACT.

Fill is now complete.
40. 5 will display and the timer will begin. Remove the container and replace with

an empty one.
Once the timer runs down, the entire fill will repeat.
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8.8. Basic Troubleshooting

ERROR CONDITION(S) SOLUTION(S)
LORD CELL FRILURELY Possible load cell damage.
Flashing and displays "~ - - - — Access the Load Cell Diagnostics Menu to

verify the load cell status.
— Count stability or change of counts.

— Contact the local service for further trouble-
shooting.

— Call for Service.

SC CELLYS FOUNTD NDNE Possible damaged load cell cable.

— Load cell shortened.

— Defective Pit Power Supply.

— Defective Smart Sectional Controller(s).
— Defective SIC Module.

Displays " -~ - - - "™ L3} Communication error to load Cells.
OROSS5 — Check settings by pressing F10.

— Settings should be COM2, Even.
INTERR System Error.

— Restore Backup, if possible to recover.

— Otherwise, replace the PCB Assembly Base
Board (33143).

PONER SUPPLY ERRDOR - AC Check main interface cable to be cut.

ouTRUT OPEN

AC QUTRPUT SHORTENED Cable problems, usually repairable.

COMMUNICRTION ERROR Can be caused by numerous transmission problems,
including bad Load Cell, faulty cable, conflicting
programming, etc.

POWER SUPPLY NEETDS TO BE | First-time opening message to configure the Instrument

CONFIGURED - G0 TG MENY | tothe Power Supply.
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FAIRBANKS
oy

Unable to select certain Loop Check for INCOMPLETE transaction(s) stored with a

ID's, or doesn't progress after NEGATIVE Gross weight.

entering the Loop ID's This happens when the scale is empty and bouncing around

due to wind or whatever and the Operator creates an
Inbound transaction.

THIS PROCESS WILL DELETE ALL
INCOMPLETE TRANSACTIONS!

They will not be recoverable.
It is critical to pay attention to step #1 below.

To correct;

1. Make sure they no other Incomplete transactions
they need to keep. THIS PROCESS WILL DELETE
ALL INCOMPLETE TRANSACTIONS!

Go to Configuration Menu
Select TRANSACTION FILES
Select DELETE INCOMPLETES

B W
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9.1. Standard Ticket Formatting Steps

Listed below are the standard steps for formatting a ticket.
1. Configure the Service Menu to the correct OPERATING MODE.
— This setup determines how the ticket prints.
e The GTN format configures only the GTN tickets.
e The In/Out format configures In/Out tickets.
e The Basic format configures Basicln and BasicOut tickets.

e Each Operating Mode formats the weighment data in different positions on the
ticket, printing only the needed data for that ticket.

e The ticket format can also vary due to the printer type that is used.
e Each ticket format can be adjusted to best suit the customer’s needs.

IMPORTANT NOTE: Always configure the COM Ports before formatting tickets.

2. Set up the COM Ports in the Configuration Menu to a specific attached device.
3. Install, wire and configure the printer.

4. Access the TICKET FORMAT menu.

5. Insert a blank ticket, then press the PRINT key for a ticket self-test.
— This identifies its current margin setup.

6. Press the OUT button to print out the complete Mode of Operation format structure.

7. Using this self-test ticket, plan where to format the ticket margins and available print
spaces.

a. Determine how the current ticket format might differ from the customer’s needs.

b. Plan the needed changes according to their SPACE (horizontal) and FEED
(vertical) coordinates of the ticket.

Mark up this ticket with a ruler and pencil as needed, using it as a guide.
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9.2. Printer and Ticket Differences

Consider these factors for placement of data when formatting a ticket.

A. TOP MARGIN SENSOR OR

The area between the ticket sensor, stop,

tear-off and the first line of print is called e TICKET_STOP.

the Top Margin. Printing is not possible in S TOP MARGIN

this part of the ticket. R W—— @ O :
e — TICKET
| T GuiE

B. PRINTING AREA

There is a wide variation of printing area used between the different types of printers.
This is determined by the physical characteristics of each particular one.

¢ To find the available space on a ticket, run a printer self-test.

TM-U590 Ticket Printer
TM-U295 1.0 1

Ticket Printer | Inch Inch

BERE" (004,
F2 A

%0

g,- I,

2.70 Inches

The print head size is different
between these two models, so 1456789 § <= 20ABCOEF GHLIKLAND

their print area is different also. 0 »
5.25 Inches

C. ENHANCED PRINT SIZE

Another factor that regulates how many lines can be placed on a ticket is the font size of
the characters. This varies depending on the printer.

— Typically, the Enhanced Print feature doubles the standard default font size,
making it bolded and emphasized on the page.

— It is recommended using Enhanced Print for only the most important characters
on the ticket, such as Truck ID, Net Weight, etc.

— It also enhances the character size of FEEDS and SPACES.
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9.3. Ticket Formatting

Follow these guidelines when programming a TICKET FORMAT.

¢ All commands are written in the specific order to the ticket. They flow downward,
starting from the top-left of the printer-assigned margin.

e Each command first describes the action, then in brackets, it defines how many, the
type of action, or exactly what text to print.

e To remove a printed item on the ticket, display the command, then press the ZERO
key.

9.3.1. Write Commands

WHITE {____’) commands offer a standard list of System Data Fields to use when
programming.

R

T
L

Follow these steps to alter how a i £ field appears.

1. Use the UP/DOWN arrows to navigate thru the WRITE commands, then press
ENTER to open one.

2. Using the UP/DOWN arrows, select the option that best suits the programming need,
then press ENTER.

— TheWRITE {____} option selected will display next on the ticket.

— Certain commands offer two choices, followed by a printed response for one.

Example:
HIDEWRITEONZERD (THRE/THRE!

This example means the following:
e Hide (do not print) the Tare amount if it equals ZERO (0).
e Write (print) the Tare amount if it is greater than ZERO (0).

Keypad Formatting Buttons

UNITS: Inserts new format line before.
B/G/NET: Inserts new format line after.
ZERO: Deletes the current format line.
OUT: Prints entire Format Script.
MENU: Saves ticket format.

— Steps back one level.
ENTER: Saves all data input..
PRINT: Prints a sample ticket.
RED Button: Exits to Weigh Screen.
GREEN Button: Deletes Format Script.
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Listed below are the WH I TE
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WRITE (TEXT

____1 commands.
o TICHET NUMBER
o LOCPIDTENT
o LODPIDPROMPT 4T
o PROMPT 1
o INBOUND
o MANUAL TAHRE

prompts to be altered to suit the application needs.

e o o
el &J &J
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commands are programmable text fields, allowing legends or

— These text fields can be any character(s) required to suit the customer’s need.

— All data items are left justified, with a maximum of fifteen (15) characters.

NOTE: When inverting tickets, the Invert “On” command should be the first one in

the format.

Turn the option “Off” as the last command before the ticket release, or the reports
will invert when they print.

9.3.2. Quick Formatting Buttons

KEYPAD EXT. KEYBOARD PROGRAMMING FUNCTION NORMAL FUNCTION
ZERO DEL Deletes current formatting line. ZERO
UNITS PgUp Inserts a new line before the current UNITS

line.
PRINT INSERT Prints a sample ticket PRINTS

B/G NET END Inserts a new line after the current B/G NET SELECT

line.
MENU HOME e Saves ticket format (YES/NO). MENU
e Backs up one menu level.
RED LIGHT F1 Exits without saving. RED LIGHT ON
GREEN LIGHT F2 Deletes the entire Format Script. GREEN LIGHT ON
TARE F3 or“.” N/A AUTO TARE
IN F4 N/A INBOUND
ouT F5 Prints the entire Format Script. OUTBOUND
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9.3.3. Ticket Format Commands
The TICKET FORMAT commands are defined below.

SPRCE _ One (1) movement across (horizontal).
FEED (_» One (1) movement downward (vertical).
INVERT ON/OFF Prints the ticket from the bottom-to-the-top, placing data where it belongs according to
the programmed coordinates.
WRITE TEXT (n__ my Programmable fields that allow Legends or Prompts to be altered to suit the application
needs. Appears exactly as written within the quotation marks.
o When programming ‘WRITE'! fields, a System Data list displays.
HITEWRITEONZERD If the Tare is ZERO, this prevents the Net Weight figure from being printed.
(TARE . NET)
HITEWRITETENTONZERD | HIDE the message if the amount is ZERO (0).
(g WRITE the quoted word if there is a different amount.
o Quotation marks within the command display the exact words.
WRITE (____» Without quotation marks, the printer writes out requested data of the command.
o A command is sometimes blended with others together to print all the correct
elements. WRITE (UNITSTHRENET! is an example.
WRITE (DUPLICATE “Duplicate Copy” appears on the ticket for a TICKET REPRINT.
o This specialized command has one purpose, and cannot be altered.
ENHANCE  ("an" Enlarges the font characters, and prints them in bold text.
ENHANCE  ("aFF") Reduces the font size, and prints them in standard text.
WRITE (GROSYS Prints the Gross Weight.
WRITE (TARRE: Prints the Tare Weight.
WRITE (NETY Prints the Net Weight.
WRITE (DRTE IN Prints the date of the first weighment.
WRITE (DIRATE Qum Prints the date of the final weighment.
WRITE (TIME IN Prints the time of the first weighment.
WRITE (TIME OQum Prints the time of the final weighment.
WRITE (UNITS) Prints the Unit choice.
WRITE (TICHET Prints the current ticket number.
NUMBER?
WRITE (. D0OP 17 Prints the legend in the Loop ID field, determined by the technician.
TEXT? e Truck Number, Rail Car Number, etc.
WRITE LD0OP 1M Prints the Loop ID.
WRITE (PROMPT 1 Prints the Legend that prompts the user to enter an answer or to add data.
TEXT) e BOL Number, License, etc.
WRITE (PROMPT o Prints the data from the Prompt 1 Text field.
TNBOUNTD Prints the Inbound weight.
WRITE (MANUARL TARE) | Prints an asterisk (*) next to the TARE value when it is a MANUAL TARE..
RELERSE End of the ticket, this command releases the ticket from the printer.
CLAMP Clamps the printer paper.
CUTPAPER Cuts the printer paper.
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FAIRBANKS
A\ // 4
&(\\:’:’\:‘
~TM T'\lBl_lllllTl |_|||TB|_|||'\|T|
° DN [ ] Lnaguinny o Ju iy
TT T TT T
e BRASICIN e BRASICOUT

9.3.4. Ticket Formats

Follow these steps to set up and configure the TICKET FORMATS.
1. In the CONFIGURATION MENU, press the DOWN arrow until | 1LHET FORMHATS

displays, then press ENTER.

2. When PRINTER displays, select the desired available printer.

If the printer is already selected, then press ENTER,
OR...

Press the DOWN arrow to select the correct printer, then press ENTER.

3.When SELECT FORMAHT displays, press the DOWN arrow to select one of the five

(5) default Ticket Formats, then press ENTER.

4. Press the DOWN arrow to enter either DISABLED or ENABLED, then press

ENTER to confirm this selection.

5. When FORMAT displays, press ENTER.

6. Press the UP/DOWN arrows to navigate and format these
ticket commands.

— Press the PRINT key while in the TICKET FORMAT
mode to print a test ticket.

— Adjust the parameters for FEED and SPACE to align the
information as required to fit the ticket.

— Align and fit all the needed information on it. Repeat this
process as needed, until all the data prints correctly on
the ticket.

Keypad Formatting Buttons
UNITS: Inserts new format line before.
B/G/NET: Inserts new format line after.
ZERO: Deletes the current format line.
OUT: Prints entire Format Script.
MENU: Saves ticket format.

— Steps back one level.
ENTER: Saves all data input..
PRINT: Prints a sample ticket.
RED Button: Exits to Weigh Screen.
GREEN Button: Deletes Format Script.

— Remove a printed item from the ticket by pressing the ZERO key.
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9.3.5. G/T/N Ticket Formatting

Defined below is the structure and appearance of a GROSS/TARE/NET ticket.

FAIRBANKS SCALES KC, MO 1-800-821-3322

WEIGHED ON A FAIRBANKS SCALE

VIS A
R

5

o
e

X/Y axis
starting point.

13

1-Space <8> moves
the ticket text
horizontally.

3-Feed <1> moves the
ticket text vertically.

101812 02:58 PM

4

Enhance <"on™> 35020_'b_GROSS
12360_lb_TARE

“Duplicate Copy”
appears only when a
TICKET REPRINT is
performed.

Eahance <-oi> 22660_Ib_NET

Release

|
|
|
|
|
|
|
|
|
| 0
|
|
|
|
|
|
I
|
|
|

FAIRBANKS SCALE CAT. 96757

This image shows the printed areas and
other defined elements of a GITIN Ticket.
— All grey markings are for illustration

purposes only.

FAIRBANKS SCALES KC, MO 1-800-821-3322

WEIGHED ON A FAIRBANKS SCALE

Duplicate Copy

TICKET HUMBER 13
CUSTOMER’S NAME
ADDRESS
COMMODITY
CARRIER
INBOUND DATE TIME

OUTBOUND DATE 10718712 4yyp 02338 PH

35020 1lb GROSS
12360 1b TARE
22660 1b HET

14-Enhance <“on” >
is the command for
enlarged and
bolded print.

32-Enhance <“off” >
restores print style to
standard.

DRIVER ON OFF

SHIPPER

WEIGHER

FAIRBANKS SCALE CAT. 96757

Example of an actual G/T/N Ticket.

q_

1-Space <4>

I
2-Write <Duplicate >I

3-Feed <1>

I
4-WriteText <"TICKEIT NUMBER" >

5-Space <6>

I
6-Write <TicketNumbIer >

7-Feed <14>

8-Space <4>

I
9-Write <DateOut >
I

[10-Space <10>

|
[ 11-Write <TimeOut Z

[12-Feed <2>

[13-Enhance <"on" >

[ 14-Write <GroSS > .

\ 15-Space <1>

|
[16-Write <UnitSGroSS >

\ 17-Space <1> |

[18-WriteText <"GROISS" >

[19-Feed <1>

[ 20-Write <Tare >

\ 21-Space <1>

|
[22-Write <UnitSTareNet >

[23-Write <ManualTare >
I

\ 24-HideWriteTextOnZero <Tare, "TARE"
I

[25-Feed <1>

[ 26-Write <Net >

\ 27- Space <1>

|
[28-Write <UnitSTareNet >

[29-Space <1>

I
\ 30-HideWriteTextOn|Zero <Tare, "NET" >

[31-Feed <2> .

[32-Enhance <"off" >

|
[33-Feed <10>

[34-ReleaSe < >

|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
>|
|
|
|
|
|
|
|
|
|
|

The flow chart above outlines the
coordinates for each element of the

G/TIN Ticket.
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9.3.6. Inbound Ticket Formatting

Defined below is the structure and appearance of an INBOUND ticket example.

FAIRBANKS SCALES KC, MO 1-800-821-3322

XY axis
starting point.

WEIGHED ON A FAIRBANKS SCALE

LN
L
LN
L

*b _+ Duplicate Copy

Enhance <“on”>

Enhance <“off">

INBOUND 25020_____ b

LOoP ID___"_ 333

2

4

Release

“Duplicate Copy”
appears only when a
TICKET REPRINT is
performed.

FAIRBANKS SCALE CAT. 96757

The image above shows the printed

areas and other defined elements of

the ticket.

— All grey markings are for illustration

purposes only, and not printed.

FAIRBANKS SCALES KC, MO 1-800-821-3322

WEIGHED ON A FAIRBANKS SCALE

Duplicate Copy

CUSTOMER'S NAME
ADDRESS
COMMODITY
CARRIER
INBOLHD 33020 1b
Loor ID 35
INBOUND DATE 10/18/12  TIME 03:00 PM
OUTBOUND DATE TIME
DRIVER ON, OFF
SHIPPER
WEIGHER

FAIRBANKS SCALE CAT. 96757

Example of an Inbound Ticket.

[1-Space <4>

\ 2-Write <Dupllicate >
[3-Feed <1> |

[4-Feed <10>
‘5-WriteText <':'INBOUND"

|

|

|

|

>]

[6-Space <6>I |
| 7-Write <Inbound > \
|

|

|

|

|

|

|

|

|

|

|

|

|

[8-Space <6>:

\ 9-Write <UnitSGroSS >
[10-Feed <>

[11-Write <Lo<|)pIDText >
[12-Space <6%
[13-Write <LooplID >
[14-Feed 2>
[15-Space <4%
[16-Write <Dateln >

\ 17-Space <1 (:)>

[ 18-Write <Timeln >
[19-Feed <16>

|
[20-ReleaSe < >

The flow chart above
outlines each element
of the Inbound Ticket.

05/25

88

Rev.7 51427



Section 9: Formatting Tickets

9.3.7. Outbound Ticket Formatting

Defined below is the structure and appearance of an OUTBOUND ticket example.

FAIRBANKS SCALES KC, MO 1-800-821-3322

WEIGHED ON A FAIRBANKS SCALE

I__1__Dupli(:ate Copy
ITIC:I‘(ET NUMBER 15

4

o
.
.

X/Y axis
starting point.

14

____ensnz 05:22 PM
0

,
Enhance <'on’=" 19980 b GROSS
35020_lb_TARE
14960 |b NET

LOOP D 333

Enhance <"off">

Release

FAIRBANKS SCALE CAT. 96757

This image shows the printed areas and other
defined elements of the Outbound Ticket.

— All grey markings are for illustration purposes only.

FAIRBANKS SCALES KG, MO 1-800-821-3322

WEIGHED ON A FAIRBANKS SCALE
TICKET NUMBER 15

CUSTOMER'S NAME

ADDRESS
COMMODITY
CARRIER
INBOUND DATE TIME
10/18/12 05:22 PM
OUTBOUND DATE TIME
429380 lb GROSS
Z5020 1lb TaARE
1490 1b HET
Loop ID 3z
DRIVER ON, OFF
SHIPPER,
WEIGHER

FAIRBANKS SCALE CAT. 96757

Actual image of an Outbound Ticket
(without any Inbound Ticket information).

OUTBOUND _____|

1-Space <4>

2-Write <Duplicate >I

3-Feed <1> I

4-WriteText <"TICKEIT NUMBER" >
5-Space <6> :
[6-Write <TicketNumber >

7-Feed <14>

8-Space <4>

I
9-Write <DateOut > :

[10-Space <10> |
[11-Write <TimeOut >
[12-Feed <2>

I
[13-Enhance <"on” >
I

[14-Write <GroSS > .
\ 15-Space <1> |
[16-Write <UnitSGroSS >

\ 17-Space <1>
[18-WriteText <“GRO:SS" >
[19-Feed <1>

[20-Write <Tare >

|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
\ 21-Space <1> | \
[22-Write <UnitSTareNet > |
|

>

|

|

|

|

|

|

|

|

|

|

|

|

|

[23-Write <ManualTare>

\ 24-HideWriteTextOnZero <Tare, "TARE"
[25-Feed <1>

[26-Write <Net >

\ 27-Space <1> |

[28-Write <UnitsTareNet >

[29-Space <1> |

\ 30-HideWriteTextOn|Zero <Tare, "NET" >
[31-Feed <2> .

\ 32-Enhance <"off" > |

[33-Write <LooplDText >

\ 34-Space <6> |

[35-Write <LooplD > |

[36-Feed <10>

[37-ReleaSe < >

This flow chart outlines
coordinates for each element
of the Outbound Ticket.
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9.3.8. Completed Transaction Ticket Example
Shown below is a ticket example of a completed INBOUND / OUTBOUND

transaction.

{ INBOUND TICKET

i includes the LOOP ID,

: DATE, TIME, and Initial
! Weight.

FAIRBANKS SCALES KC, MO 1-800-821-3322

WEIGHED ON A FAIRBANKS SCALE

——

TICKET HUMBER 12

l o o = = =

»
\
CUSTOMER'S NAME \
ADDRESS \
COMMODITY \
A PREA T S S =
. THEGHD 20000 (RN
Loor ID =3 HERN

E 10718712 02:54 PH E
INPQUMRDATE ... /18012 | iy, 0224 P ¢

QUTBOUND DATE TIME
1 35020 1b GROSS |
| 20000
1S020

DRIVER ON

SHIPPER

WEIGHER

FAIRBANKS SCALE CAT. 96757

Keypad Formatting Buttons

UNITS: Inserts new format line before.
B/G/NET: Inserts new format line after.
ZERO: Deletes the current format line.
OUT: Prints entire Format Script.
MENU: Saves ticket format.

— Steps back one level.
ENTER: Saves all data input..
PRINT: Prints a sample ticket.
RED Button: Exits to Weigh Screen.
GREEN Button: Deletes Format Script.

\

Fe———mem— e mm— ==
1 OUTBOUND TICKET includes

\ 1 the DATE, TIME, GROSS,

- TARE and NET Weights. Also

I includes the TICKET NUMBER
: and LOOP ID NUMBER.
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FAIRBANICS SCALES KC, MO 1-800-821-3322

WEIGHED ON A FAIRBANKS SCALE

X /'Y axis
starting point.

o
o
o

AR

SHIPPER =~

WEIGHER L

FAIRBANKS SCALE CAT. S875%,
b

This image shows the printed areas

and other defined elements of the
Basicln and BasicOut Tickets.

: Basicln Ticket
i includes the DATE,
i TIME and GROSS

~
~
~

-—een em e hn e e e . 1

1 BasicOut Ticket |
I includes the DATE, |
I TIME and GROSS I

I Weight. I
N o e - o o e - - -l

[1-Write <Timeln >

| 2-Space <1>
|3-Write <Dateln >
I

| 4-Space <1>
[ 5-Write <GroSS >

[7-Write <UnitSGroSS >
| 8-Space <1>

|
[9-WriteText <"GROSS" >
[10-Feed <1>

[11-ReleaSe < >

|

|

|

|

|
|6-Space <1> | |

|

|

|

|

|

BASICOUT

[1-Feed <2>

2-Space <1>
I
3-Write <TimeQut >
I

4-Space <1> |
5-Write <Date0utI >

|

|

l

l

l

|6-Space <1> | |
[7-Write <GroSS > |
|

|

|

l

l

|

8-Space <1>

[9-Write <UnitSGrl)SS >
| 10-Space <1> :
[11-WriteText <"TARE" >
[12-Feed <1> |
[13-ReleaSe < >

NOTE: Tickets programmed in the Basicln and BasicOut formats can be set up as
the customer requests, within the boundaries of the ticket size.

— The one displayed above is shown as an example only.
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9.3.10. Deleting a Ticket Format

1.LOGIN
[2. AUDIT TRAIL |

3. OPERATOR MENU
EXTYGEIENRYN ST 1. Change Customer PW |

[2. Prompts - Programmable |
[3. Legends - Programmable |

[4. Ticket Formats }>{1. Printer | |
[2. Format |

[5. Remote Display |
[6. COM Ports . |
[7. Threshold Welghts |
[8. Traffic Light Control |
|
|
|

[9. Reports
[Network .
[Transaction Files

Follow these steps to DELETE a ticket format, and then reset to the factory defaulit.

—

. In the CONFIGURATION MENU, press the DOWN arrow until | 1CHE T

FORMHTS displays, then press ENTER.
When PRINTER displays, press ENTER.

. Press the DOWN arrow until the desired printer displays, then press ENTER.

2.
3
4. Press the DOWN arrow until SELEC T FORMHT displays, then press ENTER.
5. Press the DOWN arrow the Ticket Format to be deleted displays, then press

ENTER.

o N o

.When ENHBLED or DISHELE
. Press the DOWN arrow until 3£ LE TE displays, then press ENTER.

1 displays, press ENTER.

. Press the DOWN arrow until £ 5 displays, then press ENTER to delete the current

ticket format and replace with the default format.

9.4. Formatting Weh Interface Tickets
9.4.1. Logging In to the Web Interface

1. Locate the IP Address of the FB6005 Series Instrument

2. (See also 4.1.1. To obtain the current IP address of the FB6005)

NOTE: In order to login to the Web Interface, you MUST logout of the FB6005
instrument. If you are NOT logged out, you will receive the message “Front Panel in

Use” until you log out.
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w

4. Input the correct IP Address of the
FB6005 into the Address Bar of the

web browser, then press ENTER
on the remote computer.

AUDIT TRAIL

5. e ATaRR
FAIRBANKS
SCALE WEIGHT ""
6. %‘:m*
7. Click on the LOGIN link. [ oo |

8. Input the Default Password, -
9. then press the LOG IN button. |

- Please log in @
Password = 1. [E— .

AUDIT TRAIL ‘ “
The Web Interface Home screen OPERATOR MENU ‘

SCALEWEIGHT ‘

appears.

After you are logged in successfully,
the message “Remote Config in
Process” will appear on the screen
of the instrument.

For more complete detail regarding the Web Interface, see Section 4: Web Interface.

TM-U285
9.4.2. Ticket Format [ e i 1 T MDD
; Select a printer
1. Click Configuration Menu
g Logout Ticket Formats g v
2. Click Ticket Formats Hep A-“"‘
AUDIT TRAIL Printer :  Tm-U295
3. Next to Printer:, select an S Mode : imoouna
available printer using the |cowsummmonne | Snable? - Enatied h’u..
Lt Edif Format .'.
drop-down menu. . Yoo,
4. Next to Mode:, select a mode [ Select a mode -
using the drop-down menu. [
SCALE WEIGHT
GTN
SCALE DIAGNOSTICS |nbound
QOutbound
Basicln
BasicOut

IMPORTANT NOTE: The printer must be configured in
the COM Port menu before it is available here.
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5. Click the EDIT FORMAT button.

6. Drag-and-Drop the FIELDS options into their place on the TICKET LAYOUT
area.

7. To add or delete lines within the ticket format, click the + ADD LINE or
— REMOVE LINE.

8. Once formatting is complete, click TEST PRINT to print a sample.
9. Either SAVE or DELETE the format.

MAIN MENU [ Configuration Menu | Ticket Formats | Format

Home

Logout Ticket Format: TM-U295 / Inbound

Help Ticket Layout Opions &
mansssnhissssnnnnnnnnnnnnn
- L]

Gross (DUPLICATE COPY) .
RUBITTRAL Tare : Drag-and-drop the .
OPERATOR MENU e = FIELDS options into
comcummoumENy e V. : their place on the .
SERVICE MENU TimeOut ¥ "rtaag, ’.’, . TICKET LAYOUT .
UnitsGross L] . ™ [
EXPANSION CARDS UnitsTareNzt freea, Taa, ..‘4 . area. .
Tickethumber L 't . . . :
SETPOINT MENU LooplDText : The pfln ted t’Cket WI” .
LoopiD . . .
SCALE WEIGHT P?;:pﬂTam INEOUND 0000000 b : 'ap'pear Slmllar tO hOW :
Prompti Loop 1 <LoopID:! . it is formatted. .
SCALE DIAGNOSTICS Inbound . -
ManualTare 4/13/18 04117 PM H .
Duplicate » -
DualGross n :
ot .......[.................
DualNet
Doainbound pesnnnshasssnnnnnnnnnnnng,
B = To add or delete .
ehns : lines within the ticket
Ingra & format, click :
* - [ ]
L L L :I'IQ:§ “¢‘.: +Add LlneOI'— .
M . g +% o .
: Once completed, : Ingrds .+ ¢ * Remove Line. .
: click TEST PRINT. = RO :
. . . - . . .
: Click either SAVE or i+, = R - : :
: DELETE. D e, poleE e
. : .'.. S w Line Count:30 :' mERER
BN NN NN NN NN NN EEEEEEpR v L [ i

4 ST TTT T ——— T T TT T
L
BN NN NN NN NN NN NN EEEEEEEEEEEEEER
L] EEEmEw

The image above displays a ticket with the
default GTN format using a TM-U295 printer.
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i)
S ade

9.4.3. Standard Default Formats

Shown below are images of the standard default formats for each of the Ticket Modes

when using theTM-U295.

Gross
Tare

Net

Dateln
DateOut
Timeln
TimeOut
UnitsGross
UnitsTareNet
Tickethumber
LooplDText
LooplD
Prompt Text
Prompt1
Inbound

EICKET NLMBE-Ij

6/19/14

ManualTare
Duplicate
DualGross
DualTare
DualNet

Ticket Formata TM-U295 / GTN
u u | B N | | B N |

|}

(DUPLICATE COPY)

Options £+

10000|

03:52 @

Dualinbound

DualUnitsGross

DuTaNtUnits
/ehDesc

Text

FF

Release

Clamp

CutPaper

= Add Line:

Line Count:31

Ticket Formata TM-U295 / O
o EEEER

iGross

Options &

[Tare

Net

Dateln
DateOut
[Timein
[TimeOut
UnitsGro:
UnitsTareNet
=
LoopIDText
LooplD
Prompt1Text
Prompt1
Inbound
ManualTare
Duplicate
DualGross

TICKET NUMBER 10000

LooplDText

6/19/14 03:57 PM

DualTars
DualNet
Duallnbound
DualUnitsGross
DuTaNtUnits
VehDesc
Text

FF

Relsase
Clamp
CutPaper

0000000 1b GrROSS

11333331 Tb =~ TARE

2222222 1b mNET

Loop ID <LoopID>

[Release]

= Add Line Line Count:31

= Ramove Lina.

Ticket Forma

Fiel

Gross
Dateln

Timeln
UnitsGross
Prompt1Text
Prompt1
DualGross
DualUnitsGross
Text

FF

Release

Clamp
CutPaper

EEEEER |
Ticket Layout Options £+

03:58 PM 6/15/14] poooood| 16 [GROSS

ross (DUPLICATE COPY)
Tare
Nat
Dateln
DatzOut
Timeln ]
TimeQut ]
UnitsGross ]
UnitsTareNet |
TicketNumber
LooplDText
LeoplD
Prompt1Text INEOUND|
PPrompt1 %

Inbound
5/19/1%

ManualTare
Duplicate
DualGross
DualTare
DualNet

|
]
|
J
]
J
]
Dualinbound ]
]
]
|
]
|
J
]

DualUnitsGross
DuTatUnits
[VehDesc

h’e:ﬂ

FFF
Release
Clamp

CutPaper ]

En 00000)
EL nﬂpID-ﬂ

ir}

03:55 M

Options £+

Ticket Formata TM-U295 / Inbound
.IIIIIIIIIIIIII

[Release]

Line Cour

nt-30

[Release]

Line Count 1

ross
DateOut
TimeGut
UnitsGross

PromptiText

Prompt1
DualGross

DualUnitsGross

Cutapsr |

Ticket Format? TM-U295 / BasicOut ™o

Ticket Layout Options £

jo3:59 Fi| 5/19/1% unuuou_g Ebi EAR%
[Release]
[ Aca Line) [T EEOTL R = Removs Line

Save

= .
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STRQAVZ o
CATLE

9.4.4. Exiting Without Saving

There are two warnings that display when the ticket format is closed without being

saved.

DELETE BUTTON pressed without saving the format identifies | ..

the action.

CLOSING THE PROGRAM WITHOUT SAVING

offers three buttons.
e CANCEL returns to the Ticket Interface.

e SAVE BEFORE LEAVING saves the format before
exiting the interface.

you sure that you want to delete the ticket format for TM-
U285/BasicOut?

Unsaved Changes!

There are unsaved changes. Do you want to save before leaving?

[e=ULCE Save before Leaving us

¢ JUST LEAVE (CHANGES WILL BE LOST) closes the Ticket Interface without saving

the current format.
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The term FIELDBUS usually describes an all-digital two-way communications system
that interconnects measurement and control equipment such as sensors, actuators and
controllers.

o Fieldbus traces its beginnings in the automotive industry, where efforts to simplify
and reduce wiring resulted in a multiplexed CAN (Controller Area Network) system
of modules installed at various points of a vehicle.

WORKING EXAMPLE

Most cars have multiple controls on the door panel, such as power-window, power-mirror, power-lock and
power-seat controls. A Fieldbus Network combines all the switch wires into a two wire communication
BUS. Pressing a switch closes a relay that provides power to the window motor, sending a packet of data
onto the communication bus to adjust the passenger-side mirror.

Noted below are the five (5) Fieldbus Interfaces types used with the FB6000
Instrument.

ControlNet — An open Control Network in real-time, for high-throughput applications.
DeviceNet — A network system to interconnect control devices for data exchange.

¢ |t uses a differential serial bus, called Controller Area Network (CAN), as the
backbone technology and defines an application layer to cover a range of device
profiles.

Ethernet/IP — An Industrial Application Layer Protocol used for communication
between industrial control systems and their components.

¢ Not to be confused with the simple combination of EtherNet and the Internet
Protocol, but instead, the “IP” in EtherNet/IP stands for “Industrial Protocol”.

Modbus-RTU — Serial network communications in a master/slave (request/response)
type relationship using either ASCII or RTU (Remote Terminal Unit) modes.

e Non-powered two-wire (RS485) network, with up to 126 nodes, transferring a
maximum of 244 data bytes per node per cycle.

PROFIBUS - Protocol use primarily in Europe which utilizes a non-powered two-wire
(RS485) Network.

e Such components include: Programmable Automation Controller, Logic Controller,
or an I/O System.
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1. Select £ (FPH!
ENTER.

After installing the fieldbus device, the following menu items will be available
N

e Expansion Cards is now available at the FB601X main menu

S5I0ON CRRIS

, press enter and select - TEL 1BUS 1
2. You can view the Fieldbus Revision Number and network type

UBULE, Press
3. Fairbanks offers five different network types for the FB7100 Fieldbus Module
Expansion Card, one of which will appear
e Ethernet/IP

e Modbus-RTU
e DeviceNet

e ControlNet

e Profibus-DP

4. Select BYTE ORDER, press ENTER.

5. 5THNLHR T or REVERSE options appear. These ordering sequences are used
when referencing 2 or more bytes.

e Standard (default) is MSB aka Big Endian (example chart below)
¢ Reverse is LSB aka Little Endian

The default byte order is Big Endian or Most Significant Byte (MSB)
Example: Wt. 82,460 Ib

Below referencing the Fairbanks Fieldbus Input Data Map for Gross Wt

Words 5 & 6 | Bytes 10 - 13 | Gross Weight
Word 5 Word 6
Byte 10 Byte 11 Byte 12 Byte 13
BINARY MSB order 00000000 | 00000001 |01000010 | 00001000
HEX Value 00 01 42 08
Decimal Value 82,460
Select 5 THANIHR T or REVERSE | press ENTER
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6. SelectNUDE HIIDRESS, IP HIIRESS or
type), then press ENTER.

o

-1

CE HIDRESS (depending on

==
==

7. Enter the address supplied by the customer’s IT department., press ENTER.

8. Proceed through the rest of the settings in the same manner. The remaining settings
for each type are:

e Ethernet/IP:
o SUBNET MASK - as needed to match customer network.
o GATEWAY IP — as needed to match customer network.
o DHCP - as needed to match customer network.
o COMM SETTINGS - Allows you to set communication speed and Duplex type.
e Modbus-RTU:

o COMM SETTINGS - Allows you to set communication speed and Duplex type.
o MODE - select between RTU(8BITS) or ASCII(7BITS).
o UPDATE RATE(SEC) - adjust as needed.
o TIMEOUT (ACTIVE) - adjust as needed.
o MIN WT - enter the min value. *
o MAX WT - enter the max value. *

e ControlNet:
o MIN WT - enter the min value. *
o MAX WT - enter the max value. *

¢ DeviceNet:
o BAUD RATE - set the Baud Rate of the device.
o MIN WT - enter the min value. *
o MAX WT - enter the max value. *

e PROFIBUS-DP:
o MIN WT- enter the min value.*
o MAX WT- enter the max value.*

*NOTE:

MIN value:

References the Fairbanks Fieldbus Input Data Map Word 2. Bit 2 is set to high
when this value is present.

MV 1
IIHM w

MAX value:
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References the Fairbanks Fieldbus Input Data Map Word 2. Bit 1 is set to high
when this value is present.

Information provided by the instrument to the network or by the network to the
instrument is separated and stored into the appropriate register by the PLC accessory.
The following tables show the register usage for each piece of information provided by
the PLC. Each accessory has input data (from the scale to the PLC network) and output
data (from the PLC network to the scale).

INPUT DATA (WORD BYTE REGISTER USAGE)

WORD BYTE REGISTER SIZE(BYTES)
USAGE
0 0-1 Status Word 0 2
1 2-3 Status Word 1 2
2 4-5 Status Word 2 2
3—-4 6-9 Unassigned 4
5-6 10-13 Gross Weight 4
7-8 14 - 17 Tare Weight 4
9-10 18 — 21 Net Weight 4
11-12 22 -25 Setpoint 1 4
13-14 26 — 29 Setpoint 2 4
15-16 30 -33 Flow Rate 4
17 -19 34 - 39 Unassigned 6
OUTPUT DATA (WORD BYTE REGISTER USAGE)
WORD BYTE REGISTER SIZE(BYTES)
USAGE
0 0-1 CommandWord 0 | 2
1 2-3 Command Word1 | 2
2 4-5 CommandWord 2 |2
3-4 6-9 Setpoint 1 4
5-6 10-13 Setpoint 2 4
7-8 14 - 17 Tare Weight 4
9 18 - 19 Unassigned 4
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80-105 Display Message 26
Line 1

106 — 131 Display Message 26
Line 2

132 - 157 Display Message 26
Line 3

NOTE: There are additional words in the register dedicated to additional scales. The
FB600X only supports single scale operation, and those registers are unused during
operation.

STATUS/COMMAND WORD BIT USAGE

The status and command words use bit-by-bit information to express scale information
to the customer’s PLC network. Status refers to information being relayed from the
instrument to the network, while a command is issued by the network to the instrument.

Status/Command Word 1
bit Usage
0 Scale ID
1 Scale 1 =001
2
3 Motion
4 Over capacity
5 Within 2% of capacity
6 Enable Tare
7 Disable Tare
8 Ib units
9 Kg units
10 Ton units
11 Tonne units
12
13
14 Weight conversion
15 01 = 32 bit floating point; 10 = 32 bit integer; 11 = 16 bit integer
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Status/Command Word 1

bit Usage

0 Decimal Point Location

1 000 * 1.0; 001 *0.1; 010 * 0.01; 011 * 0.001; 100 * 0.0001
2

3 Load Tare Command

4 Auto Tare Command

5 Load Setpoint 1

6 Load Setpoint 2

7 Zero Scale Command

8 Load Cell Status

9 Good =0

10 Defective Cell = Cell Number Binary
11

12

13

14 Print Command

15 Beep

Status/Command Word 2

bit Usage

0 Display Message Command / Operator Acknowledged
1 Scale weight at or above maximum weight
2 Scale weight at or below minimum weight
3 Unused

4

5

6

7

8

9

10
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C. PLC Wiring Instructions and LED Indications
1. ControlNet

NOTE: Do not use Standard Card Guides (29966) with any PLC accessories.

ControlNet uses BNC connectors for the A and B channels. No additional wiring is
needed.

Network Status

LED STATE INDICATION
A and B OFF Not online / No power
Flashing Red (1 Hz) Incorrect node configuration,
duplicate MAC ID etc.
Alternating Red/Green Self-test bus controller
Red Fatal event or faulty unit
AorB OFF Channel is disabled
Alternating Red/Green Invalid link in configuration
Flashing Green (1 Hz) Temporary errors (node
self corrects, or nod is not
configured to go online
Green Normal Operation
Flashing Red (1 Hz) Media fault or no other
nodes on network

Module Status

STATE INDICATION

OFF No power

GREEN Operating in normal condition, controlled by a
Scanner in RUN state.

FLASHING GREEN (1 Hz) The module has not been configured or the
Scanner is in the Idle state.

Red Unrecoverable fault(s), EXCEPTION,

Flashing Red (1 Hz) Media fault or no other nodes on the Network
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2. DeviceNet

WIRE SIGNAL DESCRIPTION

1 \% Negative bus
supply voltage

2 CAN_L CAN low bus line

3 SHIELD Cable shield

4 CAN_H CAN high bus
line

5 V+ Positive bus
supply voltage

Network Status LED

STATE INDICATION
OFF Not online/ No power
GREEN Online, one or more connection

established

FLASHING GREEN (1 Hz)

Online, no corrections established

Red

Critical link failure

Flashing Red (1 Hz)

One or more connections timed out

Alternating Red/Green

Self-test

Module Status LED

STATE INDICATION
OFF No power
GREEN Operating in normal condition

FLASHING GREEN (1 Hz)

Missing/Incomplete configuration/ Device
needs commissioning

Red

Unrecoverable fault(s)

Flashing Red (1 Hz)

Recoverable fault(s)

Alternating Red/Green

Self-test

3. Ethernet/IP

Ethernet/IP uses standard RJ45-terminated Ethernet cable. No additional wiring is

needed.

Network Status LED

STATE DESCRIPTION

OFF NO POWER OR OFFLINE.

GREEN ONLINE, ONE OR MORE
CONNECTIONS ESTABLISHED.

FLASHING ONLINE, NO CONNECTIONS
ESTABLISHED.

RED DUPLICATE IP ADDRESS, FATAL
ERROR
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FLASHING RED

ONE OR MORE CONNECTIONS

TIMED OUT.
Module Status LED
STATE DESCRIPTION
OFF NO POWER.
GREEN CONTROLLED BY A
SCANNER IN RUN STATE.
FLASHING NOT CONFIGURED, OR
SCANNER IN IDLE STATE.
RED MAJOR FAULT, FATAL

ERROR.

FLASHING RED

RECOVERABLE FAULT(S).

Link / Activity LED

STATE DESCRIPTION
OFF NO LINK, NO ACTIVITY.
GREEN LINK ESTABLISHED.

FLICKERING GREEN

ACTIVITY

4. Modbus-RTU

The Modbus RTU interface provides both RS435 and RS232. Only one should be used
at a time.

PIN DIRECTION SIGNAL COMMENT

Housing — PE Protective Earth

1 — GND Bus polarization,
ground (isolated)

2 Outputs 5V Bus polarizatino
power +5V DC
(isolated

3 Input PMC Connect to pin #2
for RS232
operation

5 | Bidirectional | B-LINE | RS485 B-Line

6

7 Input RX RS232 Data
Receive

8 Output X RS232 Data
Transmit

9 Bidirectional A-Line RS485 A-Line

Communication LED

LED STATE DESCRIPTION

OFF No power - OR — no traffic
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b
YELLOW Frame reception or transmission

RED A fatal error has occured

Device LED

LED STATE INDICATION

OFF Initializine — OR — no power

GREEN Module initialized, no error

RED Internal error — OR —major unrecoverable fault

RED, SINGLE FLASH

Communication fault or configuration error

Case 1: Invalid setttings in Network Configuration error
Case 2: Settings in Network Configuration Object has
been changed during runtime (i.e. the settings do not
match the currently used configuration).

RED, DOUBLE FLASH

Application diagnostics available

5. Profibus

PIN SIGNAL

DESCRIPTION

3 B-Line

Positive
RxxD/TxD,
RS485 level

4 RTS

Request to Send

5 GND

Ground
(Isolated)

6 +5 Bus Output

+5V termination
power (Isolated,
short circuit
protected)

8 A-Line

Negative
RXD/TxD,
RS485 level

Operation Mode LED

LED STATE

DESCRIPTION |

OFF

Not online or No power

Green

Online/ Data Exchange

Flashing Green

Online, clear

Flashing Red (1 flash)

Parameterization error |

Flashing Red (2 flashes)

PROFIBUS-DP configuration error

Modular Status LED

LED STATE DESCRIPTION COMMENTS
OFF No power - OR — not Module state = “SETUP” OR
initialized NW-INIT”
Green Initialized Module has left the NW_INIT
state
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FAIRBANKS
bl
Flashing Green Initialized, diagnostic Extended diagnostic bit is set
events(s) present
Red Exception error Module state = EXCEPTION
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A. Remote Display Output
DATA FORMAT
<STX><A><0><SP/—><XXXXXX><ETX>

NOTES:

1. Characters denoted by X are characters 0-9.

2. Leading zeroes are suppressed.

3. Polarity indication for a positive value is a space (SP).
— Negative values are not transmitted.

4. |dentifier code <4><0> = Gross weight.
— Transmission is Gross Only.

5. Transmission for the DEMAND Mode occurs when a carriage return (CR) HEX
0D is received.

6. See APPENDIX Il for more ID Codes.

The Continuous Computer Output is an uninitiated, unrequested output that gets
transmitted at a fixed time interval.

FAIRBANKS/TOLEDO DATA FORMAT
<STX><A><B><C><GGGGGG><TTTTTT><CR>

Character String Description:

STX - Start of Text character (02 Hex)
A - Status Word A
B - Status Word B
C - Status Word C
G (gross weight data) - xxxxxx Displayed Weight : x = Weight
e 6 characters if the graduation size does not have a decimal point.
e 5 characters if the graduation size does have a decimal point.
The decimal point is not sent as part of the character string.
T (tare weight data) - xxxxxx Tare Value : x = Tare
e (6 characters if the graduation size does not have a decimal point.)
e (5 characters if the graduation size does have a decimal point.
The decimal point is not sent as part of the character string.
CR - Carriage Return Character: (0D hex)
CS - CheckSum Character: If enabled, this character consists of the last eight bits of the
binary sum of all characters transmitted up to this checksum character.
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B. Configure Output, Continued
STATUS CODE (WORD) A
Bit# X00 X0 X XX XXX XXXX XXXXX XXXXXX

0 0 1 0 1 0 1 0 1
1 0 0 1 1 0 0 1 1
2 0 0 0 0 1 1 1 1

FAIRBANKS/TOLEDO DATA FORMAT

INCREMENT SIZE
Bit # Count By 1 Count by 2 Count by 5
3 1 0 1
4 0 1 1
5 Always Logic 1
6 Always Logic 0
7 Parity Bit

STATUS CODE (WORD) B

0 Gross =0 Net =1

1 Positive = 0 Negative = 1

2 In Range =0 Overcapacity = 1
3 No Motion =0 Motion = 1

4 Lb=0 Kg=1

5 Always Logic 1

6 Normal = 0 Power Up =1
7 Parity Bit
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/ 4

B. Configure Output, Continued
STATUS CODE (WORD) C

Bit # Description

0 Always Logic =0

1 Always Logic =0

2 Always Logic =0

3 Normal =0 Print Switch Pushed = 1
4 Always Logic =0

5 Always Logic = 0

6 Normal = 0 Keyboard Tare = 1

7 Parity Bit

CARDINAL 738 CONTINUOUS SCOREBOARD DATA FORMAT
<CR><P><WWWWWW?>Period (.)<m><SP><u><SP><g><SP><SP><ETX>

Character String Description:

CR - Carriage return

P — Polarity (+ = Positive weight, - = Negative weight)

W — Displayed weight
e 6 characters if the graduation size does not have a decimal point.
e 5 characters if the graduation size does have a decimal point.

m — Motion or o = Overload

SP - Space

U - Units (Ib = pounds, kg = kilograms)

g — Gross or n = Net

ETX - End of text

e Leading zeros are not suppressed

e |If division size has no decimal point, set the decimal to "trailing".

e |f division size has a decimal point, set the decimal to "floating".
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B. Gonfigure Output, Continued
WEIGHTRONIX DATA FORMAT
<SP><G><WWWWWW><SP><U><U><CR><LF>

Character String Description:

SP - Space

g — Gross or n = Net

W — Displayed weight
e 6 characters if the graduation size does not have a decimal point.
e 5 characters if the graduation size does have a decimal point.

SP - Space

U — Units (Ib = pounds, kg = kilograms)

M — Motion

CR - Carriage return

LF — Line feed

e Leading zeros are not suppressed.

e There is no motion character.

CONDEC CONTINUOUS DATA FORMAT
<STX><SP><SP><WWWWWW><U><G><M><CR>

Character String Description:

STX — Start of Text character (02 Hex)

SP - Space

SP - Space

W — Displayed weight
e 6 characters if the graduation size does not have a decimal point.
e 5 characters if the graduation size does have a decimal point.

U — Units (L = pounds, K = kilograms)

G - Gross; N = Net

M — Motion

CR - Carriage return.

e Leading zeros are suppressed.
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Appendix lll: Remote Display Codes for
20mA Output

CODE UNITS WEIGHT SCALE #
00 — Displays all data
40 Lbs Gross 1
41 Lbs Net 1
42 Lbs Tare 1
43 Kg Gross 1
44 Kg Net 1
45 Kg Tare 1
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Connector

COM 1

Pins

RX

X

RS

CS

P WN ==

GND

Connector

COM 2

Pins

RX

X

RS

CS

QPR WIN[= =

GND

Connector

com3

Pins

RX

X

RS

CS

QB |WIN|=N

GND

Connector

-—

RS485/422

Pins

B

A

Z

DB |WIN|=(N

Y

GND

Connector

J22

REMOTE
ouT

Pins

R1

G1

R2

G2

AR |WIN|—~

RTN

Connector

J23

REMOTE
IN

Pins

S1

S2

S3

S4

A WIN|—~

RTN

Connector

J24

20mA
COM

Pins

TV

T+

T-

RV

R+

O~ WINI—

R-

Connector

J25

RELAY
COM

Pins

B

A

V+

no connect

GND

DA |WIN|—~

Shield
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Appendix V: AGG 169 Parts

ITEM PART NO. DESCRIPTION

1 35275 ENCLOSURE

2 34709 PCB ASSY RELAY

3 35584C RELAY MODULE

4 35585C FUSE

5 17545 CONNECTOR .50

6 15651 O-RING .50 OD

7 12609 ROD, NYLON .25 OD x 1.00
8 17534 CONNECTOR .75

9 15651 O-RING .75 OD

10 12609 ROD, NYLON .38 OD x 1.00
11 20963 CONNECTOR

-1

ﬂ/
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