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Disclaimer 
 
Every effort has been made to provide complete and accurate information in this manual.  However, 
although this manual may include a specifically identified warranty notice for the product, Fairbanks Scales 
makes no representations or warranties with respect to the contents of this manual, and reserves the right 
to make changes to this manual without notice when and as improvements are made.   
 
Fairbanks Scales shall not be liable for any loss, damage, cost of repairs, incidental or consequential 
damages of any kind, whether or not based on express or implied warranty, contract, negligence, or 
strict liability arising in connection with the design, development, installation, or use of the scale. 
 
 
 
 
 
© Copyright 2025 
 
This document contains proprietary information protected by copyright. All rights are reserved; no part 
of this manual may be reproduced, copied, translated or transmitted in any form or by any means 
without prior written permission of the manufacturer.
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Section 1:  General Information 
1.1.  Introduction 
The HC Lift Deck Scale is a uniquely designed truck scale system designed 
exclusively for the waste transfer station environment. Using hermetically sealed 
rocker column load cells, narrow custom-length panels and a special liftable deck 
design, the scale is designed to withstand the harshest environment and make 
cleaning the scale pits as simple as possible. Keeping the pits clean is vital to 
ensuring the scales always remain operational.   
 

1.2. Description 
The HC Lift Deck scale system consists of side-by-side 4’ wide scales in custom 
lengths and configurations to provide all the scale flexibility you need, with 
minimal excess scale surface to maintain. Systems will vary between 2-4-6 scale 
configurations (with 1 or 2 modules per scale) depending on the project 
requirements.  

Typical 4-Scale Configuration 

 
─ Each 4’ wide scale module is free standing and acts as its own complete 

scale, which is then tied together through our exclusive Intalogix technology. 
Lengths of scale and modules will vary depending on requirements. 

─ These scales are designed for the harsh, corrosive environments found in a 
transfer station.  

─ Rocker Column Load Cell Systems are hermetically sealed cells, constructed 
entirely from stainless steel.  

 

10' 10'

(deadspan not to scale)

SCALE 1 SCALE 3
4'

2 section 2 section

2' CONCRETE DEADSPAN

SCALE 2 SCALE 4
4'

2 section 2 section

FRONT OF TUNNEL
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─ Intalogix™ Technology offers 
the customer outstanding 
resolution, surge voltage 
protection, and built-in 
diagnostics. 

─ Stainless steel braided conduit 
is used to protect load cell 
cables inside of each pit.  
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Section 2:  Installation 
The HC Lift Deck Scale is designed for very specific transfer station applications. 
They will be installed in a pit specially poured for this application. 

 

─ Always reference the certified drawings for installation requirements and 
notes.  

─ Each scale will be installed in the same manner and essentially the process 
will be repeated for each individual scale. 

─ The soil bearing under the scale sub-frame must be firm and unyielding.  
Recommendation of 3000 PSF. 

─ These pits are typically designed with a slab floor according to the foundation 
prints. This is our best recommendation as piers will make cleaning the pit 
floor more difficult.  

─ The embedded components consist of (typically) pit coping and scrapper bars 
as well as centrally located checking plates at each end wall.  

─ To properly lift each scale module, use the t-handle hooks that come with the 
scale. Slide into the notches in the scale deck (4) and turn 90° so that each 
lifting hook is secured and angled towards the middle of the scale. Proceed to 
connect chain or straps to all four hooks and lift.  

2.1. Storing Scale 
 

 

 

 

 

 

 

 
 

Sub-frames for 15' and 20' must be stored as illustrated above and on a flat, level 
surface. Sub-frames must be supported at lateral tubing struts as shown using 4" 
x 4" or 6" x 6" timbers. Improper storage can damage the sub-frame. 
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─ It is important to plan out the load cell cable routing prior to any installation 
work. The number of load cells and remote mounting of the Sectional 
Controllers and Pit Power Supply(ies) require a plan ahead of time, so the 
routing makes sense and is easily traceable for calibration and maintenance.  

─ Recommend identifying and marking each SSC as it is being wired so the 
scale layout is easily identified later.  

 

2.2. Checklist of Tools, Equipment, and Materials 
The approximate weight of a steel module is 1,500 lbs. Proper equipment and 
tools are crucial for moving the modules safely in and out of the pit.  

 

The following lists all the needs of a standard installation. 
 

 Certified Prints  

 Equipment of sufficient capacity to safely lift and place the weigh bridge 
modules. Requested in advance from crane vendor 

 Four (4) Lifting Chains/Cables with Hooks* 

– Equal in length (20 ft.) to safely lift and install the modules.* 

 Machinists Levels (Starrett # 134 & 132-6) 

 Hand Tools 

 Hammer Drill with 5/8" Bit, 24" long 

 Bottle jack w/extended range, if needed to set subframe.  

 Pry-bars 

 Grease and anti-seize (see note below) 

NOTE: Grease for load cell cups: equal to Super Lube White Grease (food 
grade) 

 F-Clamps (six) 
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2.3. Installing the First Scale 
The unique design of the HC Lift Deck scale enables you to essentially install one 
complete scale at a time and then repeat the process for all remaining scales. The 
process will be nearly identical for each installation.   
However, it is important to plan out the load cell cable routing prior to any 
installation work. The number of load cells and remote mounting of the Sectional 
Controllers and Pit Power Supply(ies) require a plan so the routing makes sense 
and is easily traceable for calibration and maintenance.  
The load cell cables will be a standard 15’ in length. Splice kits are provided so 
that running the cable through conduit is easier and any future repairs can be 
done within the pit and not require special order load cells.  
In addition, SealTite conduit is provided to run from the edge of the pit/conduit to 
as close to each load cell as possible. The single biggest issue in these scale 
environments is rodent damage and the SealTite conduit provides the best 
protection available. It is important to utilize it for as much coverage as possible 
for each load cell.  
 

 

1. If the scale design is going into an existing pit and requires the 
installation of a dead span insert, please see Section 2.2.1. first before 
proceeding.  

 
2. Due to the number of components involved in this product, it is best 

practice to sort through all modules, subframes, base plate stands, and 
components and lay them out close to each pit to ensure everything is in 
its correct group.  

3. Once each scale is sorted out, set everything in place free-floating while 
aligning everything as closely as possible in the first pit.  
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4. Set the baseplates  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
5. Insert the frame for each 4’ wide pit and set in approximate place.  
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6. Layout the check brackets that will be anchored into the vertical end walls. 
This design features a new checking system in the middle of each scale 
frame that requires the bumper bracket be anchored to the wall in perfect 
alignment with the frame. Therefore, it is important to set the frame in place 
and get the alignment set BEFORE anchoring the check bracket or base 
plates.  

 
 

7. Set each subframe in place in the pit. If it is a 2-section pit there will be one 
subframe with four load cell pockets. If it is a 3-section pit there will be 
essentially two subframes joined at the middle.  
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8. In either case, the provided “cone plates” will need to be installed on each 
section. There will be four (4) bolts per plate that need to be secured.  

 

9. Once the cone plates are secured, it is time to set load cells in place and 
lower subframe onto the risers/load cells.  

10. Set load cells in place on the respective base plate riser stands with 
greased cups as appropriate.  

11. Clamp upper load cell receiver cups in place using F-clamps. 
12. Lower subframe into place and adjust base plates as necessary to 

approximately center the frame in place.  
13. Check the fit of the check bracket and ensure the frame is centered on it. 

Continue carefully adjusting the subframe so that it is perfectly centered in 
the pit and straight. This is the last best chance to adjust and ensure 
alignment around all four sides so take your time and make sure the fitment 
is right.  
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14. Once the check bracket has been placed and anchored to the wall, it is time 
to run all the load cell cables and splices to their final locations in the given 
pit.  

15. It is recommended but not necessary to lift the frame out of the way and 
proceed with wiring the load cells. Use your discretion as to whether you 
remove the frame or not. It is likely to make the process much easier and 
faster to not work around the frame but may require some adjustment to the 
base plate stands when you replace it.  

CHECKING DETAIL

3/4-10 x 6 1/2
Hex Bolt
3/4" Flat Washer

Shim as necessary.
1/4" and 1/16"
Shims provided.

Bumper
BlockEnd wall bump

assembly

STORE EXTRA
SHIMS HERE
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16. Once the load cells are all run and set in their respective locations, you can 
replace the frame.  

 

 
17. Now that the subframe is back in place you can proceed to route the 

conduits/load cell cables along the frame as makes sense. The goal is to 
keep the cables off the floor and out of the way to make cleaning the pits as 
easy as possible.  
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18. Use the shims provided for the checking to dial in the subframe and 
minimize movement to an approximate gap of no more than ¼” on each 
end.  
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19. With the check bracket fully anchored to the wall and subframes in place, it 

is recommended to install the lift deck scale modules on top of the frames 
before securing the baseplates as a final check to ensure everything can 
seat and move as needed before tightening base plate hardware.  

20. Be sure to grease each centering cone before lowering the modules to 
ensure they will be slide and move with easy as intended.  

21. Once the panels have been lowered into place, they will seat themselves on 
the self-centering cones at each load cell corner.  

22. Place panels on the frame and even up the gaps if need be (the frame 
should slide on the cones). 

23. Once you are satisfied with the fit, remove the scale platforms and proceed 
to tighten each baseplate hardware in its existing location. Once all the 
base plates are tightened, replace the scale modules. You are now ready to 
move to the next scale installation.  

2.3.1 Fairbanks Supplied Dead Span Insert 
This scale combines the lift deck tunnel scale properties with a self-contained 
steel dead span insert to break the existing 10’ wide pits into 2 4’-wide pits with 
the formed dead span in between. Place the insert in the respective pit, 
ensuring that placed according to the dimensions shown on the drawing to 
allow for proper fitting of both scale platforms. Once in place, anchor the insert 
to the pit floor and end walls using provided wedge anchors.  
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Section 3:  Electrical Installation 
3.1. Description  
The HC Lift Deck Scale system is designed to be used with Intalogix™ Systems, 
which utilize Smart Sectional Controllers (SSC) and Pit Power Supplies (PPS) 
for load cell excitation and signal processing.  
Please follow the typical Intalogix installation principles when installing this 
system. The key thing to remember is that you are essentially wiring 4 – 6 
independent scales that are being tied together at the instrumentation. It is vital 
that each scale and pit arrangement is identified uniquely and accurately. The 
best procedure may be to pre-determine the order of wiring and identification 
before starting the job and having that as a guide at the instrumentation setup as 
you wire. Given the amount of load cells required for this system, a little extra 
work up front to organize and label the system correctly will save lots of work on 
the back end.  
Once all the wiring is complete and the instrument is ready to calibrate, proceed 
with normal static scale calibration procedures. Although this is not an NTEP-
approved scale, the calibration procedures will the same, just on one scale at a 
time.  

 

3.2. Installation 
The Lift Deck system uses our ready-made Self-Contained Intalogix boxes to 
locate the Intalogix system out of the pit and make for easy servicing. This 
requires some foresight into where to mount each box in relation to its scale and 
the location of the Instrument. We are also typically using more sections than a 
normal Above Ground scale, so organization is even more important. See below 
for example of a clean, simple layout of the Intalogix boxes.  
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Wiring  
Cable used in all wiring must be a minimum of 18 AWG.  Use cable 17204 or 
17246.  Use appropriate service manual for the instrument being installed or refer 
to the Appendix for typical wiring information.   
Due to the nature of this scale system, you will use the 173892 Splice Kits 
provided to extend the standard load cell cable if needed to reach the remote 
Intalogix Boxes.  
 

Smart Sectional Controller (SSC) 
Wire cells into each section’s sectional controller per the appropriate service 
manual.  Refer to the Appendix for typical wiring information.  
 

Load Cell Wiring Designations 

Color Description 

Blue (─) Excitation 

Red (+) Excitation 

Gray (─) Signal 

Green (+) Signal 
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3.2.1 Interconnection Wiring 
 

TB3 or TB4 in SSC Function 17246 Cable
1 (-) 8.0 volts Black
2 (+) 8.0 volts Green
5 DC Return Blue
6 Shield Shield
7 RS-485 (+) White
8 RS-485 (-) Red  

NOTE: On the 17246 Cable daisy-chain connections, the  wire is 
NOT USED. 

3.2.2 Dip (Address) Switch Setup, SSCs 
• In each of the SSC boxes, there is a ten (10) position dip switch labeled S1. 

─ This switch is used to identify the section in a binary code.  

• The switches must be set properly for the scale to operate. 

 

NOTE: Switches 1, 2, 3, 4, are always OFF.  Leave these switch settings 
alone. 
SW 1 position 5 setting 
OFF = 350 Ω load cells 
ON = 700/1000 Ω load cells 
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3.2.2 Dip (Address) Switch Setup, SSCs, Continued 
 

• Switches 6 thru 10 set the Section [Address] Numbers. 

• Set the Section Number according to the following chart. 

• Each SSC Box will have a unique Section Number entered on the dip 
switches.   

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
  

Section Number
6 7 8 9 10

Section 1 On Off Off Off Off
Section 2 Off On Off Off Off
Section 3 On On Off Off Off
Section 4 Off Off On Off Off
Section 5 On Off On Off Off
Section 6 Off On On Off Off
Section 7 On On On Off Off
Section 8 Off Off Off On Off
Section 9 On Off Off On Off

Section 10 Off On Off On Off
Section 11 On On Off On Off
Section 12 Off Off On On Off
Section 13 On Off On On Off
Section 14 Off On On On Off
Section 15 On On On On Off
Section 16 Off Off Off Off On

Switch Settings
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3.2.3 Cell Numbering 
• Intalogix™ Technology installations use a specific numbering system for 

load cells because of digital addressing of the SSCs. 

• With respect to the following starting position, face the platform where the 
instrument is located.  

• The cell at the upper-left (far side) of the platform is Cell One (1).  
• The cell positions along the far side have odd cell numbers. 

• The near side locations have even cell numbers. 
 

3.2.4 SSC Connections 
Each SSC has connections for two (2) incoming load cells, labeled TB1 and 
TB2. 

• The odd numbered cell goes to TB1. 
• The even numbered cell goes to TB2. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

SSC 4

SSC 3

SSC 2

SSC 1

PPS

Remote External
Self Contained
Intalogix Box

2-section HC Lift Deck wiring 
configuration 
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3-section HC Lift Deck 
wiring configuration 

 
 

3.2.5 Grounding 
Intalogix™ Technology systems must have two (2) ground rods in the pit for 
proper connection.   

• Pit power supplies one ground for the weighbridge and connects the other 
to the sectional controller.   

• For accurate operation and protection against damage from lightning 
strikes, all of the components of the system must be properly grounded.   

 
Use the following guidelines to correctly ground the system:  

• Use 8 AWG or larger wire, or braided ground straps. 
• All ground connections should be two feet (2’), or as short as possible. 

• The SSCs and PPSs housing attaches in a clean electrical connection to 
the platform frame.  The platform frame is then connected to a pit ground 
rod. 

• The insulated WHITE WIRE from the PPS connects directly to the separate 
ground rod and not to the same rod as the weighbridge.  

• The 117 VAC SVP Unit connects to a known good ground at the instrument 
location.   

SSC 4

SSC 3

SSC 2

SSC 1

PPS

Remote External
Self Contained
Intalogix Box

SSC 6

SSC 5
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─ Use a voltmeter to test the electrical power source available. 

─ The Neutral-to-Ground voltage level must be 0.2 VAC or less.   

─ If unsure, or if the testing reveals higher than 0.2 VAC, install a separate 
ground rod at the SVP location, connecting it with braided cable or 8 
AWG wire. 

 

 

 
 

C A U T I O N  
Proper grounding is REQUIRED 

The Surge Voltage Protection (SVP) adequately shields the scale 
from lightning and other electrical interferences! 
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3.2.6 Instrument to Pit Power Supply Cable Connection 
Prepare the cable ends in the standard manner.  Use the appropriate manual 
for wiring the sectional controllers and power supplies.  Connect the instrument 
interface cable to the instrument in the scale house as shown in the service 
manual. 

 
 

Connect the PPS to an SSC (#1 or any SSC). 

• Feed a cable from SSC #1 TB3 through the bushing for in the PPS for TB3.  

 

Connect the wires as shown in this chart. 

TB3 SSC#1 TB3 PPS 17246 Cable Description
1 1 Black (-) 8.0 volts
2 2 Green (+) 8.0 volts
5 5 Blue DC Return
6 6 Shield Shield
7 7 White RS-485 (+)
8 8 Red RS-485 (-)  
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3.2.6 Instrument to Pit Power Supply Cable Connection, 
Continued  

• Wire the PPS to the Instrument. 
─ Run the Home-Run Cable from the PPS – TB1 to the Instrument's TB1. 

─ Shields are used for DC Return and MUST BE CONNECTED. 

 

Connect the wires as shown in this chart. 

TB1 PPS TB1 Inst 17246 Cable Description 
1 1 Black 28 volts, AC 
2 2 Green AC Return 
3 3 Blue 20 Volts, DC 
4 4 Orange Enable 
6 6 Shield Shield/DC Return 
7 7 White Transmit 
8 8 Red Receive 
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Section 4:  Calibration 
4.1. Preliminary Checks 
• Seat the suspension components.  Drive the test truck across the scale 

stopping and starting several times across the scale.  Repeat this procedure at 
least three times to assure that all parts are properly seated. 

• Refer to the appropriate technical manual for the particular Intalogix™ 
Technology Instrument for the setup and calibration procedures.  

4.2. Repeatability and Return-to-Zero Performance Tests 
1. Position the test truck in the center of the Weighbridge. 
2. Note the weight reading. 
3. Pull the truck off the scale and note the Return-to-Zero.   
4. Repeat this procedure at least three times to assure consistency. 
5. If the scale does not repeat the readings (within tolerance), check for 

mechanical obstructions or binds. 
─ Check the scale thoroughly for proper assembly. 

• Check to see the load cells are properly aligned, level and the load is 
equally distributed on each load cell.  

• Add or remove shims as required to improve deadload distribution. 

4.3. Section Test and Adjustments 
1. Test the section by centering the test load over each section. 

─ A weight cart, block weights, rear axles of the test truck. 

2. Note the weight indication of each section. 

─ Adjusted each sections so the weight indications match within the 
tolerances set forth by the National Institute of Standards 
and Technology's Handbook H-44. 

3. Trim the sections by placing the test load over each section, and then 
adjusting it as described in the appropriate Intalogix™ instrument service 
manual. 

4.4. Digital Instrument Span Calibration  
• Perform the span adjustments, following the appropriate Intalogix™ 

Instrument service manual. 
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Section 5:  Service & Maintenance 
5.1. Maintenance Inspections  
• Ensure that the system is maintaining proper ground connections. 

• Check that the frame has not shifted, and that all bolts are secure. 

• Check load cells for a level condition. 

• Examine load cell cables and conduit for problems. 

• Ensure that the SSCs and the PPSs covers are secure. 
 

5.2. Load Cell Replacement 
1. Remove power from the system at the instrument. 
2. Lift the deck out of the pit using the lifting instructions. 
3. Using bottle jack to lift the subframe at the respective load cell location.  
4. Remove the defective load cell.  
5. Terminate the splice inside of the respective conduit.  
6. Apply a small amount of grease on the new load cell (top and bottom) and 

install it.  
7. Lower the subframe in place and ensure proper seating of new load cell.  
8. Connect new load cell wire to splice and replace conduit.  
9. Lower deck back into place on centering cones.  

10. Re-apply power to the instrument.  
11. Check the scale’s operation and calibrate as necessary.  
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5.3. SSC Board Replacement 
1. Remove power from the system at the instrument 
2. Remove the cover. 
3. Disconnect all wiring, noting their colors and terminal locations. 
4. Remove the screws that secure the SSC board. 
5. Note the dip switch settings and set dip switches for proper address on 

new PC board. 
6. Install the new SSC board, securing it with all the necessary screws. 
7. Connect all the wires as they were before installing the new SSC board. 
8. Close the box.  
9. Tighten all gland nuts with pliers. 

 

5.4. PPS Board Replacement 
1. Remove power from the system at the instrument 
2. Remove PPS cover and disconnect all wiring 
3. Remove screws securing power board 
4. Remove old PCB, secure ground wire to new PCB 
5. Remake all connections, install the new PCB and secure all screws 
6. Close the box.  
7. Tighten all gland nuts. 
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Section 6:  Parts 
6.1. Scale Parts List 

Part No. Description 
75458 1 1/8" x 4 1/2" w/ Nut (module - module) 
54788 1 1/8" Lock Washer (module - module) 
80955 Load Cell Base Plate 
61743 Clamp Bar Washer (Base Plates) 
55010 Ground Rod Kit 
77597 1/4” Shim for Checking 
77598 1/16” Shim for Checking 

6.2. Replacment Parts List 
Part No. Description 
108121 FTEC 3 ½” Rocker 33K 
105718 Upper Cup w/o Anti-Rotation  
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Appendix I: Foundation Drawings and Check 
List 
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Appendix II: Wiring 
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